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Abstract  

The treatment of coronary bifurcations is challenging for interventional cardiologists. The Tryton 

stent (Tryton Medical, Inc., USA) is one of the few devices specifically designed for coronary 

bifurcations that underwent large clinical trials. Although the manufacturer provides specific 

recommendations to position the stent in the bifurcation side branch (SB) according to four radio-

opaque markers under angiographic guidance, wrong device positioning may accidentally occur. In this 

study, the virtual bench testing approach was used to investigate the impact of wrong positioning of the 

Tryton stent in coronary bifurcations in terms of geometrical and biomechanical criteria. 

A finite element model of the left anterior descending / first diagonal coronary bifurcation was 

created with a 45° distal angle and realistic lumen diameters. A validated model of the Tryton stent 

mounted on stepped delivery balloon was used. All steps of the Tryton deployment sequence were 

simulated. Three Tryton positions, namely ‘proximal’, ‘recommended’, and ‘distal’ positions, obtained 

by progressively implanting the stent more distally in the SB, were compared. 

The ‘recommended’ case exhibited the lowest ostial area stenosis (44.8% vs. 74.3% (‘proximal’) 

and 51.5% (‘distal’)), the highest diameter at the SB ostium (2.81mm vs. 2.70mm (‘proximal’) and 

2.54mm (‘distal’)), low stent malapposition (9.9% vs. 16.3% (‘proximal’) and 8.5% (‘distal’)), and the 

lowest peak wall stress (0.37MPa vs. 2.20MPa (‘proximal’) and 0.71MPa (‘distal’)).  

In conclusion, the study shows that a ‘recommended’ Tryton stent positioning may be required for 

optimal clinical results.  
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Introduction 

Atherosclerotic lesions at coronary bifurcations represent the 15-20% of the coronary artery lesions 

observed in patients undergoing cardiac catheterization.23 Their treatment is a challenge for 

interventional cardiologists resulting in lower procedural success rate and higher risk of long-term 

cardiac events as compared to non-bifurcated segments.23 Over the last decade, many stents specifically 

designed for coronary bifurcations have been developed. However, most of them remained prototypes 

and are not used in routine clinical practice. The Tryton Side Branch stent (Tryton Medical, Inc., 

Durham, NC, USA) is one of the few dedicated devices that underwent large clinical trials.17,23 The 

Tryton bifurcation trial compared the Tryton stent (used in combination with a drug-eluting stent in the 

main branch, MB) against drug-eluting stent placement in the MB in combination with side branch 

(SB) balloon dilatation. The primary end-point of the trial (a combined endpoint of cardiac death, 

target-vessel myocardial infarction, and target-vessel revascularization) was not met due to a higher 

amount of peri-procedural myocardial infarction in the Tryton arm.12 A post-hoc subgroup analysis of 

this trial suggested that this was caused by an increased incidence of peri-procedural myocardial 

infarction in patients with bifurcation lesions with SBs < 2.5 mm (which was a formal exclusion 

criterion).11 Indeed, a confirmatory study13 including only patients with large SBs > 2.5 mm reached its 

pre-specified performance goal (which was based on the peri-procedural myocardial infarction rate in 

the single-stent group of the Tryton bifurcation trial), and this study led to Food and Drug 

Administration (FDA) approval for its use in the USA in 2017, after it already had received a CE mark 

in 2008 for clinical use in Europe. A post-market study has been launched and the stent is used in daily 

clinical practice to treat bifurcation lesions; therefore, a better understanding of its mechanical behavior 

is of great importance for the interventional cardiologists. 

The Tryton stent is designed to be deployed in the SB of coronary bifurcations (Fig. 1, panel A).15 
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Unlike the conventional state-of-the-art coronary stents, the Tryton stent is characterized by fewer 

struts in its proximal portion to facilitate the implantation of an additional stent in the MB.15 The 

Tryton stent is positioned according to four radio-opaque markers under angiographic guidance. The 

manufacturer recommends deploying the stent so that the bifurcation carina is positioned 1/3 the 

distance from the distal middle marker (Fig. 1, panel A). However, the potential foreshortening of the 

coronary bifurcation in the 2D angiographic images (i.e. the misrepresentation of the true lengths of the 

bifurcation branches occurring when the X-ray beam is not aligned perpendicularly to the vessel) and 

the movements of the device during the cardiac cycle make the positioning of the Tryton stent 

challenging. The deployment of the stent in a wrong position may accidentally occur. As an example, 

in Fig. 1 a clinical case with correct positioning is compared against one with incorrect positioning. The 

angiographic images and 3D optical coherence tomography (OCT) reconstructions show that in the 

first patient the manufacturer recommendations for correct deployment were followed (Fig. 1, panels B, 

D, F) while in the second one the stent was positioned too proximally (Fig. 1, panels C, E, G). 

Modeling techniques of stent deployment based on the finite element analysis have emerged as 

powerful tools for the assessment of geometrical and mechanical variables that are hardly detectable in 

vitro or in vivo.1,25 The present study investigates the impact of wrong positioning of the Tryton stent in 

coronary bifurcations in terms of geometrical and biomechanical criteria by using a virtual bench 

testing approach.  

 

Material and methods 

Coronary bifurcation model 

A finite element model of one of the main coronary bifurcations (i.e. left anterior descending 

coronary artery with its first diagonal branch) was created (Fig. 2A). The geometry is characterized by 



Author’s Accepted Manuscript 

5 

 

a distal bifurcation angle of 45° and a proximal-to-distal MB angle of 180°.5 The lumen diameters were 

defined within the physiological range for this specific coronary bifurcation24 and obeyed the Finet’s 

law8, which establishes a relationship between the proximal MB lumen diameter and the distal MB and 

SB lumen diameters. The vessel wall thickness was set as the 30% of the lumen diameters according to 

experimental tests on human coronary artery specimens.20 The vessel wall accounted for its three 

typical layers (i.e. intima, media, adventitia) with thicknesses measured ex vivo by Holzapfel et al.20 An 

isotropic hyperelastic constitutive law based on a reduced polynomial strain energy function of sixth 

order was used to describe the material behavior of each layer, as previously done.26,27 The material 

density was set to 1120 kg/m3.10 The vessel wall model was discretized using ~132,000 eight-node 

cubic elements (2 layers of elements for each vessel wall layer27, Fig. 2A). The software SolidWorks 

(Dassault Systèmes SolidWorks Corp., Waltham, MA, USA) and ICEM CFD (ANSYS Inc., 

Canonsburg, PA, USA) were used to create the geometry and the mesh of the bifurcation model, 

respectively.  

 

Tryton stent model 

The Tryton stent has a cobalt-chromium platform with a strut thickness of 84 µm.15,17 It is built in a 

single rapid exchange delivery system with four radio-opaque markers to guide positioning. The stent 

is balloon-expandable and mounted on either a straight or a stepped delivery balloon. The stent consists 

of three zones, namely proximal, central, and distal zones.15,17 The proximal MB zone has two 

‘wedding bands’ on the stent’s proximal edge, which mount the stent on the delivery balloon and 

‘anchor’ the stent in the proximal MB after implantation. From the ‘wedding bands’, three undulating 

fronds emerge, which connect the ‘wedding band’ with the panels of the transition zone. The central 

transition zone is built from three panels, which can be independently deformed to accommodate to a 

wide range of carinal anatomy. The special design of these panels provides both optimal scaffolding 
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and coverage of the SB ostium, provided that the stent positioning is done properly according to the 

markers. The distal SB zone has the standard design of a conventional tubular stent with four 

circumferential out-of-phase zigzag hoops linked together by one or two (depending on stent size) 

connectors in-between the subsequent hoops. The distal SB zone is smaller than the proximal MB zone 

(except for the straight model), with SB diameters ranging from 2.5 to 3.5 mm and MB diameters 

ranging from 3.0 to 4.0 mm. This difference in diameters accommodates the fractal geometry of the 

coronary tree, in which there is a natural step-down in vessel diameter at each branching point (i.e. 

bifurcation).18 

A previously validated model of a Tryton stent (length of 19 mm, mounted on a stepped delivery 

balloon of 2.5 - 3.5 mm) was used (Fig. 2B, top).3 Briefly, the stent geometry was created in its 

crimped configuration from stereomicroscope images of a Tryton stent sample by means of 

SolidWorks (Dassault Systèmes SolidWorks Corp., Waltham, MA, USA). The stent material was 

described using a Von Mises-Hill plasticity model with isotropic hardening.3 The following material 

properties were assigned to the model: Young’s modulus of 233 GPa, Poisson’s ratio of 0.35, yield 

stress of 414 MPa, ultimate stress of 933 MPa, deformation at break of 44.5%, and density of 8,000 

kg/m3. The stent geometry was discretized with ~68,000 eight-node cubic elements using HyperMesh 

(Altair Engineering, Troy, MI, USA) (Fig. 2C, left). The polymeric material of the delivery balloon 

was modeled using a linear elastic isotropic constitutive law. To replicate the manufacturer’s pressure-

diameter curve, Young’s moduli of 400 MPa and 388 MPa, which were derived after a calibration 

procedure, were assigned to the proximal and distal balloon portions, respectively.3 A Poisson’s ratio of 

0.45 was chosen.3 The material density was set to 1,000 kg/m3. The stepped balloon geometry was 

meshed with ~15,000 four-node membrane elements with reduced integration using HyperMesh. 

 

 



Author’s Accepted Manuscript 

7 

 

Conventional stent and balloon angioplasty models 

In addition to the Tryton stent, the model of a 315 mm conventional drug-eluting stent Xience V 

(Abbott Laboratories, Abbott Park, IL, USA) with strut thickness of 81 µm, was used (Fig. 2B, 

bottom). The Xience V stent was selected for this study because it is considered as one of the best-of-

class drug-eluting stent with a robust body of evidence supporting its efficacy and safety. The cobalt-

chromium alloy that characterizes this stent was modeled using the same constitutive law and material 

properties adopted for the Tryton stent material. The stent geometry was meshed with ~251,000 eight-

node reduced integration cubic elements (Fig. 2C, right). Element size was chosen according to 

previous grid sensitivity analyses2,26 and is comparable or finer to that reported in other studies where 

the Xience stent was modeled.33,34 Additional details about this stent model can be found in a previous 

study.26  

A multi-folded, unexpanded model of the NC Sprinter RX non-compliant balloon (Medtronic, 

Fridley, MN, USA) was also created using SolidWorks. Different balloon sizes (i.e. 215 mm, 315 

mm, and 3.59 mm) were modeled according to the procedural steps of the Tryton stent implantation. 

The balloon thickness was 25 µm.4 The polymeric material of the balloon was considered to be linear 

elastic and isotropic. Likewise done with the Tryton stepped balloon, the Young’s modulus was chosen 

after a calibration procedure so that the pressure-diameter curve obtained with the balloon model 

matches that provided by the manufacturer. The following values were found depending on the 

different balloon sizes: 217 MPa for the 2.515 mm balloon, 287 MPa for the 315 mm balloon, and 

327 MPa for the 3.59 mm balloon. The Poisson’s ratio was set to 0.45 and the material density to 

1,000 kg/m3.4 9,000, 4,600, and ~7,300 four-node membrane elements with reduced integration were 

used to discretize the 215 mm, 315 mm, and 3.59 mm balloons, respectively, by means of 

HyperMesh. 
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Virtual bench testing simulations 

The Tryton deployment sequence, known as Tryton-based culotte technique, was simulated using 

the finite element solver ABAQUS/Explicit (Dassault Systèmes Simulia Corp., Providence, RI, USA). 

As recommended in the instruction for use provided by the Tryton stent manufacturer, the following 

procedural steps were simulated (Fig. 3)14: 

1) Tryton stent deployment: insertion of a 2.5, 3.519 mm Tryton stent in the SB (Fig. 3A); stent 

expansion at 10 atm (Fig. 3B); stent release; 

2) Proximal optimization technique: expansion of a 3.59 mm NC Sprinter RX balloon at 8 atm in the 

proximal MB to ensure adequate apposition of the Tryton ‘wedding bands’ to the vessel wall (Fig. 

3C); 

3) Opening of the MB access: expansion of a 315 mm NC Sprinter RX balloon at 8 atm in the MB 

through the Tryton stent struts to pre-dilate the distal MB and facilitate the subsequent MB stent 

delivery (Fig. 3D); 

4) Xience V stent deployment: expansion of a 315 mm Xience V stent at 9 atm in the MB (Fig. 3E); 

5) Kissing balloon inflation: simultaneous expansion of a 2.515 mm and 315 mm NC Sprinter RX 

balloon at 8 atm in the SB and MB, respectively (Fig. 3F); 

6) Proximal optimization technique: expansion of a 3.59 mm NC Sprinter RX balloon at 9 atm to 

reduce the oval-shaped stent distortions in the proximal MB that are created by the overlap of the 

kissing balloons in the proximal MB (Fig. 3G,H). 

Each procedural step was considered as a separate finite element analysis to reduce the 

computational efforts. The deformed geometries obtained at the end of each simulated step as well as 

their corresponding stress and deformation state were imported from each analysis to the subsequent 

one. All procedural steps were simulated as quasi-static processes by maintaining the ratio between 
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kinetic and internal energy below 5% during the entire simulation.27 The general contact algorithm 

available in ABAQUS/Explicit was chosen to define the contacts between parts of the model with 

‘hard’ normal behavior and tangential behavior with static friction coefficient of 0.2.27–29 As boundary 

conditions, the nodes of the vessel wall extremities were constrained in the circumferential and radial 

directions.27 Similarly to previous studies4,14,21,26,27, preliminary finite element analyses were performed 

to bend the Tryton stent, its stepped delivery balloon, and the 2.515 mm NC Sprinter RX balloon, and 

allow for their correct positioning in the SB. Cylindrical surfaces were used to bend those models under 

displacement control.    

Three different scenarios were compared by means of the virtual bench testing simulations: 

- ‘Proximal’ Tryton stent positioning: the distal end of the central Tryton stent zone is placed 

precisely at the level of the carina (Fig. 4, top); 

- ‘Recommended’ Tryton stent positioning: the Tryton stent is placed so that the carina is positioned 

1/3 the distance from the distal middle marker (Fig. 4, centre); 

- ‘Distal’ Tryton stent positioning: the Tryton stent is placed so that the carina is at 2/3 from the 

distal middle marker, instead of 1/3 (Fig. 4, bottom). 

To compare the three scenarios, both geometrical and mechanical variables were computed. In 

particular, geometrical quantities such as the distal bifurcation angle change induced by the stent 

deployment, the SB ostial area stenosis, the Tryton stent diameter at the SB ostium and the stent strut 

malapposition were evaluated at the end of the stenting procedure. The SB ostial area stenosis was 

calculated as32: (total SB ostium area – largest area free from struts) / total SB ostium area * 100. The 

stent malapposition was quantified as the percent area of struts not in contact with the lumen (i.e. 

malapposed struts) with respect to the total area of the abluminal stent surface. A threshold of 130 μm 

was used to discriminate between the struts in contact / not in contact with the lumen, as previously 

done in an in vitro bench test analysis.7 A mechanical quantity, the arterial wall stress, was analysed 
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after stenting implantation.  

 

Results 

The three scenarios under investigation were compared in terms of geometrical and mechanical 

quantities. The stenting procedure decreased the distal bifurcation angle in all cases (Fig. 4B, Table 1). 

The more distal the Tryton stent was placed, the larger bifurcation angle change occurred.  

The cross-sectional view of the SB ostium is shown in Fig. 5 for all investigated cases. The SB 

ostial area stenosis, which is indicated in yellow in the figure, was evaluated to assess the SB opening. 

The values of SB ostial area stenosis are reported in Table 1 for the three cases. The ‘recommended’ 

case was the best scenario as it exhibited the lowest SB ostial area stenosis. On the contrary, the 

‘proximal’ case presented the highest and, hence, the worst SB ostial area stenosis.  

Figure 6 shows the Tryton stent diameter at the SB ostium. The ‘recommended’ Tryton positioning 

was characterized by the highest diameter. As highlighted by the stent lateral view in Fig. 6, in the 

‘proximal’ and ‘distal’ scenarios the Tryton stent was slightly squeezed after implantation at the 

bifurcation region, resulting in a smaller diameter at the SB ostium than the ‘recommended’ case.  

Stent malapposition is presented in Fig. 7. In all cases, malapposed struts (indicated in red in Fig. 7) 

were mainly confined at the stent lateral portions in the proximal MB. The ‘proximal’ case had the 

highest percentage of malapposed struts as compared to other two cases (Table 1). 

Finally, Fig. 8 displays the arterial wall stress in the three investigated cases after stenting 

implantation. In all scenarios, high values of maximum principal stress were found at the proximal MB. 

The peak stress was located at the proximal MB next to the SB ostium, opposite to the carina. The 

‘proximal’ Tryton positioning resulted in larger areas with high stress at the proximal MB, as compared 

to the other scenarios. Moreover, it was associated with the highest peak stress (Table 1). Conversely, 
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the ‘recommended’ scenarios exhibited the lowest peak stress (Table 1). 

 

Discussion 

The present virtual bench testing study demonstrated that: 1) The ‘recommended’ positioning of the 

dedicated bifurcation Tryton stent resulted in the lowest ostial area stenosis and highest luminal 

diameter at the SB ostium, lower stent malapposition and lowest peak arterial wall stress compared to a 

‘proximal’ and ‘distal’ stent positioning; 2) the ‘proximal’ positioning was associated with the highest 

area stenosis, malapposition and peak wall stress, whereas ‘distal’ positioning induced the smallest 

luminal diameter at the SB ostium. 

Dedicated bifurcation stent systems were developed to assist the interventional cardiologists in the 

percutaneous treatment of bifurcation lesions. The design of the Tryton stent aimed to preserve SB 

patency while facilitating the percutaneous coronary intervention (PCI) technique.17 A randomized 

clinical trial comparing the efficacy of the Tryton stent system with a conventional “provisional” 

strategy (i.e. implantation of a drug-eluting stent in the MB with additional SB balloon dilatation22) 

failed to show non-inferior clinical outcomes of the Tryton stent at 9-month follow-up.12 The rate of the 

primary endpoint (composite of cardiac death, target vessel myocardial infarction and clinically 

indicated target vessel revascularization) was 17.4% with Tryton and 12.8% with the provisional 

strategy (difference +4.6%; p-value for non-inferiority=0.42). In addition, despite being specifically 

designed for the bifurcation SB, no difference was found in the percent diameter stenosis, assessed by 

dedicated bifurcation quantitative coronary angiography, compared to balloon dilatation at 9-month 

follow-up angiography.16  

Hitherto, a detailed analysis of the position of the Tryton stent in the SB and its correlation with 

clinical outcomes is lacking. From the PCI technique standpoint, the precise positioning of the device is 
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challenging due to the potential foreshortening of the bifurcation in the 2D angiographic images and 

the continuous movement of the device during the cardiac cycle. Therefore, an accurate positioning, as 

the manufacturer recommends, may be difficult to achieve in clinical practice. In the present study, the 

effects of the positioning of the Tryton stent in terms of geometrical and biomechanical aspects were 

investigated by means of virtual bench simulation of the culotte stenting technique and three stent 

positions. The ‘recommended’ positioning of the Tryton stent resulted in the lowest ostial area stenosis 

at the SB and lower malapposed struts. Stent struts at the SB orifice have been associated to thrombus 

attachment.19 Moreover, strut malapposition has been associated with platelet activation and stent 

thrombosis.30 In this study, the ‘proximal’ positioning of the Tryton stent resulted in the highest 

proportion of malapposed struts compared to the ‘recommended’ and ‘distal’ positioning (16.3% vs. 

9.9% and 8.5% for the ‘recommended’ and ‘distal’ cases). In line with previous clinical studies 

assessing strut malapposition with OCT after Tryton stent implantation, the longitudinal distribution of 

malapposed struts showed to be higher in the bifurcation region than in both proximal and distal 

segments. Interestingly, Tyczynski et al.37 reported a total percent of malapposed struts of 18.1%, 

which is comparable to the malapposition rate found with the ‘proximal’ positioning; however, here a 

detailed analysis of the Tryton stent positioning was lacking. Overall, the favorable results observed 

with the simulation of ‘recommended’ positioning reinforce the importance of adequate device 

positiong.    

In-stent restenosis after bifurcation stenting is most commonly focal and located at the SB ostium. 

Stent underexpansion at this location has shown to be the dominant mechanism of restenosis after 

bifurcation PCI.6 The simulation of the ‘proximal’ and ‘distal’ Tryton position showed lower luminal 

diameter at the ostium of the SB as compared with the ‘recommended’ scenario. Moreover, stent 

underexpansion has been shown to promote areas of low endothelial shear stress, to increase the 

amount of neointimal hyperplasia and in-stent restenosis.9,36 Furthermore, wrong positioning of the 
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Tryton stent resulted in higher arterial wall stress with a peak at the ostium of the SB location, which 

has shown to correlate with restenosis after bare-metal stent implantation.35  

The consensus document on bench testing for coronary artery bifurcation from the European 

Bifurcation Club highlights the usefulness of bench testing to assess stent deployment quality, SB 

access and correction of stent distortion.31 The virtual bench simulations of PCI in bifurcation lesions, 

which are based on computer simulations, are complementary to the traditional in vitro bench testing.25 

Moreover, virtual bench simulations have the potential to increase our understanding of structural and 

hemodynamic alterations produced by stenting and even aid the interventional cardiologists guiding the 

interventional strategy and treatment planning in these subsets of lesions.1,25 Our group has previously 

demonstrated the accuracy of a virtual bench simulation of the Tryton stent deployment in bifurcation 

lesions.26 The findings of the present study highlight the importance of stent positioning and potential 

mechanical mechanism of stent failure. They raise awareness of the importance of the ‘recommended’ 

Tryton position to achieve adequate diameter at the SB ostium, low stent malapposition and low peak 

arterial wall stress, which may have a positive impact on clinical outcomes.  

The study is based exclusively on finite element analyses of stent deployment in a population-based 

coronary bifurcation model with a distal bifurcation angle of 45°, proximal-to-distal MB angle of 180°, 

and without plaques. The bifurcation model does not include anisotropic, inhomogeneous arterial wall 

layers. Since the virtual bench testing approach allows the quantification of geometrical and 

mechanical variables by varying one specific bifurcation component at a time, further computational 

analyses might be conducted to investigate the impact of the bifurcation angle or atherosclerotic 

plaques (by analyzing different plaque locations and compositions) on the Tryton stent positioning 

from the biomechanical viewpoint. Furthermore, finite element analyses of stent deployment might be 

performed to quantify the biomechanical impact of other procedural aspects of the Tryton-based culotte 

technique. For instance, a recent study investigated the impact on stent geometry and mechanics of 
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rewiring through one of the panels of the Tryton stent instead of the re-wiring in-between the stent 

panels.14 Also the impact of the orientation of the devices deserves further investigation. 

To confirm the findings of the present study, the Tryton stent position and the quality of the stent 

deployment should be analyzed in vivo in a large population. It is difficult, however, to confirm the 

stent position with conventional imaging modalities (e.g. angiography). A more sophisticated analysis 

with 3D OCT, with the pullback taken from the SB after Tryton implantation (before MB stenting), 

may be necessary to further investigate the correlation of stent position and clinical outcomes.  

 

Conclusions 

In the present study, virtual bench simulations were performed to investigate the impact of the 

different positioning of the Tryton stent in a coronary bifurcation model in terms of geometrical and 

biomechanical aspects. Three different Tryton stent positions, namely ‘proximal’, ‘recommended’, and 

‘distal’ positions, obtained by progressively implanting the stent more distally in the bifurcation SB, 

were compared. Overall, the ‘recommended’ Tryton stent positioning (i.e. the one suggested by the 

manufacturer) resulted in the best scenario as it exhibited the lowest ostial area stenosis (44.8%) and 

highest diameter at the SB ostium, lower stent malapposition, and the lowest peak arterial wall stress. 

The ‘proximal’ positioning was the worst scenario with the highest ostial area stenosis (74.3%), 

malapposition, and peak arterial wall stress. The ‘distal’ positioning was associated with the smallest 

luminal diameter at the SB (2.54 mm vs 2.81 mm in the ‘recommended’ position). These differences in 

ostial area stenosis and luminal diameter are likely to translate in differences in clinical outcomes (i.e. 

restenosis rates), especially when taking into account that the Tryton is a bare metal stent.  
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Table 

 

Table 1. Quantitative biomechanical results obtained for the three investigated cases after virtual 

stenting. 

 

Case 
Distal angle 

change [°] 

SB ostial area 

stenosis [%] 

Stent 

malapposition 

[%] 

Arterial wall 

peak stress 

[MPa] 

‘Proximal’ -4.8 74.3 16.3 2.20 

‘Recommended’ -6.9 44.8 9.9 0.37 

‘Distal’ -8.4 51.5 8.5 0.71 
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Figures 

 

Figure 1. The Tryton Side Branch stent (Tryton Medical, Inc., USA). A) Correct positioning of the 

Tryon stent according to the manufacturer recommendations: the stent should be deployed so that the 
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carina is positioned 1/3 the distance from the distal middle marker (markers indicated by orange 

boxes), as indicated by the red lines in the drawing (http://www.trytonmedical.com). B) Clinical 

example of ‘recommended’ Tryton stent positioning. Note that the carina (indicated by yellow dot) is 

positioned 1/3 distance from the distal middle marker. C) Clinical example of incorrect Tryton stent 

positioning: the Tryton stent is positioned too proximally, with the carina placed in one line with the 

distal middle marker. D) Final angiogram of the correct positioning shows an excellent result. E) In this 

example of too proximal positioning, final angiographic result was poor with pinching of the ostium. F) 

3D optical coherence tomography (OCT) reconstruction from a main branch pullback of the same case 

example as reported in B) and D) showing the luminal view at the side branch ostium. G) 3D-OCT 

reconstruction from a main branch pullback of the case example reported in C) and E) showing a small, 

pinched side branch ostium. 
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Figure 2. A) Geometrical model of the left anterior descending / first diagonal branch coronary 

bifurcation. A detail of the mesh of the arterial wall with the intima, media, and adventitia layers is 

shown. All measures are in mm. B) Geometrical models of (top) the Tryton stent (Tryton Medical, Inc., 

USA) and (bottom) the Xience V stent (Abbott Laboratories, USA) in their crimped configuration. C) 

Details of the mesh of (left) the Tryton and (right) the Xience V stent models. 
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Figure 3. Simulation of the deployment sequence of the Tryton stent (Tryton Medical, Inc., USA) in a 

coronary bifurcation model: A) Insertion of a 2.5, 3.5 x 19 mm Tryton stent in the bifurcation side 

branch. B) Expansion of the Tryton stent. C) Proximal optimization technique with the expansion of a 

3.5x9 mm NC Sprinter RX balloon (Medtronic, USA) in the proximal main branch. D) Opening of the 

main branch access with the expansion of a 3x15 mm NC Sprinter RX balloon. E) Expansion of a 3x15 

mm Xience V stent (Abbott Laboratories, USA) in the main branch. F) Kissing balloon inflation with 

the simultaneous expansion of a 2.5x15 mm and 3x15 mm NC Sprinter RX balloon in the side branch 

and main branch, respectively. G) Proximal optimization technique with the expansion of a 3.5x9 mm 

NC Sprinter RX balloon in the proximal main branch. H) Final geometry after stent recoil. The 

‘recommended’ case was used as example to show the steps of the Tryton stent deployment sequence.   
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Figure 4. The three different cases under investigation: (top) ‘proximal’, (center) ‘recommended’, and 

(bottom) ‘distal’ Tryton stent positioning. A) Pre-operative vessel geometry with the insertion of the 

Tryton stent in the side branch. The arrows indicate the two middle radio-opaque markers that are used 

by the interventional cardiologist to place the stent in the side branch. B) Post-operative stented 

geometry obtained at the end of the Tryton stent deployment sequence.     
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Figure 5. Cross-sectional view of the side branch ostium of the three investigated cases: (A) 

‘proximal’, (B) ‘recommended’, and (C) ‘distal’ Tryton stent positioning. The side branch ostial area 

stenosis is highlighted in yellow. 
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Figure 6. Tryton stent diameter at the side branch ostium for the three different cases under 

investigation: (top) ‘proximal’, (center) ‘recommended’, and (bottom) ‘distal’ Tryton stent positioning. 

A) Lateral view of the two virtually implanted stents. B) Cross-sectional view of the side branch 

ostium. Only the Tryton stent is shown. All measures are in mm. 
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Figure 7. Quantification of stent malapposition for the three different cases under investigation: (top) 

‘proximal’, (center) ‘recommended’, and (bottom) ‘distal’ Tryton stent positioning. Malapposed stent 

struts are colored in red. 
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Figure 8. Contour maps of maximum principal stress in the arterial wall for the three different cases 

under investigation: (top) ‘proximal’, (center) ‘recommended’, and (bottom) ‘distal’ Tryton stent 

positioning. 


