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CHAPTER 1: AIM OF THE WORK

The work of this Ph.D. thesis has beealised in the field of a promising and largely studied
technological material the carbon nanotubes (CNTs). After a first observatiogey twere & NB
discovered at the beginning of the 90s and immediately started to cover a fundamental role in
several s@ntific branches, from Physics to Chemistry, going through Medicine and Biology. In the
Material Science and Engineering field a large number of studies have been conducted on carbon
nanotubes, as a consequence of their extraordinary physical, techndlogimd mechanical
properties. For what concerns this thesithey have been largely investigated as reinforcement
materials in composites. Since 1991 a large number of attempts have been conducted, trying to
exploit the outstanding potential of this carboteous material, in order to improve the properties of
several matrices. The most important application is the production of polymer matrices composites
(PMCs), but in last decades an increasing number of metal matrix ones (MMCs) have been presented
and reently also ceramic matrix (CMCs) applications have been attempted. Despite massive efforts
focused on CNTmomposites, the potential of employing this reinforcement materials has not yet
been fully exploited. This lack is substantially due to the diffesubssociated with the dispersion of
entangled carbon nanotubes during processing and poor interfacial interaction between CNTs and
matrix materials. The dispersion states of the nanotubes involve complicated phenomena, since the
carbon nanotubes are pduced in bundles or bundle aggregations. The states are affected by at
least two competitive interactions: (1) the interactions of van der Waals forces, among carbon
nanotube threads, and (2) the interactions between carbon nanotube threads and dispersion
medium. The characteristics of single carbon nanotube and of bundles of carbon nanotubes are
completely different. CNTs must be uniformly dispersed to the level of isolated tubes individually
wetted by the matrix. This is necessary in order to achievecieffi load transfer to the
reinforcement network. This also results in a more uniform stress distribution and minimises the
presence of stress concentration centres.

Because of these reasons the very first aspect of this work has been the study ofpisidis state

of nanotubes. The aim of the experiments was not only to obtain a good dispersion and distribution
of the CNTs, but also to evaluate their dispersion grade. Indeed, due to their nanosize and to their
carbonaceous nature, fevsimple experimentil techniques result suitable for this purpose. In

addition, the objective was also to use dispersion techniques which do not imply the utilisation of



high amount of solvents, reagents or surfactants, and so the aim was to develop a passisple,

low costs and as environmental friendly as possible.

The second part of the work consisted in the application of the carbon nanotubes to the production
of new materials for technological applications, with improved mechanical properties. Three
composite materls with different matrices have been designed, developed and produced: a
polymer matrix composite, a ceramic matrix and a metal matrix one.

Also in these cases the aim of the work was the tuning of simple and possibly low costs production
systems.

For PMCs a polyvinyl butyral matrix has been used and the composites were obtained by a deeply
studied technique in the research group: the tape casting technology. The same approach was also
used in the case of CMCs: tape casted silicon carbide matrix conmgpasitdorced by carbon
nanotubes have been produced. Finally a third matrix has been experimented: MMCs were
investigated starting from pure aluminium powders. For Al matrix composites a particular technique
was used: the sintering was obtained startingnfr a powder metallurgy approach and exploiting
electric current and pressure (Electric Current Assisted Sintering approach).

For all the three different composite materials, after the development of the production route and
the preparation of several spewens, a characterization step followed. The materials were
characterized in terms of physical properties, morphology and microstructure, and mechanical

behaviour.



CHAPTER ZARBON NANOTUBES AND
THEIR ROLE AS REINFORCEMENT IN
COMPOSITE MATERIALS

2.1. CARBONWANOTUBES

2.1.1. ALLOTROPY OF THE CARBON ELEMENT

¢KS O02yOSLIi 2F OFNb2y LRf@Y2NLKAAY 61 & AY(INRR
in1822 Mitscherlich, 1822Mitscherlich, E., 1822. Annales de Chimie, 19¢8%0). In / KI (G St A S NI
book «Leconssur le Carbone> (Le Chatelier, 1926)he affirmed «Le carbone non combinge

présente sous deforms trés curieugs: carboneamorphe, graphite ediamant» (« Uncombined

carbonis found under very inquiring forms: amorphousO Nb 2 y = 3 NJ LIK A Af@er tHey R R
discovery of the JRay diffraction in 1912, these two fundamental crystal structures (cubic diamond

and hexagonal graphite) were identified and characterizedthe middle of next century the so

calledd ! Y2N1IK2dza OF Nb2yaé¢ ¢ SNB sév&d hdlv &arbanipdgbrfhi I Yy R
phases were identified and sintered. In SixtiBsissian scientistsoticed one dimension chain like

carbon structures, calledarbynes (Donnet et al., 2000; €.. Li, Zhou, G& Zhu, 200Q)in 1985 a

large family of spherical carbon structures, called fullerenes, was discoyeral Kroto, Heath,

hQ. NRSYy S [/ dzNI Sfinafly in{1991 fa tuB/&d>fornmap grapbene (graphene refers to an
atomic layer of graphitekhe so called carbon nanotub&asidentified (Bethune et al., 1993; S lijima

& Ichihashi, 1993; Sumio lijima, 1991)

Ewen if carbon nanotubes were probably observed in the previous decades, mostly by Russian
researchers, the date of 1991 is the most important in the history of such a material, since it was the
data the carbon nanotubes were-tiscovered as a promising neatal for technological applications.

This was due both to the technological developmémt allowed at that time the exploitation of
nanosized materials but also to the instrumentation development that allowed coraplet
characterisation of these matmls. The previous observations of similar materials could not be
complete and were generally neglected to the apparent little interest in such a magitiadthioux

& Kuznetsov, 2006)



Fullerenes,

Crystalline Form Diamonds Graphites Carbynes® Nanotubes
Hybridization :5.1}3 51}2 .::pl spEjL ¢
Coordinance z 4 3 2 3

Physical dimensionality D 3 2 1 0 and 1
Bond length (A) 1.54 1.40 1.21 1.33 to 1.40
Bond energy (eV /mole) 15 25 35 > 25

* Also mixed r_apl and .‘51:13 hybridizations (o form)

Tablel - Schematic classification of the different forms of carlfboiseau, Launois, Petit, Roche, & Salvetat, 2006)

Allotropic forms of elemental carbon are divided into thermodynamically stable and metastable
phases.The thermodynamic phase djgjam of the carbonsi shown in igure 1. It has been

elaborated after several decades of experimental wgBsndy, 1996)
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Figurel - Thermodynamic phase diagram of the carbon element. Solid lines represent
equilibrium phase boundaries and dotted lines the kinetic transformations; L is
for Lonsdaleite phase (Bundy, 1996)

At ambient temperatures and pressures the hexagonal graphite is the stabile phase (with the

existence of a polytype, a rhombohedral variety under metastable conditions). The cubic diamond

phase isstable under high pressureshaxagonal phase known as Isolaleite is foundinder specific

conditions. Thecarbyne phase should exist at high temperature, below the melting line of graphite.

All the phase transformations are considered as theoretically reversible. Under this frame it does not
9



appear evident to iolude in the same diagram the new molecular carbon phases, fullerenes and
nanotubes which are not classical extended solids but can form themselves crystalline structures.
During last decades several theoretical models have lueloped to predict new e¢hon species

with particular properties(Cohen, 1994, 1998)These models are based on the calculation of
enthalpy (as the excess of cohesion energy at zero Kelvin). One important parameter is the bulk

modulusB,

A useful semempirical expression has been proposeddnhen(Cohen, 1994)

.0 o
6 — pwx eI

where N, is the average coordination number of the compound considetkthe average bond
lengthand<is an ionization factor which is zero for purarbons.For short d and large bond energy
we obtain large compressibility factors and thus high cohesion ener@leshighest density of
strong covalent bonds is associated with super hard compouwvitts low compressibility factors,
whereupondiamond is such harhaterial.
However in new phase materials, such as carbon nanotubes, the total cohesion energy can be
decreased by curving the graphesbeets and forming closed structures as cylinders. A topological
classification for curved surfaces, in RBnoclidian gometry, was proposed by Schwg@chwarz,
1890) A simple approach is to define a medd) and aGaussian(K) curvatures proportional to the
inverse of adngth and a surface, respectively. pioposed by Mackay and Terronédlackay&
Terrones, 1991)the following geometrical shapes may exist:

¢ K>0 (spheres) as fullerenes

¢ K= 0 (planes or cylindershf= 0), as nanotubes

CK<O(s®RRf S0Y a{OKgl NI AGSacE
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Schwarizite: K <@

L
Nanotubes : K = ¢

Fullesenes : K >0

Figure2 - Examples of curved graphene varieties classified through their gaussian cuiature

Negatively curved carbon networks belong to the class of periodic minimalcggriand they have
0SSy Ol tt SR, inchfnduk of ISthivaktzi $hisécurvaturenimde possible by introducing
seven or eight member rings in addition to the usual six membar planar surfaces. In spite of
different attempts, these big unit cells have not been observed experimentally. The same holds for a
positive curvature owing ta five member ring (case ofdC

Infinite singlewall nanotubes are cylindrical shapedth carbon atoms organized in a honeycomb
lattice. Their coordination number is three € 3) and the surface curvature induces somp s
hybridization.Singlewall carbon nanotubesSWCNTjscan be ideally constructed rolling a graphene
sheet. Because of thizonstructionit is possibleto characterize theCNT structure witha pair of

integers(n,m). These indies definethes® | f f SR G QKANI f @SO02NE

® £Edd® A

which joins two crystallographically equivalent sites of the nanotube on the graphene sheAg) (
being the graphene basis whem = |Ag = |Aqu 289 !. The conventional basis chosen in
crystallography for a graphene sheet is a bakisAp) where tre angle between the vectors is 120°
(Hamada, Sawada, & Oshiyama, 1992)e angle betweeneciprocal vectorsdp and Ap is 60° and
allows one to use thavell-known (h, k, =5 K )Hotation: the wavevectors are equivalent for
circular permutations of thén, k, | indices which describe threfeld rotations. Howeverthe basis
which is the most frequently used in nanotube literature is the one withA9) =60°(Robertson,

Brenner, & Mintmire, 1992)

11
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Figure3 - Schematic diagram showing h@hexagonal sheet of graphene
is rolled to form a CNT with different chiralitiésrik T Thaenson, Ren, & Chou, 2001)

The nanotube is obtained by cutting a ribbon of perpendicular B&isighe skeet and by rolling it

up, asshown inFigure3 - Schematic diagram showing hahexagonal sheet of graphenthe tube

circumferencecould be writtenas

® & wE a £a

The hexagons orientation on the tusdzNJF I OS A a OKIF NI OGSHRT SR o0&

'\! \ﬁr \ﬁl \' "
Sersteritersrndand
CL S "

= ln"':-'l‘ ‘l i-—_llll Eﬂ- [

l|- ll-— yl! 1.‘ \-‘

Figure4 - A schematic theoretical model for singheall carbon nanotube
with different chiralities(Dresselhaus, Dresselhaus, & Saito, 1995)
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Different chiral angles correspond to as magtyiralities of the carbon nanotube#\ schematic
theoretical model for a singtevall carbon nanotubés shown inFigure4, with the tube axis normal

to: (@) thegI' onc RANBOGAZ2Y 0O yqgra gy ORKA- NNBNE (i Al2dyd dét S 06T A0S
a general directioBwith 0°<|gu ¥ onc Ol GOKANI ¢ (GdzodzZ SO® ¢KS
correspond to 1§, m) values of: (a) (5,5), (b) (9,&nd (c) (10,5).

2.1.2. CARBON NANOTUBES SYNTHESIS METHODS

The history ofcarbon nanotubes discover started 1965 with the synthesis ofs&molecules by
Kroto etal.o | NPt R 2 @ Y Né,iCGurE & Brsaliey, KIB5nhoRingNie ablation of a
graphite target by a pulsed laser. Howeutie spread on a large scale of the research on fullerenes
began only in 1990 with the introduction of the mass production route invented by Kratschrder an
Huffman (Kratschmer, Lamb, Fostiropoulos, & Huffman, 199)is synthesis was based on an
electric arcgeneratedbetween two electrodes made in graphite under helium atmosphere. Thanks
to this simple technique several research groups stattedhvestigate the g molecules andvas
promptly clear that those were not the only specipeoduced during thesynthesis In fact G,
molecules (rugby ball shapedyere observed in the soot producedy bthe electric arc, and
afterwards, changing the elaat supply from alternating to continuous current, strange filamentous
specieswere found on the electrodes. The first scientist interested in these anomalous formations
has been lijima in 1991: using a hgsolution transmission electron microscope faentified
tubular structures of crystallized carbon and named them nanotubes. This extraordinary discover
caused a great uproar inside the research commuguitgt the publication of lijiman Nature(Sumio
lijima, 1991)an be considered as a true breakpoint in the historgavbon.

As a matter of fact this wasot the first CNTs observatioBacon in the SixtieBacon, 1960and

Endo in the Seventie@berlin, Endo, & Koyama, 197€udied tubular undesired byproduct in
industrial chemical processes, and the thinner filaments were therefore very tbotdee present
nanotubes.However, they did not attract so much interest because in those years there were no
techniques to study and to use nanometric sized objects. This context was completely changed in
1991 and several methods have beetraducedto produce carbon nanotubes up to the present.
The varioussynthesis methods are generalfjassified into two main categories depending on the
temperatures reached during the processightemperature and mediuriemperature routes. The
former are based on theaporizationof a graphite target whereas latter are based Gombustion

Chemical Vapour Depositio@CVIDPprocesses.

13



2.1.21. HIGHTEMPERATURE METHODS FOR THE SYNTHESIS OF CARBON
NANOTUBES

Hightemperature methods grow out from theKratschmerand Huffman production route
(Kratschmer et al., 1990They all involve graphite sublimation in a reduced or inert atmosphere, to
temperatures above 3200°C and vapaondensation under a high temperature gradient. Several
hightemperature techniques have been deveéah with different methods used for sublimating

graphite.

1 The Electric Arc Discharge Technique
This method idased on a arc discharge generated between two graphite electrodes pléaes to
face in theinstrumentchamber under a partigiressure of helm or argon (typically 60thbar). The
electric dischargerises the temperature up to 600°C Thistemperature allows te graphite to
sublimate Because of the very high pressure reached during the process, carbon atoms are ejected
from the electrodes andctan form aplasma. These atoms move toward colder zones within the
chamber,and a nanotubealeposit on the cathodéollows.
lijima used an apparatus of this kind in his early experiments. He used DC arc discharge in argon
consistingof a set of carbon electrodes, with temperature of 2Q@8000°Gn nominal conditions of
100 A and 20 V. Iproduced multiwallnanotubes in the sot. Later, singlavall carbon nanotubes
were grown with the same satp by adding to the electrodes suitabletalyst particles, e.g. of Fe,

Co, Ni or rareearth metalgLoiseau et al., 2006)

Linear
maotion feed
through

Cathode (-)
B

Anode (+)
'/I:I.l.l 2

C-Deposits

2

o -
Puarmp Gas

A

Function
gensralor

Figure5 - A typical aradischarge apparatu@vierchanMerchan, Saveliev, Kennedy, & Jimenez, 2010)
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The working conditions hugely influence the carbon nanotubes properties: in presencenall

amounts of transition metals such as Fe, CojnNihe graphitic anode materigland leaving the

cathodeas pure graphite) singleall carbon nanotubes result the main product. A hydrocarbon gas

introduced into the arc discharge is mdiavourableto yield CNTs than fullerené¥ Ando, 1994)in

absence of such catalgs the formation of multiwalcarbonnanotubes is favared.

9 Laser Ablation
The sublimation of the graphite could be obtained Iation with a focused laser beam in arert
atmosphere at low pressure. Two kinds of methods were develpfiedformer usesa pulsed laser
(Yoshinori Ando, Zhao, Sugai, & Kumar, 2004; Guo et al., 1992; Thaks 1096)the latter a
continuousone (Maser, 1998; Munoz et al., 2000)
The main differences with the ancethod are:
¢ The material is subjectettd a laser ablation instead of an arc discharge.
¢ No tube of reasonable length has ever been synthesized without smatadysingparticles. This
implies that a certain local anisotropy is necesgargrow ananotube.
¢ Particles are collected through a carrier gas on a cool plate far fromathet. A secondary heating

is usually added.

The pulsed lasetPL)is characterized by higher light intensity (100 kWfo? compared with 12
W/cm?). In thepulsed lase configuration(Figure6), the target is vaporized in a high temperature

argonbuffer gas by a NYAG laser pulse.

Reaction chamber

Fumace

Water-cooled
Nd: Yag collector

—

To pump
—

Gas inlet Graphite

target C'DCP('N'“.\.

Figure6 -A typical pulsed laser ablation apparafi¥erchanMerchan et al., 2010)

The main advantages of Réchnique include SWNT formation adéhmeter control. The SWNT

diameter can be varied by controlling the temperature, catalyst composition, and gas flow rate

15



(Bandow et al., 1998; H. Kataura et al., 2000; Sen et al., 20@Migher temperaturesSWNT
diametersenlarge Equallyan increasing in the nanotube diameter is obserasd consequence of
the introduction of a NiY catalyst, while applying a R catalystreduces the diametefAvigal&
Kalish, 2001; Hiromichi Kataura et al., 19%isadvantages of the PLV method include lingted
scale of SWNT producticend the presence oflarge amounts of contaminantsuch as catalytic
particles and amorphous carbon.

In the continuous laser configuration ak® continuouswvave C@ laser is focused on the target,
heating it up to 30083500 K.An inert gas (He, Ar, ) flows from the bottom to the top of the

reactor chamberemovingthe producel soot inside the quartz tube.

1 Vaporisation induced by a solar beam
A particular method investigated in last years involves a solar furnace in which the sunlight is focused
on a graphite sample to vaporizbe carbon. The soot is then condensed in a cold dark zone of the
reactor. The sunlight is collected by a flat tracking mirror and is reflected towards a parabolic mirror
which focuses the solar radiation directly on the graphite tar@€igure 7). Under cleassky
conditions, temperatures of around 3000K can be reached at tki/ Zetup of the solar station and
the evaporation process can start. At the beginning oflljerenes were produced with this
technique(Laplaze et al., 1994put since 1998 also nanotubes were obtained, just by changing the

target composition and adjusting the experimental conditifihaplaze et al., 1998)

adiations

\\//

Graphite crucible

Hot channel :
+ mixture
Graphite Nanotube
e deposit

Figure? - Principle of the solarfurnace techniqieoiseau et al., 2006)
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2.1.2.2. SYNTHESIS OF MWNT AND SWIKTMEDIUMTEMPERATURE ROUTES

1 ChemicaNapor Deposition(CVD)
The main problem of the higtemperature techniques is the very low production yielbtained
during the process. This problem cée solved using a different technique based on a catalytic
chemical vapar deposition. This method dimes directly from a particular technique usednce
1950 to produce carbon filaments and to study kinetic behaviof carbon decomposition
processes. The chemical reactions involved in the production of carbon (such as the
disproportionation of CO) wdd be infinitely slow or would produce neilamentary carbon (by
decomposition of hydrocarbons) without small particles of metal like Fe, Co &ad¥ifilament is
generated from oneatalytic particle,dcated either at the base or #he tip of the fiament The first
aim in order to synthesize CNT has been to decrease the size of the catalytic particles. The second
aim has been to adjust the conditions of the reaction, often by modifying the value of the physical
parameters or the nature of the reactingas. The ain problem connected with namarticles is
their coalescence at the temperatures reached during the hydrocarbons decompostadractory
metals could be used because they less coalesce than other metals. HowewerFe, Ni
nanoparticles, ane or associated with Mo, V or W, are much more active. One common solution is
the deposition of the metal namarticles on finely divided or highly porous powders. Nonetheless
this resolution isfficient only with reaction temperatures not too higassell, Raymakers, Kong, &
Dai, 1999; Nikolaev et al., 199%nother way is to generate the metal nanoparticlessitu inside
the reactor, preferentially at the reacting temperature, either from an organomet@iet al, 2001;
Nikolaev et al., 1999; Zhu et al., 20@®)from a solid, by the selective reduction of an oxide solid
solution (Bacsa et al., 2000; Flahaut et al., 1989)of an oxide compoundNing et al., 2002)
Depending on the maximal temperature permitted to avoid or limit the coalescence of the catalytic
particles, the carbonaceous gas can be either CO or hydrocarbons. Generally, the carbonaceous gas is
mixed with an inert gas (Ar, He og)Nr with H that allows to act on the hydrodynamic parameters
or/and to modify the thermodynamic conditions.
A lot of stategies have been used to adapt the CCVD methods to the synthesis ofinCINding
horizontal furnace, fluidized bed reactor, vertical furnace, and basic plasma enhanced\ICtf2
parameters, related either to the catalyst or to the reaction condisioare important and may

interact. L is very important to tune correctly these parameters to obtain the final sought products.

17
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Figure8 - Example of a CCVD apparafierchanMerchan et al., 2010)

2.1.3. MECHANICAL PROPERTIES OF CNTs

In treating the problem of singieranotube mechanical propertiesthe main problem iswhether
macroscopic equations can be applied to a giant elongated mole@re. important engineering

LI N} YSGSNI A& ( KBSwhiciRisingriten for ¥ iRedzinateiial. The unusual fact with
nanotubes is that E is expected to vary slightly with the diameter, since curvature modi@dso@d
hybridization hence stiffnes Some difficulties arise because of the practical interest in treating a
nanotube like a continuous medium, which implies determining the shell thickness. Good
I LIWNREAYLF GA2y & KIF @S 06SSy 20 i ldulug &R thickdedslof/asied | a i
wall nanotube are not very different from that of a siegjraphene sheet and multiwalanotubes

are very similar to bulk graphite or carbdibres. However it is important to understand if the
classical elasticity is applicable to the nanotubes. lKHérarik, 2002)discussed specifically the
applicability of Euler beam model to carbon nanotubes. The deformation of a homogeneous elastic

beam is described by the BernbdEuler equatior{Landau, Lifshits, Kosevich, & Pitaevskii, 1986)

AU - @
AD %)

where M(x) is the bending moment atx and | the areal moment of inertiashape dependent

parameter which can be express, in the tube case, as:

0O “jo1 ©O O

With Do the outer diameter and the inner diameter of the tube.

18



The BernoullEuler equation can be used to calculate the deflection of a long beam of léngth

clamped at one end and submitted to the forEat the other end:

(oJON®)

Although elongation(or contraction) of a beam depends only on its crssstion area 4), the
flexural behaviar is strongly influenced by the cressction shape. Axial and lateral deforriveis
can all be described usilgy t @ G KS | 2 drghé @se thitBeRetih adest ratiois larger
than 10. Foraspect ratios smaller than 1@ shearing component must be added to the deflection

formula:

"00b
"00

with Gthe shear modulus, anfi the shear coefficient, beam shape dependéBere & Timoshenko,

1990)

Concening a singlevall nanotube,lots of studieshave been conducted tigg to answer whether it

can be described as a homogeneous tube made from an isotropic shell of finite thitkAsss first
approximation the carbo nanotubes could be described homogeneous isotropic continuous shells

of thicknesg, and all theirela$A O RSF2NX I GA2ya OFly o6S OFf &dzZ I (S
and the Poisson ratio7. Supposing the tube to be equivalent to a sheet of wigitiR Eandt can be

deduced from the bending rigidity)] and inplane stiffness@ of a graphene plate:

(0]
pcp #
And
6 0o

D, Cand n are characteristics parameters of graphene determined &g 6ond rigidity, that can be
calculated independently frorh The bending rigidity of a graphene sheet is determinethtagrsion
configuration of the €Cbonds(Odegard, Gates, Nicholson, & Wis802) Without this term, the
bending rigidity of the graphene sheet would be zero. Combining the two previous equations, it is
possible to findeF Tpaand f n ® n 1The¥ffécbive thickness of a single shell nanotuligng this
approximation, is less than 0.1 nmot so far froma single graphene lay¢howevermany authors

uset = 0.34nm andE= 1TPa, since it compares directly with bulk graphite valuls error is made

19



using this model because a nanotube has an effediiseural rigidity,El with | the moment of

inertia, much higher than that of a graphesbeet.In particularElcould be express as:

00 0—
o7 P

AndifcoL O, p ¢gd©O p T ¢g O ,with

00 EJO 0o JJO 0
These formulas mean that for a SWCNT of large diameter the bending rigidity is governedrby the
plane stiffness of the graphene sheet. Thus a SWNT can be approximated by a shell of thickgess
= 0.34nm with E= E; = 1TPa. Obviously this a mere approximation.
Unfortunately alsothe continuum approach ian approximationsince defininghe thicknessof one-
atom-thick layers does nohave a rigoous physical meaning, evahthe notion of an electronic
density cloudis used Arroyo andBelytschko(Arroyo & Belytschko, 2003roposeda method to
describe oneatom-thick layer deformations extendirgyper-elastic models used for bulk materials.
It is clear thatontinuum modelshow several limitationespecially in the nefinear elastic regime.
For a twelayer structure, considered asd anisotropic shell, the thickness could be considered
0 0 Q, where dis the interlayer thickness. Th&tarting supposition is thaslidings arenot
allowed between the layers, because of the Van der Waals forces. In this more complex situation th
bending stiffness is determined by theptane stiffness of the-C bondgSrolovitz, Safran, & Tenne,
1994)
,2dzy3Q4& Y2RdzZ dza O2dzZ R 6S S EdnNSNETEE Qu¥angl 200R)Xzy Ol A 2 v

SWNTs usually exist grouped in bundles. While covalddtt©nds ensure strong inttabe stiffness,
transverse properties agoverned by Van der Waals forces very similar to those at work in graphite
interplane cohesion. The SWaldggregate is thus highly anisotropic, with low torsion and shear
moduli. Elastic constants can be approximated with classical elasticity theogytbese of graphite.

In additon, 1 KS @+ NA2dza F2N¥a 2F OF Nb2y adNHZOGdz2NBa N
according to their structureln fact the perfect isotropy of the elastic behawicof the graphee

sheets is correlated withheir hexagonal symmetry. As the sheetiigo a tube, the bending strain
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inducesdistortion of the GQC bondsyesulting in a hybridization of the bonds,which increases as
the diameterdecreasesSo it is clear that both the diameter and the heli@fithe tubes could affect

their elastic properties.

1 Nonlinear elastic regime
Carbon nanotubes exhibit an extraordinary capability to carry high strength without breaking. This
phenomenon could be studied only assuming a -inear regime. At high straithe hexagonal
lattice symmetry is broken and differences appear as a function of chirality.
A good estimation of ideal strength of carbon nanotubes is calculated by the OiBulanyi
equation which states that ultimate limit to elasticity is readhwhen strain energy equalthe

energy needed to separate two crystallaghicplanes in 3d or lines in 2d:

In whichr is the surface energy and a the interplane separation. Using typical values for graphite this
equation leads to , ¥ 0 /GRaakingEf @ t | 2 SPafwithRfnMPaand it representan upper

limit of the theoretical strength, since the real nanotubes exhibit defects that lower their properties.
As in other materials, also their strength strictly depemastheir ability toprevent initiation and
propagation of defectsThey are quantified by a formation energy and an activation barrier and they
are temperature dependent. While grain boundary has hardly an equivalent in a nanotube, cracks
may be present in the form of nemonding trapped state$ 5 dzY A 4 NA ONX . Sf 24 a 0K 23
and elongated vacancy clustgBelytschko, Xiao, Schatz, & Ruoff, 2002)

Because of their 2d structurextended defects like dislocation lines or loops are obviously absent,
however correspondent large defects has been noticed, eq¥) ftentagonrheptagon pairgLauginie

& Conard, 1997)

Another extended defect in SWCNTSs involves the formation-@f{%H) defect pairs by a 90° bond
rotation, known as the Ston@ales (8N) transformation. This transformation requires high
temperature or long time under normal strain conditioriesg than a few %). When strancieases

SW defect formation energy and activation barrier decregBeiongiorno Nardelli, Yakobson, &

Bernholc, 1998)
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Figure9¢ Time evolution of a particular {B-7-5) defect from a clssical simulation for a (10,10) carbon nanotube at 2000 K
under 10% uniaxial strain. The defect sture is highlighted in blacka) Formation of the pentageheptagon defect
whose evolution in time will be followedX1.5 ns). b)The defect splits andtarts diffusing t=1.6 ns), note that a
(10,10/(10,9)/(10,10) heterojunctionhas formed; c) Another bond rotation has led to the formation of -&-8-5) defect
(t=2.3 nsYBuongiorno Nardelli et al., 1998)

Due to the presence of-C covalent bonds the CNTs are characterised by high Reaeriers, which
ensure no plastic deformations at room temperature and a fragile ruptitns. possible to obseev

the spontaneous formation of cracks via a bdmwdaking bifurcation statavhen nanotubes are
under tensiond 5 dzY A (i NA O N. THisbccurst whén strain erengy per bond approaches the
cohesive energy so that &C bond starts to switch between a bonding and a-bonding state.
Therefore time or energy are requestefbr plastic deformationyia StoneWales transformationlt

is supposedo dominate at high temperature anfibr long times. Brittle failure is expected at room
temperature. It is certainly a peculiar characteristic of nanotubes to show plasticity, because of their
capacity to sustain high strain, which reduces both formagoergy and activation barrier of\§

transformation.

1 Experimental results
The theoreticalanalysis of the CNTs mechanical behaviour must be supporteelxpgrimental

results. Experimental methods and principles used are not conceptually different frose tirsed
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with macroscopic materials. However, they differ from common testing tbetausethey measure
nanoneter size displacement and naneWton forces Measurements in the nanoscale range always
involve further problems becaus# the very smaltlimension of the tested materials.

Ultrasonic tests and sonic resonances are routine methodshermeasurement of elasticity in

solids. Longitudinal wave velocity in a bar is expressed by:

+
Ol

Where r is the material densityUnfortunately, this technique is not easily applicable to the
nanometerscale.

Classical elasticity could be useful to calculate vibration frequencies and amplitudes of a bar, in which
the vibration modes depend on the elastic constants of the material. The generati@igiare
1y26y |a ¢AY23aKSy ] gimashenkd Ysung, S8 dMeaver, 21@6Mhey are
reprocessing of Bernou#tuler formula, in which sheaand torsion effects are introduced. Shear
deformation and rotatory inertia have a small effect on the first mode of vibration but must be
incorporated in higher mode@ntes, 2003; Schanz & Antes, 2002)

As a first order approximation, BerndisfEuler formula can be used t®1 f Odzt 6§ S GKS

modulus. For a nanotube clamped at one end:

~ P ®OQ
© f 0O ©
wheref, is frequency of vibratiofor transversal mode and 4, is solution to cos,coshb,I' b mMZI | YR

sob,=1.88,b,=4.69,b,=7.85b,=11,b,= b mMpommx pP . 20K GKSN¥YFE |
transversal vibrations of a nanotube were measured using a Miivation resonances can also be
measured by field emission. The tension applied by an electric field veastogune resonances by

up to a factor of 1@qPurcell, Vincent, Journet, & Binh, 2002)

Also the atomic force microscope (AFRHuld be a useful method to evaluate the mechanical
properties of the carbon nanotubes. This technique in its initial conceptiordesigned to measure

and record imageof flat surfaces with atomic resolution. Its use has tle®nextended especially

in the field of nanomechanictndeed, its special ability is to simultanesty measure a displacement

(by the vertical piezoelectricube) and a force (by the cantilever deflectioA-M could measure
stiffness and strength, in bending and in tensi@ J. Salvetat et al., 1999; Wong, 1997:AMYu,
20000F2NJ a2b¢ +FyR {2b¢ NRLS&:E O2yFANXVAYy3d (GKS KAJ
predided by theory.
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2.2. COMPOSITE MATERIALS

Composites are produced when two or more materials or phases are used together to give a
combination of properties that cannot be obtained otherwise nature several composites already
exist, furthermore a particular interest has been devoted, since last century, toward syntetic
composite materials, in particular witlibres. These materials are designed so to take advantage of
the properties of althe components involvednd may be selected to give unusual combinations of
stiffness, strength, weight, higiemperature and corrosion resistance, hardness or conductivity
l'a | ydAOALI (S RcontdptSs not@zhiyial iaveniidh.aWood is a natucomposite
material consisting of one species of polymerellulose fibres with good strength and stiffnassn
a resinous matrix of another polymer, the polysaccharide ligdomes, teeth and mollusc shells are
other natural composites, combining haiceramic reinforcing phases in natural organic polymer
matrices. Man was aware, even from the earliest times, of the concept that combining materials
could be advantageous, howevenly in the last half century the science and technology of
composite mateials have intensely developdiatthews & Rawlings, 1999)
Materials called nova-RI 8 & 02 YL aA (GSaé¢ | NiartidwhiBaRedizD & decomiA & LIS |
species, generally preuisly sintetizedThe body constituent gives the composite its bulk form, and
it is calledthe matrix. The other component is a structural constituent, sometimes called the
reinforcement, which determines the internal structure of the composite.
DSYSNYrffe &aLISFH{Ay3a Aa OSNE RATFTFAOdAAZ G (2 RSTFAY
materials because:

1 Theywere hystorically born later

1 Their properties are not exactly governed by the conventional laws of materials

9 Their microstructure ath properties have been accurately projected

1 Frequently their properties are entirely new and exclusive
{2 6S OFly RSFTFAYS I a02YLRaAGSe +a + YIFGSNRI
composition or form on a macroscale for the purpose ofaifihg specific characteristics and
properties(Callister, 2007)
Although there are many materials projected and used for their physical properties (e.g.
superconductors), most composites are designed to improve their mechanical properties.
There are many ways to classify composites, including schemes based ipaomaterials
combinations, such as polymanatrix, or carbon nanotubereinforced composites; 2) bulform
characteristics, such as laminamgposites or matrix composite8) distribution of constituents, such

as continuous or discontinuous 4y function, like structurabr electrical composites.
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There are five general types of composites when categorized by bulk Félbnecomposites consist

of fibres. By definition, dibre is a particle longer than 100 um with aspect ratio greater that0:1.
Flake composites consist of flakes. A flake is a flat, fikeematerial. Particulate composites are
characterized by the presence of particulates, which are rougplyerical in shape. In a filled
composite, the reinforcemenis continuous and ofin considered the primary phase, with a second
material added through particular poesses. Finally, laminar composites are composed of distinct

layers. The layers may be of different materials, or the same material with different orientation.

FIBER COMPOSITE PARTICULATE COMPOSITE
LAMINAR COMPOSITE

FLAKE COMPOSITE FILLED COMPOSITE

Figurel0- Classes ofamposites.

The chemical composition of the composite constituents is not limited to any particular material
class. There are metahatrix, cerami¢matrix, and polymermatrix composites.The terms metal,
plastic andceramic cover whole families of materials with ranges of properties as broad as the

differences between the three classes. Using a very simplicistic approach we can say:

I Plastics are low density materials. They are characterized by good-tehortchemial
resistance but they exhibit low thermal stability resistance to environmental degradation
(e.g. photochemical effects of sunlight). Their = poor mechanical properties are
counterbalanced by their easily fabrication and join

i Ceramics have great thermatability and are resistant to most forms of attack (abrasion,
wear, corrosion)They areveryrigid and strong beause of their chemical bonding atftey
are dsobrittle and can be formed and shapedly with difficulty.

1 Metals are mostly of medm to high density They exhibigood thermal stability and alloying

could provide them a good corrosion resistantlbey have usefuhechanical properties and
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hightoughness, and they ammoderately easy to shape and joifihey are also characterized

by ductility and resistance taracking.

Composite materials were born so to exploit the advantages of these materials and to overcome
their defects.

In a composite the matrix performs different roles. First of thé matrix binds the fibres (or the
other reinforcements) together. Loads applied to the composite are transferred into the fibres
through the matrix,allowing the composite to withstandompression, flexural and shetorces as

well & tensile loads. Thability to support loadf any kinddependson the presence of the matrix

as the loadtransfer medium, and thefficiency of this load transfer is directly related to the quality

of the fibre/matrix bond.The matrix must also isolate the fibres from eaather. Indeed the
properties of the reinforcements well dispersed into the matrix are completely different from
properties of bundles and aggregates of fibres. The matrix should protect the reinforcements from
mechanical damage and from chemical or envinemtal attacls. In addition a ductile matrix enables

a means of slowing down or stopping cracks that might lmaiginated at broketibres.

The problem withcomposites production is to develop proper methddscombining the matrix and

the reinforcementin order to obtain suitable properties and shape of components. The eaoiy
techniques used tgroduce composites is verywide. Almost all of the basic metal, polymer and
ceramic forming processes have been adapted to their class of composites, with mégeso
success. One of the most significant aspects of gheduction of composites, in particular for
materials designed to withstandoads, is the nature of the interfaces between matrix and
reinforcements. The interface between two solids, especiallgmwthermal or chemical processes
have been involved in putting them together, is rarely a simple boundary between two materials of
i dZA 0S RAFFSNBYyid OKFNIOGSNWY ¢KS LINE LISNIASaE 27
stresses are transferred frommatrix to fibres andmost of the chemical, physical and mechanical
properties of the compositeControl of interface regionis a crucial way to monitor and develop the
mechanical response of composite materiadé important parameterto ensure a tight contact
between matrix and reinforcements the wettability A liquid phase on a solid can flow on the
surface anccancreate a broad layelir{ other words the liquid wets the solidpr it can be rejected
andcanform a spherical drolt (sothe liquid does not wet the solid). Thereforthe wettability is a
favourable condition tensure a good plsjical contact between the components of the composite.

In a first moment the liquid drop could be considerggherical shaped and exhibit a gia contact
point with the solid surface. Afterwards it can wet the surface. &gry increaseof the wetted
surface &, a new separation surface solid/liquid is formed, with its surface eneggyand the

separation surface liquid/gas enlarges (withiacreasing of the energy of the system proportional to
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11\). Nevertheless at the same time the separation surface between solid and gas decreases with an
energy reduction proportional tésy An increase of the wetted surfacédds allowed only if the

following condition is observed:
[ Qo r [ Qo
The process could proceédfian equilibrium condition is reached. In that case the surface tensions

are balanced each others.

The equilibrium condition is expressed as:

For‘ <90° the wettability is ensured

Yiw

/ - Ysw
.3
| WsL

Figurell- Contact angle of a liquidroplet wetted to a rigidsolid surface

Another fundamental point in the design and production of composites is the prediction of their
mechanical behaviour. In particular, for short fibres reinforced composites, lots of theoretical work
had been carried ousincethe 1950s in order to modahe mechanicaproperties of composites.
Sincesome of these modeléTucker & Liang, 199@Ye quite sophisticated, we will consider two of

the simplest and mostommon. These are the rule of mixtures and the Hajpsai equations.

1 Mixtures equation
The simplest method to estimathe stiffness of a composite in which alltbk fibres are aligned in
the direction of the applied loadgptropic, elastic matrifilled with aligned elastic fibres that span
the full length of the specim@ns to assume that the structure issample beamKigurel?2) in which

the two components are perfectly bonded together so that they deform together.
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longitudinal modulus, E

fibre
L - -
matrix load.
PC

Figurel2 - Simplified parallel model of a unidirectional compoéitarris, 1999)

The assumptions of the mixture equation are:
6 6 p

where V; and V,, are respectively the volume fraction of thibres and of the matrixMoreover the

load on the composit®; is expressed as the sum of the loads on the components:

0 0 0
YR GKS a80RFrAySQ2¢dRABAZ2YE Aa | aadzySRY
So the stress could be expressed as:
,0 ,0 , 0

with A the crosssectional area of the variousomponents. On the basis of the istrain condition

we can write:

Or:

0O 0w O p &

This equation is referred to as the Voigt estimate, bubester known as the rule of mixtures. It
makes the implicit assumption that the Poisson ratios of the two components are gguat,), thus
overlookng elastic constraints caused bifferential lateral ontractions. More sophisticatechodels

have beendeveloped and theyshow that the mixtures equation tend to undestimate the true
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stiffness of aunidirectional compsite beambut for mare practical purposes this difference is so

small as to baegligible.

transverse modulus, E;

44— fibre ML X r—
load,

Figurel3- Simple series model of a composjtéarris, 1999)

The transverse modulug, is calculated using a similar appoh with a block model such as that

shown in

Figure 13 with the same constraints as beforee.i weltbonded components with similar Poisson
ratios,andnoviscé f  aGA O NBaLRyaS FNRY (KSINBAAREY2RSt D

S. = S1= Sp. The total extension of the model is the sum of the extensions of the two components:

If the crosssections of both phases are the sante, V, so diviling through by the stress (and

remembering thatv; +V,, = 1) we have:

Or

W
0O

ol e

P
(o)

This is the Reuss estimagmmetimes called the inverse rule of mixtures and the transverse modulus

is therefore expressed as:

00

© 56 05 o

The problem with the Reuss model for the transverse case isthieatjeometry of the model does

not resemblesin any way that of a fibore composite perpendicular to the fibres. Andgnores
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constraints due to strain concentrations in the matrix between the fiplgsassuming that the

Poisson rtos of the phases are the same

1 Halpin Tsai equation
Another common modeis that developed by Halpin and TgHialpin & Kardos, 1976)he mixture
rules seen befe are extremelysimplicistic. Mre rigorous approaches may give predictions of
elastic properties that are closer to experimentally observed values than these simple models, but
they are seldom easy to use in practi¢¢alpin and Tsai showed that many of the more rigorous

mathematical models could be reduced to a group of approximate relationships of the form:

0O 0w O p &

- ®

@) P —0
P -
- @

(@) P —0
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Where the longitudinal stiffness of a unidirectional composité&isind the transverse stiffness i,
Gy,is thein-plane shear modulug,is afactor, specific to a given material, thatdetermined by the
shape andlistribution of the reinforcementand by the geometry of loading. The parametreis a

function of the ratio of the relevant fibre and matrix moduli and of the reinforcement factthrus:

2.2.1. METAL MATRIX COMPOSITNBCs)

A Metal Matrix Composite (MMC) is a composite material in which one constituemhésad or alloy
forming at least one percolating network. The other constituent is embedded in this metal matrix
and usually serves as reinforcemeltetal matrix composites have been an attractive end goal for
many materials engineers as an alternativethe traditional pure ceramic or pure metal matesal
The idea of creating a material that has nearly the same high strength as the ceramics, but also a high
fracture toughness due to the contribution from the metal, has lead to the development of a new
family of metalleceramic compositeéBreval, 1995%a a/ & SEKAOAG aA3IyA U0l yi
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to conventional materials. The driving force behind the development of megdfixncompositess

their capabilities to be designed to provide needed types of material behavior, such as their
improved strength and stiffnes@Vard, Atkinson, & Anderson, 1996; Wdttbse, Chandrasekaran,
Robertson, Godfng & Murgatroyde, 1999)outstanding corrosion resistand@®lackwood, Chua,
Seah, Thampuran, & Teoh, 2000; C. Chen & Mansfeld, 1997; Shimizu, Nishimura, & Matsushima,
1995) friction resistance(Akbulut, Durmam, & Yilmaz, 1998; Kennedy, Balbahadur, & Lashmore,
1997)and wear resistancéBerns, 2003)high electrical and thermal conductivifitorab, Stefanik, &
Kaveck2002; Weber, Dorn, & Mortensen, 2008nd high temperatte mechanical behavidt.lorca,

2002; Z. Y. Ma & Tjong, 1999; Tjong & Ma, 19défal matrix compositeshave been develpedin

order to make more resistd light metals, at relatively high temperatures and avoiding lightness
decreaing as well, or with the aim textend the temperature range in which superalloys with high
density could be employed.

The most importantmetal matrces commonly used are low density alluminum, magnesium or
titanium  alloys. For particular applications copper matrix composites (with high thermal
conductivity) or intermetallic matrix composites (for very high temperatures) have been developed
A particularinterest has been direct to advanced metal matrix composites (MMC) with high thermal
conductivity (TC) to effectively dissipate heat and tailorable coefficient of thermal expansion (CTE) to
minimize thermal stresses, very promising for entiag the performance, life cycle and reliability of
electronic device$ YI OT Y NE t ASGUNI 11X 9 2028AZ&a1AS wnnanT
In the present work we will study a particular metal used as a matrix: the allumihiuthe area of

metal composites, alumium has attracted intense interest because of its excellent strength, low
density and corrosion resistance propertieshe aluminum matrix composites are generally
fabricated by the addition of a reinforcement phase to the matrix by theofisseveral
techniques such as powder metallurgy, liquid metallurgy and sqeesting. The
reinforcement phase is generally one of the following: continuous boron or graphite fibres, or
hard particles such as silicon caebiok alumina, in discontinuous particulate or whisker
morphology. The volume fraction of reinforced particles or whiskers is generally within the
range 1630%. Also aluminium alloys, such as the 2000, 5000, 6000 and 7008emdsy are
commonly utilised materials in composite fabrication. Aluminium composites are widely
employed in the aerospace indus{®euis, Yellup, & Subramanian, 1998; Speer-&did, 2004;

Yan, Lifeng, & Jianyue, 2008)
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2.2.2. POLYMER MATRIX COMPOSITES

To overcomethe obviousdefectsof polymers, for example, low stiffness and low strength, and to
expand their utilization for different applications, severdillers, such adibres of variuos kind,
particles, such asiicro/nano-SiQ, glass, AD;, Mg(OH) and CaCé¢particles, carbon nanotubes and
layered silicates, are often added to process polymer composites, which normally combine the
advantages of their constituent phases.

Although the reinforcements play a dominant role determining the stiffness and strength of a
composite, the choice of the matrix will determine maximum service temperature, viable processing
approaches, and loagerm durability. Matrix materials can be divided into two categories:
thermosetting and themoplastic. Thermosetting materials are characterized by having a low
viscosity, reactive, starting oligomer that cures (reacts) to form an insoluble network. The cure
temperature and time influence many matrix properties. Thermoplastics are linear orthsligh
branched polymers of relatively high molecular weight. They are of significant interest because they
can be remelted, thus easing repair in the field, and because they arepnoeitssable. The use of
thermoplastics also allows other composite proceggiechniques such as injection molding of short
fibre composites and extrusion of lorfifpre composites. Thermoplastic polymer morphology may be
either amorphous or semicrystallindhe semicrystalline and even liquid crystalline morphologies
can impart superior solvent resistance to the overall matrix resin. Semicrystalline polymers display a
melting temperature for the crystalline regions as well as a glass transition, and praressst be
performed in excess of the melting temperature. Amorphous thermoplastics, on the other hand, are
processed above the glass transition temperature. A possible limitation for some applications of
semicrystalline polymers concerns the morphologatsnges that may occur during processing or in
the service environment, particularly due to the application of heat or exposure to solvent while
under stress. These changes in the crystalline structure and/or content may cause changes in the
overall compaite properties and are highly undesiralfidational Research Council (US). Committee

on HighPerformance Structural Fibers for Advanced Poly&&oard, 2005)

Few polymers are thermally stable by comparison with metals or ceramics and even the most stable,
like the polyimides, or poly(ether ether ketone) (known as PEEK) are degraded by exposure to
temperatures above about 300°C. There is nmfigcement that can avoid chemical degradation,

but the associated fall in strength and increase in tidependent (creep or viseelastic)
deformation, a feature common to all polymers, though less serious in irdesl resin systems

than in thermoplatics, can be delayed by fibre reinforcememtnother serious problem with
polymers is their very low mechanical strength and stiffness in bulk form: the weakest plastics tend

to be ductile but the strongest tend to be brittle, although there are excepti®@escause of the
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general good plastics properties (e.g. low densities and relative cheap production rosta)ayis

in the reinforcing of polymers that moshportant developments have been made.

2.2.3. CERAMIC MATRIX COMPOSITES

¢ KS ¢2NR aOSNd, ¥ihefel of kanpositgs] & yeehBical ceramics, such as alumina,
aAtA02Yy OFNDBARSTI TAND2yALFS OFNb2yX ¢KSe& FNB 3S
that the main goal in the making of a ceramic matrix composite (CMC) is to $ecitsatoughness

with respect to the monolithic material. Often the composites present both a toughness and a
strength improvement, but the most important fact is that the toughness increase may reduce the
risk of a catastrophic failure; thus if the reinfement is conveniently chosen, the composite may
sustain much damage before collapsing. The desirable characteristics of CMCs include high
temperature stability, high thermahock resistance, high hardness, high corrosion resistance, light
weight, nonmagetic and nonconductive properties, and versatility in providing unique engineering
solutions. The combination of these characteristics makes ceramic matrix composites attractive
alternatives to traditional processing industrial materials such as higly atleels and refractory
metals. For the processing industry, related benefits of using ceramic composites include increased
energy efficiency and increased productivity.

Ceramic matrix composites development has lagged behind metal and polymeric matpogites

for two main reasons, both linked to the fact that, generally, processing routes for the synthesis of
CMCs involve high temperatures. Reinforcements are required that are able to sustain such
temperatures, and there have been the need to wait lrttie technology to prepare such
reinforcement was sufficiently developed. Then, since the processing temperatures are so high, all
the factors that commonly affectomposite preparation, like unwanted reactions or development of
residual stresses durindhé cooling step, are enhanced with respect to other kind of composites.
Moreover, if in a metal matrix composite plastic deformation of the matrix can relieve up to some
extent these effects, in the case of brittle materials as ceramics are, cracking ohalrix may
result. Clearly, in order to limit these inconveniences, there has to be some matching of the

coefficients of thermal expansion.
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2.3. COMPOSITE MATERIALS REINFORCED BY CARBON NANOTUBES

Radiation protection

Heat dissipation coatings
Static discharge

High strength/lightweight parts
Heat engine components

Deicing coatings

Lightning protection

Stress sensors

High strength/light weight parts
Heat engine components

Organic LEDs
High strength/light weight housings
Electrically conductive ceramics

Paintable polymers
High strength/light weight parts
Heat engine components

Anti-fouling paints
UV protective coatings
Corrosion protection

Figurel4 - Examples of CNEemposites application@vieyyappan, 2005)

In last decades many research effortsave been directed toward the production and

characterisation of composite materials reinforced by carbon nanotubes, in order to take advantage
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of the extraordinary properties of these carbonaceous species. New conducting polymers,
multifunctional polymercomposites, conducting metal matrix composites, higher fraciirength
ceramics, electrical and structural high conductors, highly anisotropic insulators andtitggith,
porous ceramics are just few examples of the possible new materials that canfoam nanotubes
(other specific examples in

Figure14).

The origin of nanotubeeinforced composites is the nanotubes themselves, but processing itfiem
various matrices has been a siff from earlier work on incorporation of fullerenes into composite
matrices. Nanotube composites can replace existing reinforcement materials with properties not as
good as CNTs ones or can create nanocompositesaflications where composites have
traditionally not been used before.Certainly, it would be useful and more economical if the
conventional production techniques would work for producing new nanotube composites.

The evolution of nanotube processing, alpnwith continued advances in purification,
functionalization, and separation, have produced numerous starting conditions for composite
development. The continued interest in developing longer nanotubes, similar to continuous
reinforcements, will further eable the materials that can be produced with nanotubes. One of the
most important aspect during the project and realization of composites reinforced by CNTs is
certainly their dispersion and distribution: the outstanding properties of nanotubes have gatese

for the development of composite materials however their agglomeration could negatively affect the
final behavior of the material, i.e. modeling of electrical conduction has shown that because of the
small size of nanotubes, a network will form atywédéow concentrations (about 1 wt.%) and may
affect multifunctionality (Fournier, Boiteux, Seytre, & Marichy, 1997; Ounaies, 2003} network

that forms, particularly ahigh concentrations, may limit homogeneous dispersion. Because of the
importance of this aspect a special attention will be paid to carbon nanotubes dispersion in section
1.4.

Composite materials reinforced by carbon nanotubes are generally categaiiaed similar classes

of conventional composites and will be identified by the matrix materiigugh, in partialar in a

first time, the largesefforts have been focused on polymer matrix composites, in last years a great
interest has grown on metal nal ceramic matrix composites reinforced by CNTs. Polymer
nanocomposite studies have, in many cases, focused on nanotubersisn, untangling, alignment,
bonding, molecular distribution, and retention of nanotube properties. Studies of metal and ceramic
systems have had additional issues of highmperature stability and reactivity. The central goals
have been the identification of new process techniques and of new naeothemistries able to

provide stabilization and bonding to the high temperature triees, ramely materials that melt or
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soften at temperatures higher than the nanotube degradation temperatures. Most studies treat

nanotube addition in the same wdgr any micronsize additive.

2.3.1. POLYMER MATRIX COMPOSITES

Polymer composites, consisting @fdditives and polymer matrices, including thermoplastics,
thermosets and elastomers, are csidered to be an important group of relatively inexpensive
materials fo many engineering applicationdJnlike traditional polymer composites containing
micronscalefillers, the incorporation of arbon nanotubes into a polymetesults in very short
distance between the tubes, thus the properties of composites can be largely modified even at an
extremely low content of filler. For example, the electricabnductivity of CNT/epoxy
nanocomposites can be enhanced several orders of magnitude with less than 0.5 wt.% ¢8.GNTs

et al., 2007)The excellent properties of CNTs have spawned huge potential applicationfyinepo
nanocomposites. Ongoing experimental works in this area have shown some exciting results,
although the muchkanticipated commercial success has yet to be realized in the years ahead. In
addition, CNT/polymer nanocomposites are one of the most studiedlems because the polymer
matrix can be easily fabricated without damaging CNTs using conventional manufacturing
techniques, as discussed before, a potential advantage of reduced cost for mass production of
nanocomposites in the futur¢P-C. Ma, Mo, Tang, & Kim, 201® particular interest has been
focused onunderstanding the structurgproperty relationship between CNTs and polymer matrix
and also on finding useful applications in different fidlstheir composites, since the first report on

preparation of CNTs/polymer composite@§ayan, Stephan, Colliex, & Trauth, 1994)
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Figurel5- Number of publisheghapersrelated to CNT and CNT/polymeginocomposites
as a function of academiears(P.-C. Ma, Mo, et al., 2010)
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A sensible increasing of the interest on this kind of composites is shokigunel5: the number of
published papers related to both carbon nanotubes and CNTs/polymer composites has increased
sincel999. This phenomenon is stiicrelated to the realization of CNT fabricaticnindustrial scale

with lower costs in the beginning of the 21st cent(®:C. Ma, Mo, et al., 2010)

According to the specific application, CNT/polymer nanocomposites can be classified as structural or
functional composites(Du, 2007) For the production of structural composites, the igne
mechanical properties of CNTi2. the high modulustensile strength and strain to fracture, are
exploited to develop structural materials withsuperior mechanicaproperties. Aso many other
properties of CNTSs, such as electrical, thermal, optical and damping propeairtestilized to obtain
multifunctional composites for applications in the fields of heat resistance, chemical sensing,
electrical and thermal management, photoemission, electromagnetic absorbing and energy storage
performances, etc.

A model developed by Cdox, 1952)s very handyo relate the reinforcement to the shape factor.
AdSed (GKS fSy3aiGK (G2 NIYFRAdzA NYGA2 <X F2N (KS

cylindrical matrix Figurel6).

Figurel6 - Geometry of the Cox modéCox, 1952)

The Cox model allow® calculatethe shearstrain (stress) axial componeit the matrix and the
tensile strain gtress) in thdibre. It cannottotally describe sess and strain fields in specimens ahi
are triaxial (axisymmetricand neglects:

¢ The influence of radial and orthoradittessesn interfacial and longitudinal shear

¢ The elastoviscoplastic behaviar of the polymer in polymer matrix composiggPMCs)

¢ The highly anisotropic structuref carbonfibres or nanotube ropes.

Nevertheless, the Cox model is rautfar from more sophisticated analysis.

Load is applied to the matrix cylinder and a perfect interface is supposed, so that matrixistrain
transferred to thefibre. This ensures continuityf displacement at each point of the interface. The

axial strain in thdibre is given by:
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G, are the radius and the shear modulus of the matfike axial strain at theentre of a very long
fibre is very close to thaof the matrixi  both being equal t§ for infinite length. Thudy= 24
appears as aharacteristic length of the model compositln Figure 177
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Figurel? - Strain transfer reduced curves in the Cox model. The reduced strain alofigréne
Isplotted for differentvalues of thaeduced éngth

Strain is maxingsed at the centre of the fibre (and zero at its ends) and strictly dependslénfor

small values of this parameter, i.e. whidnis small. The quantity =7 y  reaches 0.99 for= Q
where x@h(In 0.01)/ is a loading lengthThe strain transfer efficiencycan be defined simply as the

ratio between the mean strain valdelandi 8

Several techniques have been developed for the production of carbon nanotubes/polymer
composite materials:

1 Solution mixing

Solution mixing is one of the most common techniques used to produce CNTs/polymer composites
because it is fairly suble for small size samplg®u, 2007; Grossiord, Loos, Regev, & Koning, 2006;
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Moniruzzaman & Winey, 2008)pically, this approach involves three major steps: dispersion of
CNTs in @ropersolvent by mechanical mixing, magnetic agitatmr sonication. The solvent should
also be compatiblewith polymer resins After that, the dispersed CNTs are mixed with polymer
matrix at room or elevated temperatures. The nanocomposite is finally obtdyegrecipitaton or

casting. This method igry usefuto prepare composite filmstarting form a slurry.

1 Melt blending
Melt blending is another widespread method for fabrication of CNT/polymer nanocomposites.
Thermoplastic polymers, such as polyprop@dQ-H. Zhang & Chen, 20Q4)olystyrene(Hill, Lin,
Rao, Allard, & Sun, 2002)oly(ethylene 2&aphthdate) (J. U. N. Y. Kim & Kim, 2006an be
processed as matrix materials in this method. The major advantage is that it is a dobeent
approach. The dispersiasf CNTs in the polymer matrix is carried by a high temperature and a high
shear forces applied Generally the process is conducted using special equipment, raising the
temperature and working in high shear force conditions, such as extruders and injetdicimines.
The melt blending is often used to produce CNTs/polymer compbiites. Compared with solution
mixing, this technique is less effective on carbon nanotubes dispersion and distribution inside the
polymer matrix. Moreover its application is limit to low amount ofifler in thermoplastic matrices

(Moniruzzaman &\Viney, 2006)

T In situ polymerization
In situ polymerization is an efficient method to realize unifatispersion of CNTs in a thermosetting
polymer. CNTs are mixed with monomers, either in the presence or absence of a solvent, and then
the monomers are polymerized via addition or condensation reactions at an elevated temperature
(in presence of hardenersr @uring agents). One of the major advantages of this method is the
possibility to create covalent bonds between the functionalized carbon nanotubes and polymer
matrix chains, resulting in strong interfacial bonds and much improved mechanical properties of
final product. The main application of the in situ polymerization technique is certainly the production
of epoxybased nanocomposite§Gojny, WichmannKdpke, Fiedler, & Schulte, 2004; Kosmidou,
2008; P. C. Ma, Kim, & Tang, 2007CPMa et al., 2009; Moisala, Li, Kinloch, & Windle, 20i08)

which it is reported (ifrigurel8) the typical process flowchart.
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Figurel8- Schematics of CNT/epoxy nanocomposites fabricaffoC. Ma et al., 2009)

1 Latex technology

A relatively particular and new approach to disperse CNTs into a polymer is based on the latex
technology(Du, 2007; Grossiord et al., 2006; Moniruzzaman & Winey, 20@&x is a colloidal
dispersion of discrete polymer particles, usually in an aqueous medium. By this method it is possible
to disperse both single and multialled CNTs in most of polymers that amoduced by emulsion
polymerization, or that can be brotginto the form of an emwdion. CNTs are added only aftee
polymer synthesis. The first step of the process consists of disper$id@Nds in an aqueous
surfactantsolution. Then the stable dispersion of surfactant coveradbon nanotubes is mixed whit

a polymer latex. After freezerying and subsequent mefirocessingthe nanocamposite can be
obtained. The advantages of this technique are obvigidu, 2007; Grossiord et al., @8). the whole
processconsists of simple mixing steps and therefdrés relatively easyMoreover, it is versatle,
reproducible, and reliableand most of allit allows distribution of individual tubes into a viscous
polymer matrix.All the disperson processis totally carried inwater, thus the process is a safe,
environmentally friendly and lowost method.Due to these advantages the possible sagleof the

technique isasily conceivable.

9 Other techniques
In recent years many new methods have been developed to obtain CNT/polymer nanocomposites,
especially with very high filler content or for some specific applications. They include:
- densification,in which CNT forests are prepared and transferred to d pbancured epoxy
resin The matrixis infused into the CNT forest and then cured. The advantage of this
technique is the possibility to work with high percentage of carbon nanotubes and control
their amount during the forest syntheqjgvardle et al., 2008)
- spinning of coagulanin which, after a proper preispersion in presence of a surfactant, the

CNTs are coagulated into a meshwst spinning into a polymer solutioand then the mesh
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is converted into a solifibre by a slow draw process. It is clearly particularly usefulifioes
production(Vigolo, 200Q)
- layerby-layer depositioninvolves, after a CNTs pdispersion in solvent, theipping of a

solid substrate (glasdides, silicon wafers) into the CNT/polymer solutions arfdllowing

curing Amethod of this kindninimisesstructural defectghat are originatedrom the phase

segregation of the polymer/CNT and high loading of CNT (up to 50 wt.%) could be

incorporatedin the matrix(Mamedov et al., 2002)

- pulverizationin which plymer and CNTs (without any kind of greatment) are mixed and

pulverized by pan mill or twin screw. The main advantages of this technique are the absence

of solvents and the possible easy seapeof the systen{Xia, Wang, Li, & Hu, 2004)
With a tensile modulus on therder of 1 TPa and a tensile strength 100 times greater than ateel
one sixth the weight, singialled carbon nanotubes are ideal reinforcements for polymer matrix
composites, but to fully exploit their exceptional properties, CNTs should be homogspeou
dispersed and aligned within a polymer matrix. Composites containing isotropically oriented
nanotubes generally possess lower mechanical properties than composites with aligned nanotubes
(Andrews, Jacques, Minot, & Rantell, 2002; ShHEheRBHS -a | g+ R8I (K yzg . | NENE
2003) Satic and dynamic mechanical property improvements have been observed in nanotube
reinforced polymers compared with the neat polymers, and anisotropic nanotube orientation has
shown greater improvaents over isotopic nanotubeorientations in polymers. Enhancements of
about 450% in tensile modulus have been observed at CNTs amounts of 2@Heiggenmuller,
Zhou, Fischer, & Winey, 2003)n composite fibres containing highly aligned nanotubes,
simultaneous increases in tensile strength, tensile modulus, anéhdivafailure have been realized
(Kumar et al., 2002)
Both SWCNTs and MWCNTSs have been utilized as reinforcements in thermosetting polymers, such as
epoxy, polyurethane, and phergfbrmaldehyde resins, as well as thermoplastic polymers, including
polyethylene, polypropylene, polystyrene, nylon, and so on. Thes@&lfforced nanocomposites
can be casidered as a kind of particul@omposites with the filler dimensions on th&nometre
scale and a high aspect ratio. The mechanical propertiemdcomposites depend strongly on the
characteristics of reinforcement and matrix and also on the dispersion state of the fillers. In addition
to dispersion, the nanoparticles (particularly CNTs) should exhibit a high aspect ratio, alignment and
interfacid interactions with the polymer matrito act as effective reinforcement). Kim & Mai,
1998)
The aspect ratio must be sufficiently large to maximize the load transfer between the CNTs and
matrix material and thus to ddeve enhanced mechanical properties. For example, polystyrene

nanocomposites reinforced with wedispersed 1.0 wt.% carbon nanotubes of a high aspect ratio had
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more than 35% and 25% increases in elastic modulus and tensile strength, respéQiaa|yDickey,
Andrews & Rantell, 2000)Also goodresults have been reportethy other research group$J.
Coleman, Khan, Blau, & Gunko, 2006; Jiang, Liu, Zhang, Wang, & Wangb@0@ier reports
demonstrated only modest improvements mechanical propertiesFor examplethe great impact

of aspect ratio on mechaoal properties ofCNT/epoxy nanocomposites reported by Hernandez
Pérez(HernaneézPérez et al., 2008)Epoxy resin has beereinforced by two types of MWCT$ with
different aspect ratios. It resultedhat the impact resistance and fracture toughness were
significantly improved only for those containing CNTs of a higkpect réio. At the same time,
however, the corresponding tensile modulasd strength showed very limited improvements of less
than 5% ,probablydue to weak bonds between the CNTs and polymer mamik agglomeration of
CNTs.

Indeed, dispersion is the foremost jrartant condition in CNT/polymer nanocomposites production.
Many different techniques are generally adopted to obtain carbon nanotubes dispersion, as it is
going to be discussed in sectidm. A good dispersion is necessary to make more reinforcement
material surface area available for bonding with polymer matrix, and prevents the aggregated filler
from acting as stress concentrator, crack generators and defects, with a consequent decreasing of
mechanical performance of compositgs Liu & Wagner, 2005)

Other major issas are CNT content in composites, length and entanglement of CNTs as well as
viscosity of matrix. Regarding CNTs contenpolymer matrixmany studies show thathere is a
critical valuebelow which the strengthening effeéhcreases withincreasing CNT contenDn the

other hand, &ove thiscritical CNT conterthe mechanical properties of composites decrease, and in
some cases, theyorsenthose of the neat matrix materialThis effectcan berelated to the
difficulties associated with form dispersion of CNTs at high CNT contentaxd lack of
polymerization reactionshat are adversely affected by the high CNT cont&asmidou, 2008; P. C.

Ma et al., 2007; PC. Ma et al., 2009)

From the geometrical point ofiew, the difference between random orientation and alignment of
carbon nanotubes can significantly change several properties of compgaitéan & Mai, 1998}-or
example the storage modulus of the polystyrene compodéilims containing random and oriented
CNTs were 10% and 49% higher than the unreinforced bulk polymer, respe(tErikly Thostenson

& Chou, 2002)Several techniques, including mechanical stretckilty Bower, & Zhou, 1998helt-
spinning(Fornes, Baur, Sabba, & Thomas, 208fplication of electrical or magnetic figl8teinert &
Dean, 2009)have been employed during the composite production of &@)&NTs in a polymer
matrix. The carbon nanotubes alignment in the composite can be governed by at least two factors:
the diameter of the tubes and the CNTs content. A smaller diameter of CNhlsance the degree

of CNT alignment due to the greater extensional flow; and a higher CNT content decreases their
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alignment because of the CNT agglomeration and restrictions in motion f@ghbouringCNTs
(Desai & Haque, 2008)vhile alignment can act tmaximize the sength and modulusat the same
time the aligned compositesexhibit very anisotropic mechanical propertiesthe mechanical
properties along the alignment directioncan be enhanced, whereaslong the direction

perpendicular tahis orientation they could rsult not improved or even worsened.

Matrix Dispersion technique ~ Functionalization technigue CNT content  Enhancement on mechanical properties®

Modulus (%) Strength (%) Toughness (%)

ﬂ]E[n‘lD—phS[iEh PA Twin-screw extruder Diamine treatment 1.0wt% 6.1(42) ~53(18) -
PB Shear mixing Polymer grafting 1.5wtd 18 (91) ~27 (61) —40 (67)
PE Shear mixing Maleic anhydride and amine treatment 1.5 wt.% 22 (75) -17 (33) —69 (61)
3| Ultrasonication Acid treatment 10wt 39 (61) 19(31) -
PP Ultrasonication and stir ~ Undecyl radicals attachment 1.5wtd 55 (84) -10(13) -
[ Probe ultrasonication  Butyl attachment 025wtk -83(25) 2.1(50) -
PVA  Ultrasonication and stir  Polymer grafting 25wt 35 (40) -48(17) -
PMMA  Ultrasonication Polymer grafting 0.10 wti 57 (104) ~2.7(86) -
Thermo-set” EP Calendering Amino treatment 0.10 wt 21(6.7) -22(31) 17(19)
Probe ultrasonication  Surfactant treatment 025wt 8.6 (24) 6.8 (20) 35 (60)
Ultrasonication Organic silane 025wt 8.7(22) 36(18) -22(85)
PU Ball mill Polymer grafting 0.7 wt 48 (178) 27(23) -
Ultrasonication Acid treatment 10wt 340 (500) 51(111) -
VR Ball mill Acid treatment 25 phr 44(594)  175(244) -
Roll mill Organic silane 1 phr 35 (28) -7.8(29) -

Table2 - Effect of CNT functionalization on the mechanical properties of CNT/polymer hanocomposites
(P-C. Ma, Siddiqui, Marom, & Kim, 2010)

Finally a strong interfacialadhesion corresponds to high mechanical propertiescomposites
through enhanced load transfer from matrix to CNOhemical and physical functionalization of CNTs
has proven to enhancéhe interfacial adhesionln Table 2several resulton the effects of CNT
functionalization on the mechanical propertie§ CNT nanocompositesre reported. These results
indicate clearly that functionalization @NTs can enhance the modulus, strength as well as fracture

resistanceof nanocomposites.

2.3.2. METAL MATRIX COMPQOSITES

Lightweight, high strength materials fi@ been requiredsince the iwention of the airplane.
Increasinghe strength and stiffness of a materighe dimensions, and consequody, the mass, of
the materialrequired for a certain load bearingurpose iseduced. This leads to weral advantages
in the case ofircraft and atomobiles such s increase in payload anithprovement of the tiel

efficiency. With global oitesources on a decline, irease in the fuel efficiency afngines has

become highly desirableMetals and alloysesulted inefficient in providing both strengthnd
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stiffnessand therefore the development ofalternative materials has become necessakjetal

matrix composites (MMCs) could be a solutianth lightweightand ductilityprovided by the metal

and the strength and stiffnedsy the reinforcement thatis either a ceramic or high stiffnessetal

based particulate offibre (Bakshi, Lahiri, & Agarwal, 201®ince the beginning etal matrix

compostes have beenargdy employedin automdive and aerospaceapplications(Kelly, 2006;
Kevorkijan, 1999; Rawal, 2001; Shelley, LeClaire, & Nichols,. B¥tHuse of the extraordinary

properties of CNTs many studies have been conducted, since 2003 especially, cgnearioius

metal matrices reinforced by tlse promising carbonaceous materialigure19 shows the number

of paperspublishedon CN¥reinforced composites between 199007 (the years in which mainly

exploded the interest on CNTs composites). The majority of the resesmhas ben focused on

reinforcement of polymers by CNT. This is due primarily to the relative ease of polymer processing,

which often does not require high temperatures for consolidation as needed fealsandceramic

matrixes. The relative small number of papasn metal matrix composites reinforced by CNTs is
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Whether or not nanotubes in metals would overcome the lgemn of carbon reinforcement in

metals is yet to be fully understood. K S
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aninterest in developing nanotubmetal composites (NMCs). Carbonréb have beeravoideddue

to bondingand reaction issues ialuminiumand other metals, and the absence of defects sutges

these issuesnay be evadedfgr example theAl,G formation between Al and carbon fibs). Wetting
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and adhesion of metals tthe nanotubes are outstanding peculiarity in order to obtain NMCs with
improved properties. Dujardin and other@Andriotis, Menon, &Froudakis, 2000; E Dujardin,
Ebbesen, Hiura, & Tanigaki, 1994; Ebbesen, 1986y ed that the determining factor for wetting
metals to nanotubes is surface tension and resolved that aotfubccurs between 100 and 200
mN/m. This limit implies that afainium, copper, and iron (865 mN/m, 1270 mN/m, and 1700 mN/m,
respectively) will not easily wet the nanotube surfaces. Therefore, various routes for improving the
wetting are necessary in order to achieve strong interactions between the nanotubes andhthe.m
Many of the processing modes used to improve the interaction between matrix and reinforcement
involve processing below the melting temperature of the metals when in contact with the nanotubes
to provide for nanotube stability. Few methods have iwvea the processing of nanotubes in molten
metals because reactivity and potential nanotube degradation would be extremely high at these
conditions. Carbon metube reinforced metal matricomposites are prepared through a variety of
processing techniqgue?owder metallurgy is the most popular and widely applied technique for
NMCs preparation. Electro deposition and electroless deposition are used in particular for deposition
of thin coatings of composites as well as for deposition of metals on to QWdling and
solidification are good techniques for lemvelting-point metals such amagnesiumand bulk metallic
glasses as well as other several natandard techniques experimented during last decade.
molecular level mixingCha, Kim, Arshad, Mo, & Hong, 2Q@puttering techniqguegHuang, Chen, &
Zuo, 2006)vapa deposition(Y. Zhang, Zhang, Li, Wang, & Zhu, 2@0@) nanoscale dispersion
(Noguchi et al., 2004)

1 Powder metallurgy
Powder metallurgy techniques are based on several process steps: wiXANI's with metal powder
by grinding or mechanical alloying, consolidation of the composite powders by compaction and
sintering, cold isostatic pressing, hot isostatic pressing, or spark plasma sintering. Generally, the
compacted composite green specimeng aubjected to possintering deformationprocesses such
as rolling, equchannel angular processingxtrusion, etc.These techniques are mainly applied to
aluminium and copper matrix composites, however a few researchers have also prepared CNT
compositesbased on magnesium, titanium, nickel, silver, tin and intermetallics thrdahgs route.
The purpose is to obtairgood reinforcement, byachievinghomogeneous dispersion of CNT in the

metal matrix and good bonding at the metal/CNT interface.

Mechanical #oying and sintering
The most critical issues in procesgs of NMCs are the dispersion afarbon nanotubesand the

interfacial bond strength between CNT and the matiResearchers have tried different approaches
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to solve these problem$-or copper matrixxompositegW. Chen et al., 2003; J. Tu, Yang, Wang, Ma,
& Zhang, 2001hanotubes were coated with nickel using electroless deposition to achieve good
interfacial bond strength. Density of the composites was comparable up to 8 wt% CNT (bkigond t
value density decreasedraktically due to agglomeratiofHe et al., 2007; J. Tu et al., 2001/p
interfacial product formation was observed. To improve the disiparsf the filler inside aluminim
matrix He et al. have grown CNT by cheiniggoourdeposition (C12) process directly on Al powders
which were then compacted and sintered at 913 K. Fart% CNT relative density of 96% has been
registered, and homogeneous dispersion of CNTs has been observed. Carbon nsratibe
responsible for increased hardness§4imes) and tensile strength & times)(He et al., 2007pn
respect of pure aluminim. Yang et al(Yang & Schaller, 2004jave obtained homogeneous
distribution of nanotubesin magnesium matrix by mechanical mixiobthe powders irpresence of

an atohol and acid mixture. The powders are then sinteae®23 KBall milling has been exploited
by Morsi and EsawEsawi & Morsi, 2007; Morsi & Esawi, 20f) CNTs dispersion on Al particles.
Milling for at least48 hours lead to good dispersion of QN but resulted irformation of large

spheres larger thanl mm) duéo cold welding.

Mixing/mechanical alloying and hot pressing

Instead of sintering, some researchers have used hot pressing consolidation of powder mixtures. This
technique resulted inapppriate for fabrication of aluminium matrix NM@S. L. Xu et al., 1999;
Zhong, Cong, & Hou, 2008t it has been successfully applied to tladrication of coppefC Deng,
Zhang, Wang, & M&007) titanium (Kuzumaki, Ujiie, Ichinose, & Ito, 2006)agnesium(Carrdio-

Morelli et al., 2004pand ironaluminum (L. X. Pang, Sun, Ren, Sun, & Bi, 20@fix compositesin

the Fe&AICNT case, composites synthesized via-pgmessing have shown improved mechanical
properties (hardness, compressive strength and bend strength) due to uniform distribution of CNTs.
The enhancement in the mechanical properties was attributed to grain tyraviibition caused by

interlocking nanotubegL. X. Pang et al., 2007)

Spark plasma sintering

In spark plasma sintering technig a pulsed direct current passed through the powder, producing
rapid heating and thus greatly enhancing the sintering rate. This method is, generally, suitable for
consolidation of nano powders, without allowing sufficient time for grain growth. The main
applications of spark plasma sintering with NMCs areCQT(Cha et al., 2005; K. T. Kim, Cha, &
Hong, 2007; K. T. Kim, Cha, Hond{d&ag, 2006and in AICNT(H Kwon, Estili, Taki, Miyazaki, &
Kawasaki, 2009Enhancement in mechanical strength by 129% with addition of 5 vol % of CNT has

been reported for ACNT composite sintered by SPS and followed by hot extrusion of powders
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prepared by a nanoscale dispersion Good disparsind alignment of CNTs in the matrix as well as
formation of AlG at the CNT/matrix interface were the prime reasons for improvement is
mechanical propertiegMajkic & Chen, 2006) Spark plasma sintering has also been explored for
synthesis of CNfleinforced N¢Ti alloygMajkic & Chen, 200@&nd FgAFCNT composited -X. Pang

et al., 2007)SPS, because of the high temperatures and high pressures reached during the process,
allows good densification and mechanical properties. However, at these conditions could damage

CNTs, which can also readtmthe matrix material.

1 Melting and solidification
Melting and solidification represerthe most conventional processing techniques for metal matrix
composites. This route has also been utilised for synthesising €@hadrced composites. However,
due to the high temperature required for melting, is not so commonly employed. The process could
damage CNTs or lead to the formation of chemical reaction products at the CNT/metal interface.
Whereupon, this technique is mainlysed for compositesvith low melting point matrix. Another
limitation is that carbon nanotubes in a liquid phagend to form clustersbecause of their

characteristicsurface tension forces.

Casting

Prealloyed powders, mixed with CNTare compacted and then melted and casted and can
eventually be followed by hot extrusion, so to achieve an improved reinforcement effedteof t
carbon nanotubes within the matrix. The main application of casting are zirconium rfitizx Bian,
Wang, Wang, Zhang, & Inoue, 2004; @nBPan, Zhang, & Wang, 20@2)d magnesiunfGoh, Wei,
Lee, & Gupta, 2006, 2008; Kondoh et al., 2010)

Metal infiltration

At the base of metal infiltration there is the idea of prepare a porous solid structure with dispersed
CNTs and theifiltrating liquid metal into the pores and solidify fwepare a composite structure
(Figure20).
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Figure20 - Schematic of metal infiltration techniqu®akshi et al., 2010)

This technigue has a higher chance to obtain uniform distribution of CNTs, but at the same time
results critical to properilfing up of the pores and makirgy good and dense compésistructure.

There is aalso probability of movement and thus agglomeration of CNTs due to high pressure
applicationduring infiltration. Yang and Schall€ivang & Schaller, 200#pave usedinfiltration to
synthesisemagnesium matrix composite startifipopm CNTs grown by CVD on an,OAffibres
structure. AICNT composite has been produced by Zmbual. (S. Zhou et al., 200&hrough
infiltration of a porous prefornmade by pressing a ball millegixture ofaluminium and magnesium
powders and CNTs at 1073 K.

There are two mainlgoals in adding carbon nanotubes to a metal matrix: to increase the tensile
strength, and to increase the elastic modulus of the composite. Both of these effects are correlated
with the fact that the CNTs have a higher stiffness and strength comparec: tmétal matrix.The
critical issues in mechanical propertiesNiMiICsare the homogeneous disbution of CNTsn the

metal matrix, ad the interfacial reaction andhondingwith the matrix, necessaryto achievean
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effective reinforcement. The percentagenhancement in mechanical property of NMiSsnot just
function of filler content or of the matrix material. The ntinearity in the trendof these datais
correlated with the variance in the microstructural features, defects and porosity level of the
sanples. The difficulty in measuring the mechanical properties of CNTs reinforced can also affected
the measurements.

Regarding aluminium matrix composites Kuzumaki galzumaki, Miyazawa, Ichinose, & 11998)

were the first researchers to show a 100% increase of the tensile strength adding 10 vol.% CNT, while
a maximum of 129% increase in the tensile strength has been texparith the addition of 5 vol%

CNT additionC. F. Deng, Wang, Zhang, & Li, 2007, C Deng, Zhang, Ma, & WangO200€)
contrary, Salas et afSalas, Alb&aena, & Murr, 2007have reported deterioration in hardnesn a
shockwave-consolidated aluminium composite reinforced by 5 vaC%T composite. Agglomeration

of CNTs in the matrix and weak interfdoending led todeterioration in the properties.Noguchi et

al. (Noguchi et al., 2004eported a 350% increase the compressive yield strength in the case of

1.6 vol.% CNT addition, usirthe nanacale dispersion method, which can provide a \&atjsfying
dispersion and distribution of the reinforcementidleet al. (He et al., 2007have also emphsised
homogeneous distributiomnd good interfa@l bonding of CNTs growing them directly on aluminium
powder through the CVInethod. After compaction they achieve883% increase in hardas and

184% increase in tensirength with 65 vol%CNT additiofHe et al., 2007)Hence, it is cleahat
homogeneousdistribution of CNTs and stronigonding with the matx are the main means to

control the mechanical properties of thearbon nanotulesmetal matrix composites

2.3.2.1. ALUMINIUM MATRIX COMPOSITES

Aluminium is one of the most important matrix materials for MMCs. Mechanical properties of carbon
nanotubes reinforced Al matrix composites have been intensively studied. In fact in last decade the
interest in CNTeinforced alummium composites has been groweonsiderably and the main
purpose of the various groups hpsoducedcomposites with enhanced mechanical properties. Such
composites would make attractive novel materials with potential appboa in the aerospace,
automotive and sports industries where light weight combined with high stiffness and strength is
desired.

The question of realizing nanoscadmperties at bulk scale is an existing challenge for the scientific
community. Though there is a fair degree of agreement that problems are largely associated with
consolidation or processing of nanocomposites. Fabrication of bulk nanocomposite strugtbre
CNT reinforcing aluminium has always become difficult, primarily due to the problem of

inhomogeneous CNT distribution and retention, and the insufficient adhesion amatexg
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reinforcement interface for effective load transfdBecause of these rsans the evaluation of the

mechanical properties of CNEbmpositesis consideredextremely difficult and often ambiguous,

attributed to the difficulties of preparing mechanical testing samples. Most of the mechanical

property data reported on CNT reinf@d nanocomposites has been based on microhardness,

nanoindentation, miniaturized sample or computational theorigsiha, Chen, Lahiri, & Agarwal,

2009)
Samples Composite processing technique Tensile sample size Mechanical properties (UTS, YS, E, strain to failure, hardness) Reference
With CNTs Without CNTs

Al+ MWCNT (volt - Al-CNT- mixed by ball milling, Not mentioned (1) For MWCNT Y.5-99 MPa,UTS- Not mentioned Gearge
0.5-2) & SWCNT compacted and sintered at 580 °C and 150 MPa et al
(val® - 1-2) hot extruded at 560 °C (2) For SWCNT Y.S. - 98.7 MPa, UTS

- 181 MPa
Al'+ CNT(5-10vol%) AI-CNT, stirred in ethanol, dried in ~ Tensile test pieces with 2 gage UTS (annealing at 873 K)= 80 MPa, UTS (annealing at Kuzumaki
vacuum, compacted, hot extrusion length of 15 mm and diameter for 0-100 h of annealing 873 K) = 40-90 MPa et al.
of 3 mm (decreasing with annealing
time)

Al+ MWCNT Precursor with natural rubber, roll Compression test, dimensions (1) For 0.8 wt® CNTs: YS=150 MPa Al <50 MPa Noguchi
(0.8 vol% and milled - compressed in mould, not mentioned, may be (2) For 0.16 wt CNTs: et al.
1.6 vol%) heated at 800°C (for curing) 10 % 10 x S5Smm block YS=225MPa

Al+ 5wtk CNT CVD growth of CNT on Al powder -by  Not mentioned (1) CNT grown on powder (CVD):  Hardness = 0.15 GPa, He et al.
(1wt Ni) Ni catalyst, pressing & sintering Hardness = 0.65 GPa, UTS = 140 MPa

UTS = 398 MPa

(2) CNT mixed powder:
Hardness = 0.32 GPa,
UTS =213 MPa

2024 Al (Cu-Mg-  Ball milling + cold isostatic press Not mentioned E=102.2 GPa, UTS=521.7 MPa, E=723GPa, Deng
Mn)+ MWCNT  (CIP) + hot extrusion (460, ratio %E1=179, Hardness = 136 MPa UTS = 384.5 MPa, %E1 =18.8, etal.

(1 wtk) 25:1) in Al case Hardness = 104

Al powder +2, Green compact, layers of pure Al, and D&38 type - V ASTM standard Rockwell hardness: E scale Al- Al=40 HRE, YS =120 MPa, Salas
5vol¥ MWCNT AL+ CNT, shock wave consolidation  specifications (with gage 2%CNT =39 HRE, Al-5%CNT = 33 %El=65 et al.

(SwC) length of 9 mm) HRE UTS = 20 MPa, %El =2

2024 Al +0-2wt%  Mixed & ultrasonicated +CIP+ hot ~ Not mentioned (1)F or 1% WtCNT: UTS=385MPa, E=72GPa  Deng

MWCNT extrusion (460°C, ratio 25:1) in Al case UTS=521.7 MPa, E=102.2 GPa, F%El=20 et al.
%EI=19
(2) For 2% wt.% CNT:
UTS =350 MPa, E =85 GPa, %El =3

2024 Al +1 wtk Mixed & ultrasonicated +CIP+ hot ~ Dog bone shape sample withA HV=136+5MPa, Y5=336 MPa, HV=104+5MP3, Deng
MWCNT squeeze gauge length of 15 mm UTS = 474 MPa, E= 88 GPa YS =289 MPa, et al.

UTS =384 MPa, E=71 GPa

Table3 - Summary of tensile properties of carbon nanotube reinforced aluminum compdsitds. Deng, Wang, Zhang, et
al., 2007; C Deng, Zhang, Ma, et al., 2007; George, Kashyap, Rahul, & Yamdagni, 2005; He et al., 2007; Kuzumaki et al., 1998;
Noguchi et al., 2004; Salas et al., 2007)

In Table 3 some data on the tensile properties of CNT reinforcaliminium compositesare

summarised Few research groups have conducted tensile tests on relatively larganjl§auge

length) aluminium/ carbon nanotubesomposite but obtained verglifferent yield strength values

Kuzumaki et al(Kuzumaki et al., 1998ptained the yield strength of 8MPa for &10vol% CNT

whereas Deng et alfChunfeng Deng, Zhang, Wang, Lin, & QQ72reported yield strength of

336MPausing just Wt% CNTs as reinforcemeritooking at the datas evident that the tensile

properties of CNT reinforcealuminum compositesare influenced by thelifferent processesised to

synthesised themattributed to the variance in the microstructural features, defects, porosity level
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caused by processing and lack of consistency in mechanical testing techniques and samples
(Suryanarayana, 1999)

In the field of CNTs reinforced aluminium matrix composites a big problem is constituted by the
complexity of the interfacialeaction between CNTs and Al matrices, and lack of a suisgblbesis
technique. In conventional carbdibre/Al compositesaluminiumcarbide (AJG) grows on the prism
plane of the carbofiibre. This reactions serious due to the fact that growikd,G needles result ira
drastic decrease in the composites stren@¥h Zhou, Yang, Xia, & Mallick, 2008) the CNT/AI
system, an important issue of the chemical stability of the carbanotubes in the Al matrix is
whether or not carbon nanotubesan be applied to the Al matrixsaeinforcement.in general it is
believed that under theproper processing condition the CNTs can be dispersed iraltimainum
matrix and keep their good multiwalled structure atite properties of the alumiium matrix have

been improvedAlthoughthe reaction product formed between carbon nanotubes andfstrix is
absent in CNT/Al compositéguzumaki et al., 1998; Noguchi et al., 2004; Zhong etG)3)2Xu et

al. reported some Atarbide phases (an atomic ratio of Al:C = @r11:2) in CNT/Al composites
fabricated by hot pressing technigg€. L. Xu et al., 199%lowever, Zhang et al. founidat carbon
nanotubesreacted withaluminiummatrix and formed AG; phases in CNT/Alomposite when the
composite was held at 806G for 1 (X-X. Zhang, Deng, Wang, & Geng, 2005)

Other than the problems connecteditiv dispersion of carbon nanotubes dispersion and with
interfacial reaction and compatibiliffCNTsaluminium matrix composites are also affected by the
choice of the proper production tdniques not also able to fulfithe dispersion and distribution
requirements but that also might provide a full densities of the material avoiding damages to the
fillers. Several techniques have been experimented in last years, generally based on a pressure
applied on powders in presence of an increased temperatureer common approach is also to
couple two or more techniques. The first carbon nanotatheminium composite fabricatiomvas
reported by Kuzumaki et alKkuzumaki et al., 1998They used hopressing and extrusion processes

to produce aluminium with 10 vol% CNBs reinforcement.The final composites exhibgimilar
tensile strength as pure bulk aluminiufapproximately 90 MPa) duto the poor dispersion of the
CNTsEsawi et alfabricated an AJCNT composite couplinglangary miling and roling process. In

that casethe maximum obtained tenkd strength of the pure aluminium in presence of Ql%and 2

wt% CNT compositwas increased by 10% comparedthat of pure bulk aluminium(Amal M.K.
Esawi & El Borady, 200&sawi et al. also reportedn approximately 50% increase in the tensile
strength of thealuminium reinforced by wt% CNTSs prepared using the extrusion metfld.K.
Esawi, Morsi, Sayed, Gawad, & Borah, 20D8hg et al fabricated an ajlanatrix with 2024Al with 1

wt% CNTs by mechanical rinity and cold isotactic pressing. Specimens show about 35% increase in

the tensilestrength compared to the 2024Al all¢¢ Deng, Zhang, Ma, et al., 2007; Chunfeng Deng,
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Zhang, Wang, et al., 200Niorsi et al fabricated a pure aluminium matrix composite reinforced by
2.5wt% CNTusingtheir unique equipment for spark plasma extrusi(®PE)andthey reported that

this composite had a similar compress&dength valugo that of the pure Al sampléMorsi, Esawi,
Lanka, Sayed, & Taher, 2010; Morsi, Esawi, Borah, et al.,. Z0pJsma sprayin@pproach was
experimened by Laha et al. to produan Ag23 wt% silicon powdewith 10 wt% CNT composite
They obtained a 78% mprovement in the elastic modulus of the compos{leaha et al., 2009)
Finally, aother technique fully investigatedsithe spark plasma sintering (SPS). Kwon et al.
demonstrated an approximately 400% increase in the tensile strength when the composites were
fabricated coupling this sintering technique and hot extrusion processes omplea of pure
aluminium reinforced by 1 and 5 vol% CfRiEnsang Kwon et al., 2009; Hansang Kwon, Park, Silvain,
& Kawasaki, 2010)

2.3.3. CERAMIC MATRIX COMPOSITES

CNTgeinforced ceramic matrix compositeBave become an intense field of research over the last
decade (ZapataSolvas, Gome@arcia, & DomingueRodriguez, 2012)CNTshave been used as
reinforcementin awide rangeof polycrystallineceramicmatrices, suchas AJO; (J Sun,Ga, & Li,
2002) MgALO, (Rul,LefévreSchlick Capria,Laurent,& Peigney2004) ZrQ, (Shi& Liang,2006) SiC
(E T Thostenson, Karandikar, & Chou, 2@08) SiN, (Tatami, Katashima,Komeya,Meguro, &
Wakihara,2005) Among ceramics, AD;is the mostused for industrial applicationsdue to its
superior properties, such ashardness, chemicalnertness and electrical/thermalinsulation
properties, whichmake aluminasuitable for a wide range of applicatigns.g.medical, aerospace
and automdive industries Howeverbrittle nature of AjOsis still a main issuélghodaro & Okoli,
2008)

Qrucial conditionsneeded to obtain CNfeinforced CMCs with superiomechanicalproperties and
engineeredelectrical and thermalproperties can be summarizeds follows: (i) homogeneous
dispersion of CNTwithin the matrixensuring the absence of CNdgglomerationcaused by van der
Waals forceqJ:P. Salvetat et al., 1998hd intense entangling of CNfwoughout ceramicgrains;
(i) avoidingdamage of CNTsvhile processing, eitheduring dispersion or consolidation; (iii)
optimum bondingbetweenCNTs and ceraminatrix interface with the aim of originatingterfacial
compatibility and strong adhesion. Gainirigrther control over challenging CN&inforced CMCs
processing issueis a key to the future tailoring of physicatoperties, and icurrently an active
researchfield (ZapataSolva et al., 2012)

A range of dispersiotechniqueshas been used with the aim of dispersinGNTshomogeneously

insidethe ceramicmatrix, e.g. powder processingBalazsi et al., 20059olloidal processingPoyato,
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Vasiliev, Patire, Tanaka, & Nishimura, 2008pkgel processingMo, Cha, Kim, Lee, & Hong,
2005)andin situ growth of CNTs by catalytihemicalvapa decomposition (CCV§lahaut et al.,
2000) Consolidation of CNIreinforcedCMCdasbeencarried out usingressureless sinterings. C.
Zhang, FahrenholtHilmas, & Yadlowsky, 201@pt-isostatic pressing (HIPBalazsi et al., 2003)ot
pressing (HRFlahaut et al., 200@nd spark plasma sintering (SF8am, Yan, Peijs, & Reece, 2010)
However, pressurelessintering, HIP and HP might be avoidgdcelarge damages t&€NTsduring
densificationhave beenreported in multiple studiegFlahaut et al., 2000; Rul et al., 2004; Jing Sun &
Gao, 2003)Thus, the critical processing

challenge for the fabrication of NEMCs is to minimize the reaction between the reinforcement and
the matrix at thehigh temperatures required for ceramics processing. This challenge is similar to
those encoungred in the processing of traditional fibreinforced ceramic matrix composites except
that the diameter of the reinforcement phase hakanged from microns of traditional fibres (e.g.

carbon and nicalon) to nanometr¢E T Thostenson et al., 2005)
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2.4. DISPERSION OF CARBON NANOTUBES

During last two decades many researefforts have been directed towards prtacing carbon
nanotubesbased composites for functional and structural applications. However, even after a
decade of research, the full potential of employing CNTs as reinforcements has been severely limited
becauseof the difficulties associated with dispersion of entangled nanotubes during processing and
poor interfacial interaction between CNTs and matrix materidlee dispersion problem for
nanotubes is rather different from other conventional fillers, such dsespal particles andibres,
because CNTs exhibit small diametemanometre scale with high aspect ratio (>1000) and thus
extremely large surface area. In additiorhet dispersion states of carbon nanotubes involve
complicated phenomena, since the carbonanotubes are produced in bundles or bundle
aggregationgP-C. Ma, Siddiqui, et al., 2010; Xie, Mai, & Zhou, 2005¢ states are affected by at
least two competitive interactions:1) the interactions of & der Waals forces, among ban
nanotube threads; 2) the interactions between carbon nanotulieads and dispersion mediu(d.

bd /2fSYlIYyS YKIFIYIZ 9 DdzyQl 22 HTheichdractéristisiof sihgle¢ K 2 &
carbon nanotube andf bundles of carbon nanotubes are completely different. CNTs must be
uniformly dispersed to the level of isolated nanotubes individually wetted by the matrix. This is
necessary in order to achieve efficient load transfer to the nanotubes network. Boisesults in a

more uniform stress distribution and minimises the presence of stress concentration centres.
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Figure21 - Schematic resume of the principal dispersion approaches for CNTs

54



Several dispersion approaches have been proposed by numerous researchers. They are based on two
different conceps: mechanical dispersion and cherphysical dispersioifFigure 2). The former is

based on the utilization of various techniques able to disperse CNTs right in a solvent or in a matrix,
as ultrasound sonication or mechanical milling. The latter is based on the creation of a bond (of
variousstrengths) between CNTs surfaces and a chemical agent. We can distingvo kind of
approaches: a plgycal functionalization, based on low energy bonding with species as surfactants,

and an actual chemical functionalization.

2.4.1. MECHANICAL DISPERSION

1 Ultrasonication
Ultrasonication is an effective method to disperse CNTs in liquids having a low viscosity. It is a
common tool usedtdreak up CNT agglomerates in solution based processing techniques but it could
be used effectively also in presence of polymers, surfactants, acids and other compounds. For this
reason is commonly used in conjunction with other dispersion techni@essise, Mende, Potschke,
& Petzold, 2010; H. Li, Nie, & Kundgiigité, 2010; Sato & Sano, 2008; Tang et al., 2011; X. Xu &
Wang, 2012)Ultrasonication can be performed by different ways: using either an ultrasonic bath or
an ultrasonic sonotrodeg(generally called probe or horrsonicators).Standard laboratory bath
sonicators run at 223 kHz with a power less than 100 W. Coencral probe sonicators have
adjustable amplituderanging from 20% to 70%nd a power of 101500 W. The probe is usually
made of an inert metal such as titanium and the e exchangeable andith diameters between
1.6 and12.7mm. Thistip oscillates at a fixed frequency and produces a conical field of high energy in
the fluid. The solvent within this conical field undergoes nucleated boiling and bubble colElgse
phenomenon, known as cavitations the fundamental mechanism by which ultrasonic energy
disperses particlegHilding, Grulke, George Zhang, & Lockwdi@)3) This may help toebundle
nanotubes by proviehg high local sheatHowever the high energy produced by the sonicator and
focused on the tip can generate substantial heat rapidly (causing problem in presence of volatile
solvents) andCNTs can beasily and seriously damaged, especially when a probe sonicator is
employed. The Raman spectroscoffygure22) confirmed that ultrasonication of CNTs for a long
time resulted in a significant increase in the intensity of D band (representing disordetedrbpn
on CNTSs), suggesting the generation of defects on CNT surface. In extreme cases, the graphene layers
of CNTs are completely destroyed and the otabes are onverted into amophous carbon
nanofibers(Figure23) (Lu, 1996) Thedamage to the carbon nanotubes clearly affectkd electrical
and mechanical propertieand negatively influenced the finabmposites.The samplestould be

kept cold and the sonication must be performed for short times.
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Figure22 - Raman spectra of fresh and sonicated nanotuties 1996)
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Figure23 - Imagesf damaged carbon nanotubes after sonicat{&u, 1996)
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I Calendering
The use of a three roll machine has recently provided good results for -reamiorcement
dispersion. The calendeor commonly known as three roll mills, is a machine tool that employs the
force created by rollers to mix, disperse or homogenize viscous materialdigpersionmethod
exploits shear forces avoidirige presence of compression forces during the precasd providing
the dispersion of the carbon nanotubes without damages. A calendering machine consists of three
adjacent cylindrical rollers running at different velociti€gy(re24). The first and third rollers, catle
the feeding and apron rollergptate in the same direction while theentre roller rotates in the
opposite direction. The materia introduced in the system bylepperdirectly between the feed
and centrerollers. The materialis then transported by the second rollgrinto the second gapHere
the filleris dispersed. Upon exiting, the material that remains ondéetreroller moves through the
second nip between theentreroller and apron roller, which subjects it to even higher shear force
due to the higher speed of the apron roller. This milling cycle can be repeated several tiemessite

the desireddispersiondegree

MATERTAL FEED
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Figure24 - Schematic of the three roll mill machine used for the calendering process
(JiménezSuarez, Campo, Sanchez, Romén, & Urefia, 2012)

The employment of calendering to disperse CNTs in a polymer matrix has become a very promising
approach to actdve a relatively good carbon nanotubes distribution and disper§@mny et al.,
2004; Sanchez, Campo, Jimé&®rarez, & Urefia, 2012; E. Thostenson & Chou, 2008)ever,
there are several problems in using this technique: for example, despite of the unique advantage of

calendaring to move the rollers and adjust their gap widtie, minimum gap is about¢b nm, which

is larger than the typical dimension of single nanotubes. Duegedbharacteristics calendaring can
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better disperse the large agglomerated bundles of CNTs into small iwaes dispersed them
individually In additon, the feeding materials should be in the viscous state thust#dbnique

couldnot beused in presence @hermoplastic matrices

1 Ball milling
Mechanical milling, or mechanical grinding, i@mmon process to reduce the physical size of
particles toextremely fine powder levelln ball milling, work materials are placed together with
some milling balls in a proper container. Tdmmplematerials and the balls, also known as charge

materials, are then moved upon the motion of the vial itself. Subsetiyethe collision will create

impact between the balls and a high pressure is generated locally. This generated energy is high

enough to generate crack propagation and fracture leading to the breakage of the samples into

smaller size¢Budin, Almanar, Kamaruddin, Maideen, & Zulkifli, 2008 higher the impact energy,
the smaller the fragments producedhe typical motion of balls inside the container is shown in

Figure25. Different materials, including ceramic, flint pebbles and stainless steel, are used as balls.

. Horizontal Section
Rotation v Movement of the
supporting disc

Centrifugal
force

|

Rotation
of the vial

Figure25¢ Schematigepresentation of the balls motion during the milling process. On the left: vertical configuration
(conventional ball mill). On the right: horizontal configuration (planetary ball (Billjyamarayana, 2001)

Ball milling has been used for a varietyapplications related to carbon nanotubes: it has been used
to obtain CNTsanoparticles(Y. B. Li, Wei, Liang, Yu, & Wu, 1999)enhance the saturation of
lithium composition in SWCNT&ao et al., 20000 modify the morphologies of cugtacked CNTs
(Y. A. Kim, Hayashi, Fukai, Endo, & Dresselhaus,.288@)chememechanical reaction could be
realised: lall milling ofcarbon nanotubesnd chemicalscanintroduces some functional groups onto
the CNT surface-or examplein situ amino functionalization of CNTs using ball milhag been
achieved(Singhal, Srivastava, Pasricha, & Mathur, 20Although this mechanical technique could

be successfully used for several materialse of the main applications of ball milling remains the
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grinding of metal particles and carbon nanotubes to foreomposite powdersThe mechanical
alloying is used mainly for pure aluminium and aluminium alloys matf{¢ksi,Shin, & Bae, 2012; a
Esawi & Morsi, 2007; Liao & Tan, 2011; Z. Y. Liu et al., 2012:Brsstamante et al., 2012; Wu, Kim,

& Russell, 2011)

Different kind of milling could be used on the basis of the materidl@&trthe purpose of the process.
High energy milling(HEM)has high impact velocities and high impact frequencies of the grinding
media. Due to the high energies reached during the milling mechanical alloying and very small
particles size could be obtained and the process times are shortaddEY¥] however, inevitably
damages theCNTs which is detrimental to thdinal compositemechanical propertiegDarsono,
2008; A.M.K. Esawi et al., 2009; Liao & Tan, 20l prevent great damages to the material also a
simple ball milling at lower energies could be lgdao & Tan, 20119r also alternative e more

particular approaches as bead millif¢pshio et al., 2011)

1 Other mechanical dispersion techniques
With the aim of obtain a good dispersion of the carbon nanotubes inside a nagmseveral less

common techniques haveden experimented.

For MMCs friction stir processing (FSP) has been tested. FSP is a -stdi#® joining and
microstructural modification proces®. K. Lim, Shibayanagi, & Gerlich, 2009; Mishra & Ma, 2005)
where a rotating tol pin is plunged into the surface of the metals to be processed and traversed
along its surface. The friction and plastic deformation imposed by the tool heats and softens the
specimen and the tool pincausedintermixing of material in a local region. \&fn reinforcing
particles are introduced into the material they are disperbgdhe tool(Mishra, Ma, & Charit, 2003)

The main advantage d¥SPis that it does not equire multiple processing steps, rely on precursor
metal powders, or involve meltindiioreover it can also refinéhe grain size in thenetal matrix

(Morisada, Fujii, Nagaoka, & Fukusumi, 2006)

Stiris a common technique to disperse patrticles in liquid systems and for this reason is commonly
used to disperse carbon nanotubes MM Cs After intensivestirring of CNTs in polymer rmi, a
relatively fine dispersion can be achiey&@hndler et al., 1999however, MWCNTs can be dispersed
more easily thartBWCNTSs. This empirically obseregdnt is mainly caused by frictional contacts and

elastic interlocking mechanisnSchmid & Klingenberg, 2000)

Extrusionis a popular technique to disperse CNTs into polyniBenedito, Buezas, Gime, & Eiffel,

2011; Potschke, 2004; Villmow, Poétschke, Pegel, HiayugsKretzschmar, 200®ut also into metals
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(H Kwon et al., 2009; Paramsothy, Chan, Kwok, & Gupta, 2011;-Bé&tmante et al., 2011)
Pellets or powders of the matrix materials are mixed with the filler and are fed into the extruder
hopper. Generally thénstrument is characterized bywvin screwsthat can rdate at a high speed
generating ahigh shear flow. This technique is partialjyauseful to producecarbon nanotubes

compostes with a high filler content.

Is very important to consider that, in order to overcome the problem associated with carbon
nanotubes dispersion, many of the recent studies are based on the coupling of twoo

mentioned technique.

2.4.2. CHEMGPHYSICAL DISPERSION

As previously anticipated the performance of a Gidhocomposite depends on the dispersion of
CNTs in the matrix and interfacial interactions between the tubes and the surrounding material.
Neverthelessthe carbon atoms on nanotubes walls are chemically stable because of the aromatic
nature of the bond. Indeed, pristine CNT are insoluble in all organic solvents and aqueous solutions.
They can be dispersed in some solvents by several techniques, eigatgmm but precipitation
immediately occurs when the mechanical process is stopped. Their unwettability makes difficult to
use them as fillers in composites and also complicates their chemical characterization. Despite that
carbon nantubes can reacwith different classes of compound8alasubramanian & Burghard,
2005; Hirsch, Vostrowsky, Chemie, & Erlangémberg, 2005; Hirsch, 2002; Tasis, Tagmatarchis,
Bianco, & Prato, 2006)A suitable functionaletion of the nanotubes andhe attachment of
GOKSYFMdIGUA2YFEAGASEE A& || 3F22R &aiNrGS3e G2 20
improve solubility, compatibilitand processhility, and allows the researchers to take advantage of
the unique poperties of nanotubes and of their new functional groups.
The main approaches for tHanctionalization of CNTsan be grouped into three categories:

- covalent functionalization, in whichof chemicalfunctional groups are attached to the

carbon atoms ofhe tubes;

- non-covalent adsorption or wrapping of variomscranolecules;

- the endohedral filling of theiinner empty cavity.Ths approach has beeaxtensively

investigated for particular application as nanowires production or for efficient storage of

liquid fuels. It was stated that any liquid having a surface tension below ~18@nmkbuld

wet the inner cavity of tubes through an open end in atpberic pressur¢Gooding et al.,

2003) In the case of high surface tension, a highly pressurized liquid must be used to force it
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to enter inside the cavity. Sindlis particular approach is less common and less inherent

with the present thesis work so it will not be investigated deeply.

2.4.2.1. COVALENT FUNCTIONALIZATION

A major milestone in the of nanotubehemistry was the development of an oxidation process
involving ultrasonication of SWCNihsconcentrated nitric and sulfuric aci¢d. Chen et al., 1998)
Such drastidreatment can cause great damages to the nanotubes, e.g. opening of the tube caps,
oxidative etching of the wallsshortening of the tubes up to obtain fragmenisth lengths in the
range of 100 to 300 nmTherefore it is obviously very important to ket condition controlled.

For example, using refluxing in nitrdcid for the treatment of the CNTsthe shorteningcan be
minimized. In this case thehemical modification igenerallylimited to the openingof the tube caps

and the famation of functioral groups atdefect sites along the sidewall€NTs functionalized this
way maintain their pristine electronic and mechanigmbperties (Jin Zhang et al., 2003Yhe
oxidative treatment is always necessary before the acfuactionalization reactions and it can be
performed using several oxidants: nitric a€irik Dujardin, Ebbesen, Krishnan, & Treacy, 1998; M
Holzinger, Hirsch, Bernier, Duesberg, & Burghard, 2000; Nagasawa, Yudasaka, Hirahara, Ichihashi, &
lijima, 2000; Rinzler et al., 1998; Vaccarini et al., 1988juric acidSumanasekera et al., 1998
mixtures of both(Rinzler et al., 1998% LJA NI y K | ¢ cliydragénpemkbied). Lik € &1.R1998)

or gaseous oxyge(Morishita & Takarada, 1994; Tohiji et al., 1996¢one(J-P. Deng, Mou, & Han,
1997; Mawhinney & Naumenko, 2000; Mawhinn@p00)or air as oxidan{Ajayan & lijima, 1993;
Colomer et al.,, 1998; Ugarte, Chatelain, & De Heer Wa, 180&)levated temperatures, or
combinations of nitric adi and air oxidation(Dillon et al., 1997)The introduction of carboxylic
groups to nanotubes by oxidativeqeedures gives access to a large number of functionalizations by
transformation of the carboxylic functions, and provides anchor groups for further modific&ion.
this method the nanotubes can be provided with a wide range of functional moieties. €kere

of (modifed) carboxyl groups leads toraduction of \an derWaalsforces between the CNTs, and
consequently an easieseparation of nanotube bundt Moreover, the attachment ofsuitable
groupscould modifythe tubes solubity in aqueous or organ solvents, opening the pogslity of

further modificationsghrough subsequent solutichased chemistry.
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Figure26 - Overview of possibladditionreactions for the functionalization of the nanotubsisiewalls
(Balasubramanian & Burghard, 2005)

Several functionalization have been experimented in last years the basis of the future
applications ofthe modified CNT.samidation {n which te carboxylic groups can be activated by
conversion into acyl chloride groups with thionyl chlor{deChen et al., 1998; J. Liu et al., 1986y
the acyl chlorides formed can be transformed to cadmoides by amidation)esterification (acyl
chloridefunctionalized CNTs could also react with nucleophile alcoholic grédpsnon, Hui,
Bhowmik, Itkis, & Haddon, 2002; Riggs, Guo, Carroll, & Sun,)20006)ation (a particular reaction
involving successive atboxylation (HSQ/HNG;; HO,/H,SQ; sonication), reduction (NaBH
chlorination (SOl and thiolation (Ng/NaOH), to the open ends of CN{k Lim, 2003)
fluorination (a complex reaction ¢dined using several approach@damwi, 1997; Marcoux et al.,
2002; Mickelson et al.,, 1998)chlorinatioén  (Fagan, Da Silva, Mota, Baierle, & Fazzio, 2003)
hydrogenation (obtained using different approaches as via dissolvedlmeduction(Y. Chen et al.,
1998) or electrochemical hydrogenation of open ended CROwens & Igbal, 200®) addition of
radicals (e.g. He addition of perfluorinated alkyl radical®btained by photoinductionfrom
heptadecafluorooctyl iodide, to SWCNTSs yielded perfluoroodsgtivatized CNTE@Viichael Holzinger
et al., 2001) pristine SWCNTSs and their fluorinated detivas,FSWCNTSs, were reacted with organic
peroxides to functionalize them by covalent sidewall attachment of free rad{®dag, Reverdy,

Khabashesku, & Margrave, 20p3addition of nucleophilic carbenes (e.g.The reaction of a
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nucleophilic dipyridyl imidazolidene with the electrophiliGWCNT {ystem to give zwitterionic
polyadducts(Michael Holzinger et al., 20019r the sidewall functionalization through electrophilic
addition (Tagmatarchis, Georgakilas, Prato, & Shinohara, 208@¥ever, many other reactions have

been atempted by several researchers (the main ones reported in the diagrdigime26).

2.4.2.2. PHYSICAL OR N@OVALENT FUNCTIONALIZATION

Functionalization of CNTs using covalent method can provide useful functional groups onto the
carbon nanotubes surface. Nevertheless, this kifidapproach has two major drawbacks: firstly,
during the functionalization reaction, especially if lonrasonication steps are required, a large
number of defects are inevitably created on the nanotubes sidewalls, and as anticipated in section
2.4.2.1 CNTsin some cases should behortenedinto smaller pieces. Thesgdamages result in
degralation in mechanical properties @firbon nanotubess well as disruption daheir p electron
system with severe consequences on electrical and thermal properties. Secondly, these chemical
reactions often involve concentrated acids or strong oxidants, and so they are environmentally
unfriendly. Hence, manefforts have been put forward to developing methods that are convenient
to use, of low cost and less damage to CNT structure-ddoalent functionalization is an alternative
method for tuning the interfacial properties of nanotubedhree main kind of Ipysical

functionalization have been studied: the first one is the so called polymer wragffimgre27).

Figure27 - Model of polymemwrapping

The suspension of CNTs in the presence of polgnserch as poly(phenyleneviagk) (Mc Cathy et
al., 2001)or polystyrene(Hill et al., 2002)lead to the wrapping of polymer around thebes to form

63



supermoleular complexes of CNTs. The polymer wrapping process is achieved through the van der
Waals interactions andgp stacking between CNTs and polymer chains containing aromatic rings.
The second nowovalent approach is based on the usesaoffactants(Figure28). Several studies
havebeen conducting otthe effects of surfactant on dispeaisility and other progrty of CNT¢Cui,

Canet, Derre, Couzi, & Delhaes, 2003; Geng, Liu, Li, Shi, & Kim, 2008; Gong, Liu, Baskaran, Voise, &
Young, 2000; Grossiord et,aP006; Islam, Rojas, Bergey, Johnson, & Yodh, 2088; Kim, Doe,

Kline, & Choi, 2007; L Vaisman, Marom, & Wagner, 2006; Linda Vaisman, Wagner, & Marom, 2006;
Whitsitt & Barron, 2003; J. Yu, Grossiord, Koning, & Loos, 208¢€)surfactants studiedould be

divided in three categoriesnorn-ionic surfacants, such as polyoxyethylef@lauryl (Gong et al.,

2000) nonylphenolethoxylate (Tergitol NB(Cui et al., 2003)polyoxyethyleneoctylphenytber

(Triton X100) (Gerg et al., 2008; L Vaisman et al., 2Q0&pionic surfactats, such as sodium
dodecylsulate (SDS), sodium dodedy@nzenesulfonate (SDBS), poly(sheesulfate) (PSShslam et

al., 2003; Strano eal., 2003; J. Yu et al., 200¢ationic sirfactants, such as dodecyl rirethyl
ammoniumbromide (DTAB}Whitsitt & Barron, 2003)cetyl trimethyl ammaium 4vinylbenzoate
(CTVBJT-H. Kim et al., 2007)he physical adsorption of sactant on thecarbon nanotubesurface
lowered the surface tension of CNT, effectively preventing the&tion of aggregates. Furtheore,

the surfactanttreated CNT®vercome the ¥n der Waals attraction by electrostatic/steric repulsive

forces.

Figure28 - Model of surfactanfunctionalization

The efficiency of this method depended strongly on the properties of surfastamtdium chemistry
and matrix. The disadvantage of this physical functionalization is that, becaiug®e extremely high

surface area of the carbon nanotubes, to obtain a good dispersion of the tubes a very large amount
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of surfactant is requiredThe third method is the endwdral method §igure29), described in

section2.4.2

Figure29 - Model of endohedraimethod

Afterwards the searching for a way to disperse CNTs another important question is to consider: the
dispersion evaluationThis is a big problem due to the dimensions, chemical and physical nature of
carbon nanotubes. Several techniques are used but many issues remain unsolved with respect to the
establishment of a straightforward, yet reliable method for the analysis of Gbderdions, in
particular one that can establish whether the CNTs are in fact well separated. Two kind of analysis
approach are generally adopted: a direct method including morphological analysis, and an indirect
method including rheologicgBattisti, Skordos, & Partridge, 2009; Charman, Léonardi, Dominguez,
Bissuel, & Derail, 2011; Kasaliwal, Géldel, Pétschke, & eleigfll; Semaan & Soum, 2012; Song &
Youn, 2005; Sul, Youn, & Song, 20higchanicalBreton et al., 2004; Choi et al., 2012; a. M. K.
Esawi, Morsi, Sayed, Taher, & Lanka, 2010; KosmD08; L. Liu & Wagner, 2005; Z. Y. Liu et al.,
2012; P. C. Ma et al., 200®lectrical(Chaparteguiet al., 2010; Charman et al., 2011; Kosmidou,

2008; Lisetski, Minenko, Fedoryako, & Lebovka, 2009; Moisala et al., 20@@hermal analyses
(Fujigaya, Fukumar& Nakashima, 2009; Hong, Lee, Hong, & Shim, 2010; P. C. Ma et al., 2007,
Moisala et al., 2006; Péllanen, Pirinen, Suvanto, & Pakkanen, 2011; S. Wang, Liang, Wang, & Zhang,
2009) Direct observationsire commonly performed using scanning electron micragpy (SEMJJ.

Chen, Xue, Ramasubramaniam, & Liu, 2006; Jun, Jin, Park, Jeon, & Hong;R20L#) & al., 2010;

Loos, Grossiord, Koning, & Regev, 2007; Madni, Hwang, Park, Choa, & Kim, 2010; Schlea et al., 2010)
or transmission electron microscopy (TBM. Kim, Kwon, Kim, Kir& Jin, 2009; Mc Carthy et al.,

2001; Oh, Jung, Lee, & Chang, 2010; Rastogi et al., 2008; Schwyzer, Kaegi, Sigg, Magrez, & Nowack,
2011; Jing Zhang & Gao, 200@)t also less common emerging techniques have been introduces in

last years, e.g. atomicofce microscopy (AFM}Blanch, Lenehan, & Quinton, 2011; Foster,
{AY3IlLYLFYSYAZ YFOGdzYSydzz g9 . ftATyedzalZ wnnpT DI NI
Potschke, 2004; Ryszkowska, Jurczykkowa&kanborski, & Kurzydlowski, 2007; Linda Vaisman et

al., 2006) Also some kinaf spectroscopy could be useds UWis (Bai et al., 2011; Dong et al.,
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2011; Ham, Choi, & Chung, 2005; Rastogi et al., 2008; Schwyzer et alor2igHt) scatteringlJung
et al.,, 2012; Y. Kim et al., 2009; Krause et al., 2010; NtimKlga&, Witzmann, & Mitra, 2011; J.
Wang, Frichtl, & Blau, 2090put only at very low CNTs concentratiomsd often coupled with

microscopy
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CHAPTER 3: MATERIALS AND METHODS

3.1. MATERIALS
3.1.1. POLYMER MATRIX COMPOSITES

Polyvinyl butyral (PVB) has been used in the form of the commercial Butvar product (produced by
Solutia), and two kinds of PVB were used: B¥8Bcontaining between 18 and 20% of PVOH and with

a molecular weight between 5000 a®d00; PVE6, containing between 12 and 14% of PVOH and
GAOUK | Y2fSOdzf I NJ 6SAIKG 0SG6SSy mn Figue3d) weR MM N
used, withanave@S RA L YSGSNI 2F dpoep yYZI I @SNF3IS §Sy3aidk
oxide residuum after burning out of the carbon, and a surface are aroung@80rf/g. The ethanol

used as dispersion mean for the dispersion tests and also as solvent fouthiesspreparation is

provided by Sigma Aldrich.

Figure30-b I y2 0@t u b/ tnnn yly2idonSa Ay GKSANI RAFFSNBY

89



3.1.2. CERAMIC MATRIX COMPOSITES

I 2YYSNDA I £ SC pbwdérs\(H.€. Batd13, Germany with a mean particle size of 0.55

pum) were used in this study for the fabrication of multilayer ceramic composites. Carbon (Alfa Aesar
flake %10 pum) and Boron (H.C. Starck amorphous grade2l uin) were used as sintering additives

for SC in order to improve both its densification and mechanical properties of resulting materials,
since they were adopted successfully for the sintering of SiC lamiriBtedini, Fino, Ortona, &
Amelio, 2002; Biamino et al., 2008)he slurry preparation consisted in mixing ceramic powders and
YdzZt GAgltt SR OFNb2y yly2iddzoSa bly20&ftun b/ Tnnnsz
(Sigma Aldrich) as a proper dispersant. Subsequently a plasticizer (polyethylene glydelk B@&®f
Cognis) and a binder (polyvinyl butyral, Butvar B76 Solutia) were added to the slurry.

3.1.3. METAL MATRIX COMPOSITES

Micrometric aluminium powders-365 meshr® nn >Y3X pdPpr LIHHzZNAG& 0 6 SNB
(Figure 32), nanometric aluminium powders (spheres of-80 nm diameter, 99.9% purity) were
supplied by SkySpring Nanomaterials Inc.. The multiwall carbon nanotubes were produced by Sigma
Aldrich. They are characterized by O.B1Bnm and 2501 >Y Ay fSy34KZI 6A0GK
99%. As shown iRigure3l, they appear tangled and forsort of nuggets of a few micrometre size.

Each nugget is made of several elongated sHiiiee bundles with diameter of a few tens of
nanometres and length around the micrometre. Because of this characteristicdigpersion step is

needed before the poders mixing. As dispersion meanrptpanol by Sigma Aldrich was used.

Figure31-(a) MWCNTSs as received in nuggets shapes; (b) a magnification
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Figure32- SEM image of micro aluminium powder particles

3.2. CARBON NANOTUBES DISPERSION AND POWDERS PREPARATION
3.2.1. ULTRASONICATION

The principles of ultrasonication technigue were extensively reported in section 1.4.1. In the present
thesis work the sonication devices keeused for the carbon nanotubes dispersion and distribution in
proper solvents, as a preliminary step behind the production of PMCs and MMCs. The size of the
cavitation bubble and, consequenthythe dispersion grade of CNT#epends on sonication
parametes of frequency and power. Lower frequency ultrasound, typical of tip/probe
ultrasonicators, produces larger and more energetic cavitation bubbles and so a better CNTs
dispersion(Hilding, Grulke, George Zhang, & Lockwood, 2098yertheless the ultrasound tips are

also responsible for an increased number of defects on the nanotubes, compared to the bath
sonicators Also an higher applied ultrasonication power, could correspond to a similar increase in
the defect density and a reduction of the average length of the nanot@Ehchulada et al., 2010)

The nanotube scission is thought to be due to fast collapsing cavitation bubbles that provide a high
local solvent velocity, which could potentially produs shear force exceeding the tensile strength of

the nanotube and thus cause its fragmentatigfennrich et al., 2007; Lucas et al., 2009)

During this research work two different sonicators were used: a probe ultrasound sonicator SONICS®
VibraCell VCX 500Figure33) and a lower energy bath sonicator SONICA Ultrasonic cleaner by
{2t 0SOud { SOSNIt RAALISNREAZY (S difielent goBidakon $@PNIF 2 NI

and to obtain the higher dispersion level coupled with the minimum damage to the CNTs.
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Figure33- SONICS®, Vib&ell VCX 500 probe sonicator

3.2.2. HIGH ENERGY MILLING

Figure34- Planetary milling device
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The milling process and principles have been depicted in section 1.4.1, because the milling technique
is very commonly applied to the preparation of well dispersed carbon nanotubes composites. For the
production ofaluminium matrix composites a particular technique, known as high energy planetary
milling has been used. Compared to the conventional ball mills which require a long milling time,
modern high energy mills equipped with a high speed rotor rotating up\ers¢thousand times per
minute are known to be very effective for milling. Their high energy input and the use of small
grinding medh allow the achievement of a very small particle size in a very short processing time,

especially in ceramic field€alka & Radlinski, 1991; Feng, Han, & Owen, 2004)

Figure35- The position and motion of the two pots on the rotating base of the HEM device

A planetary ball mill is generally constituted by two pots on a disk (as shofigure35), and the

pots and the disk are simultaneously and separately rotatedhagla speed. The high rotation speed

of the pot and the revolution of the disk make the balls move strongly and violently, leading to fine
grinding of a product due to generation of large ball impact energy. Thedmigigy of balls during

the milling is afributed to an extremely high centrifugal force acting on the balls by rotating a pot as
well as a disk at high spee@dio, Kano, Saito, & Kaneko, 200Zhe dynamic process of high energy

ball milling, particularly planetary ball milling, is still far from fully understood. The difficutigiisly
associated with the complex physical phenomena involved in the process characterised by highly
dynamic, noHinear behaviour of a muHphysics and mukliscale naturgFeng et al., 209.

In this thesis work the High Energy Milling device used was a FRITSCH®, Pulverisette 5. For the

operating conditions refer to the section of powder preparation, in chapter 4.
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3.3. SINTERING: THE PRESSURE ASSISTED FAST ELECTRIC SINTERING (PAFES)

A large number of sintering techniques involves the consolidation of loose powders or a cold formed
compact into a container which is heated to and then held at the desired temperature, while
pressure is applied and maintained for a given period of tiiiben heat is provided by an electric
current passing through the powders and/or their container, thus exploiting the consequent Joule
effect, we can talk of Electric Current Activated/assisted Sintering (ECAS).

The sintering processs intended to materia that may belong to the class of ceramic, metallic,
polymeric and composite materials, in the form of powder. The objective of this treatment is to
eliminate the porosity existing between the various particles constituting the powder, and so to
obtain the desired density valuesThe evolution of the structure of the powders starts from the
movement of atoms, from positions close to those of contact between the particles, according to
diffusion phenomena and facilitated by the high temperatures and pressdther streams of atoms

that are removed from the surfaces of the particles and move toward the cavity to be filled are
observed. InTable4, with reference toFigure36, are listed the transport phenomena that occur
during sintering. As a result of all these motions of atoms, the formatfotine "neck" among the
particles is achieved. This process comes along up till the gaps present between the grains are

completely filled(/Anderson, 2003)

Figure36- Phenomena involved during a typical sintering process
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Phenomenon

(with reference Kind of motion Atoms origin
to Figure36)

1 Surface diffusion Surface
2 Lattice diffusion Surface
8 Vaporisation Surface
4 Contact diffusion Contact zones among particles
5 Lattice diffusion Contact zones among patrticles
6 Lattice diffusion Dislocations

Table4 - List of the phenomena occurring in a sintering process with referenEégiaore36

The use of the electric current, to aid pressure assisted sintering of materials, is characterized by
technological and economic advantages over conventional sintering methods such ahéieg

rate, lower sintering temperature, shorter holding time, consolidation of diffitaisinter-powders,
elimination of the need of sintering aids, no need of cold compaction, less sensitivity to initial
powders characteristics, and marked comparatiimprovements in the properties of materials
consolidated. In particular, lower temperatures and shorter processing times give the possibility to
sinter nanometric or metastable powders to near theoretical density with little grain growth or

retention of metastability and cleaned grain boundarigrru, Licheri, Locci, Cincotti, & Cao, 2009)

Mechanmical
Pressure
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Figure37- Schematic representation of ECAS pro¢&ssu et al., 2009)
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The Electric Current Assisted Sintering (ECAS) process is schematically sHegurerd7. It
simultaneously applies an electric current along with a mechanical pressure in order to obtain
theoretically full dense specimens. The applied eleaturrent and mechanical load may be constant
throughout the sintering process or may be tuned. In particular, the current may be adjusted with
the aim of follow a specific temperature cycle. Materials to be consolidated can be electrically
conducting orinsulating, and are placed in a container (die, tube, etc.) and heated by applying the
electric current. In most of cases the container material should be conducting in order to guarantee
the electrical circuit closure. For the same reason, the electrodeying the current, and all blocks,
spacers or plungers, inserted if necessary in the circuit, should be made of electrical conducting
material (copper, graphite, stainless steel, etc.). The use of graphite containers, which are mostly
applied in ECASqesses, limits the mechanical pressure levels to low values, generally 100 MPa,
but provides a reducing component to the sintering environment.

The ECAS is very similar to Hot Pressing (HP), but the heating is induced by an electric current supply,
leadng to very rapid and efficient increment of temperature. The heating rate during the ECAS
process can reach 1000°C/min and, as a consequence, the processing time varies from fraction of
seconds to minutes depending on the material, part size, configuratiod equipment capacity.

The main problems of ECAS are the adequate electrical conductance of the powders and the
homogenous temperature distribution inside the container. In fact, current and temperature
gradients are very sensitive to the homogeneity of density distribution.edeer, large density
spatial variation, especially at the beginning of current flow, may result in high local overheating or
even melting. For these reasons, generally the specimens sintered have small sizes and simple shapes
(cylindrical or rectangular sipe).

Ly GKS SIFENIASad LISNA2R 2F 9/!{ RS@St2LISyidsz K
products and materials; the first specimens were produced in 1906 for the fabrication of
incandescent lamps of tungsten or molybdenum, in vacuum w@&hcDrrent and without an applied
pressure. In 1913, the first apparatus with the application of a simultaneous electric current and
mechanical pressure was used to sinter refractory metals and conductive carbide/nitride powders,
with a boron nitride elecically insulated tube as a mould, the punches in graphite and high DC
voltage 15 kV then decreased to 500 V (or 110 V). An important advance was obtained in 1927, when
Davis increased sintering rates obtaining sintering of refractory metals in few mifttesdie was a

silica tube with two electrodes made by watenoled steel as punches to apply the pressure. The
major contribution to the exploration and enhancement of the new technique had been the
investigations about production and densification of gsiten carbidecobalt tools, between 1920

and 1940. In 1945 Ross invented the first automated equipment. He used a pulses pressure and

current, and both the parameters contributed to the improvement of the sintering process
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generating a better densificatioand an increased heating control, respectively. Inoue has been the
most important innovator of ECAS technique: in 1966, he developed an Electric discharge sintering or
{LIN] {AYOGSNRAYy3IS gAGK Yy aAYLlz aA @3S ighlidqdehcy RA & O
impulsive current and low pressure at the beginning of the process in which it is promoted the spark
between particles, at local level. Then in a second step, the pressure is increased to help to obtain a
fully dense material by the promotioof plastic deformation of the particle€ommercialization of

GKA&E YIFIOKAYS &GFNISR ¢KSy Ly2dsSQa LI GSyida SELR
started to be produced. The most successful commercialization was made by Sumitomo Coal Mining
Co. Ltd from 1990s with a SPS apparatus with DC pulse generator. The lasts years, researches have
been focused on automation. The inventions patented are semifully automated: multhead
(Sumitomo/SPSS), tunnel (Tokita 2002), rotary table (Tokita akddgdwa, 2002) and shuttle (2004)
systems. The last patent by Tokita in 2007 is for sintering of nanopowders in protective atmosphere
(Grasso, Sakkiaizza, 2009)

All the equipment above mentioned, can be used for Resistance Sintering (RS) or fast ECAS. In
ultrafast ECAS or Electric Disclargintering (EDS), the machines could operate with one or a
maximum of three capacitor discharges, where every capacitor has to be just for 0.1 s, and a current
density of 10 kA/crh The Joule heating effect oceutirectly in the powder compact and it it
conducted by the die and punches, like in fast ECAS. In general, this technique uses a single current
pulse with a relatively high mechanical pressure. The Ich@ould be insulating (glass, Bakelite,
alumina, etc) or conductive (graphite, steel, et€he powders function as a resistance into the
circuit. In the surfacesurface contact among the particles, the heating is generated by Joule effect. It

is a very fast method that does not need an inert gas to be perfor(@edsso et al., 2009T he first

device patented was register in 1933, by Taylor. Like many of the patents, this was created for
fabrication of tungsten carbideobalt materials. A very fast sintering was planned to limit grain
growth and enhance mechanical properties of the final product. The improvements in performance

of ECAS machines were developed due to the necessity of reproducibility in sintering redults an

materials properties for an industrialization process.

With respect to the applied current characteristics, several classifications of the ECAS processes have
been reported (Groza & Zavaliangos, 2000; Matsugi, Ishibashi, Hatayama, & Yanagisawa, 1996;
Weissler, 1981)However, in Orru et al. opiniofOrru et al., 2009)two main categories can be
identified:

1 Resistance Sintering (RS)

9 Electric Discharge Sintering (EDS)
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RS involves the application of aMwoltage (of the order of few tens of volts), high current (of the
order of thousands of amps) with a suchlike waveform (direct current (DC), alternate current (AC),
rectified current (RC), pulsed, etc.). Higher voltages and currents are generally usedEIDS, being

the electric energy discharged through few heavy pulses. In addition, the change of current with time
(di/dt) during the EDS process has the potential to provide a significant contribution to the
compaction by exploiting electromagnetic ptmmena (Clyens, AHassani, & Johnson, 1976;
Johnson, Clyens, & Hassani, 197&)other significant difference between EDS and RS processes is
the characteristic processing time: the EDS processing typically falls in the range fGo 107 s,

while the one of RS processes is of the order 8t40.0°s.

In Electric Discharge Compaction (EDP@lso known as Environmental EleeD@scharge Sintering
(EEDS), electrical energy is suddenly dis@thfgpm a capacitor bank. The powders are generally
contained in an electrically neconducting tube. The high transient current causes heating and
sintering of sample particles. But simultaneously this current generates an intense magnetic field
which cancontribute to the sintering. The use of pressure is optional, and it can be both static and
dynamic. For a proper densification, higher than 95%, is necessary a cold press preliminary step of
the powders. Tuning some of the operating conditions, suchhasvariables of the electric circuit,
powder properties, weight and geometry of the sample, is possible to obtain very good results in
terms of density.

This process was from the beginningpeomising candidate to enhandbe processing materials
routes lecause is easy, fast and with lower cost. However, few results have been satisfactory. These
results depend on the instantaneous current density and only partially on the discharge energy. An
example of method derived from EDS is Higtergy HiglRate (HHR), that exploits Faraday effect

to transform stored rotational kinetic energy in electrical one by a 10 MJ Heatar Generator
(HPG), which can operates with low voltage2&BV), in pulse mode and high current. The sintering
process is achieved by alpé resistive heating which is produced at the interface between the
particles, with a current density between 1800 MA/nf, in more or less 3 s, and with a high

amount of pressure from the beginning and hold for an estimated time®h#nutes.
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7.43% [0 Pulsed Electric Current Sintering (PECS)

3.96% [ Pulse Discharge Sintering (PDS)

3 05% [ Plasma Activated Sintering (PAS)

1

Spark 1.05% ([ Resistance Sintering

Plasma 66.2% —‘—j 1.85% [ Pulse Current Sintering (PCS)

Sintering 165% [ Plasma Pressure Compaction (P'C)

(SPS) 1.58% [ Ficld Activated Sintenng Technique (FAST)

12.3% I Others

Figue 38- RS processes designati@rru et al., 2009)

During more than 80 years, several devices based ofR#wistance Sintering (R8)del have been
projected and used. The main classified RS family techniques and their percentage of utilization are
reported in the pie chart ifFigue 38. Therefoe, since the application of an electric current is the
main feature of RS techniques a clear classification of them may be obtained by considering the
electric current waveform that is applied during the process. The four waveforms mainly used by the
sciertific communities are reported inFigure 39, where the parameters needed for their
characterization are also indicated.

The simpler current waveform is the constant [}, which is completely characterized by the
current intensity I. The AC (b) is determined by maximum current intengity dlong with its
FNEIjdzSyoe .o ¢KS GKANR ¢l @STF2N¥ o000 A& GKS Lz
definition arethe maximum current,l,, the pulse duration d;se and the on and the offtime, toy

and s respectively. In portion d, a RS process two stages of applied current, is shown. During the
first one, a pulsed electric current is imposed while a consB@tfollowed in the second stage. In
addition to the parameters that characterize each stage, their relative durati@mdt t;, should be

given.
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Figure39- Typical electric current waveforms applied in the RS processes:
(a)constant DC; (b) AC; (c) pulsed DC and (d) pulsed DC + DC.

The absence of rigid schemes of design means that different acronyms referred to the same

procedure have been widespread: we can number among the RS processes SPS (Spark Plasma

Sintering), FASTFigeld Activated Sintering Technique), PPC (Plasma Pressure Compaction), PCS (Pulse

Current Sintering), PAS (Plasma Activated Sintering), PDS (Pulse Discharge Sintering), PECS (Pulse

Electric Current Sintering). SPS, the most famous apparatus, is definadmeethod in which is

possible the consolidation of a fully dense material, by an extremely fast heatB@0{&min) and

cooling rates, in very short holding times (minutes), and with a significant reduction of the sintering

temperature compared with awventionally fabrication process. The heat is generated, as we

mentioned before, in local and massive way by an electrical current of the type DC, AC, and/or pulse

DC. The most applied is pulse DC (in generalm3.®f 0.5 to 1A of intensity)(Riedel & Chen,

2008)

The sintering stage is reached by activation of more than one of the mesrha related to surface

oxide removal, electranigration and electreplasticity between the particles by combining electrical

current to promoted resistive heat and load pressure to compact the sample. There is a local resistive
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heat that helps to createéhe bonding between the particles, and a massive one for the continued
plastic deformation until densification and consolidati@rasso et al., 2009)

The device used in this thesis is callerbssure Assisted Fast Electric Sintering (PARES) it
constituted by a hydraulic double effect press connected to an electric current generator, with
waveforms of constant DC, AC, pulseéd & combined cycles. The generator, with an Insulated Gate
Bipolar Transistor, can work with a currentensity of 2000 Aand voltage of 10 V for a maximum
electrical power of 30 kVA. The frequency of the AC current is in the rang8Qfi Hz(Deorsda,
Vallauri, Ortigoza Villalba, & Benedetti, 2010)

The sintering process, identified as "Fast Electric Pressure Assisted Sintering”, uses the alternating
current, whereby it is possible to control the electrical parameters as the wave shape andrfegque

This technique, in a similar manner to the other belonging to the family of RS (in particular SPS and
FAST), is coupled to the simultaneous application of uniaxial pressure. The remarkable similarities
between the technique PAFES and the SPS allomake comparisons between them, so as to
understand the phenomena which lead to densification of the material. The technology SPS (Spark
Plasma Sintering) was so named because, thanks to the use of continuous and pulsed current, it was
assumed they came tpass phenomena of electric arc and transformation of the solid phase in the
plasma. Plasma is a ionized gas phase containing ions and free electrons, which in total has neutral
charge. Hulbert et aHulbert et al., 200Bwere the firsts to study the presence of these possible
effects, generated in a sample following the passage of a current very intense, continuous type. In
fact it was found that, during the sinteg process, does not occur neithtére formation of the
plasma phase nor the generation of the electric arc. The assumptions, made regarding the plasma
formation have lost over the years, consent and was thus possible to the spread of techniques that
exploit other types of electric currentsuch that alternating, which leads to the birth of the
technology PAFES. The sintering treatment of the powder with a dynamic technology that allows to
adjust different parameters and to find the best compromise in all circumstances, has contributed to
the use and dissemination of tools PAFES.

To perform the sintering of aluminium and composite aluminicanbon nanotubes powders, using

the technique PAFES, we used a special instrument, present at the Department of Applied Science
and Technologyof the Pticnico di TorinoKigure40). Such an instrument is divided into two main
bodies: the pressing system hydraulic double effect, entirely designed and built by emrsgaighis
institution, and by a current generator able to provide various types of waveform. The pressing

system is constructed in such a way that the pistons can be carried through by the electric current.

101



Figure40- The PAES apparatus. In the red panel the sintering chamber.

The experimental procedure with the PAFES was conducted otrgated powders. After a cold
uniaxial pressing the green specimens were put inside a graphite cylindrical die of the same
diameter; the emperature was monitored by a type K thermocouple in contact with one of the two
graphite punches. The sintering was performed in a low vacuum atmosphere and it consisted in a
cycle (AC current used, 50 Hz frequency): 15 minutes at 630°C (reached ineaofanmutes) with a

60 MPa pressure applied continuously. After that, pressure and current supplies were interrupted.
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3.4. THE TAPE CASTING TECHNOLOGY

Tape casting technologies was introduced in the 1940s by Glenn Hasvathew technique for the
fabrication of ceramic sheet capacito(8rook, Cahn, Haasen, & Kramer, 1998)wever the
technique was already very well known in other industries, like, paper, painting and plastic ones
(Mistler & Twiname, 2000)This method is based on a suspension of a mix of ceramic poaddrs
organics components (dispersant, binder and plasticizer) in a proper solvents, which is spread or
GOlFade 2y | FElLd Y2O0Ay3 adzlIR2 NI ! FGSNI GKS O
200 AYSR | &a3aINBSYy OSNI eeth The thitkhdSsérepottgtl infapeNddstirg) o |
from 5 microns to some millimetrgdlistler & Wwiname, 2000) The tape casting technique could be

applied not only to the production of ceramic sheets but, applying proper modification to the
method, also to metal ones.

In his first attempts, Howatt used a porous plaster to applied water as ligeidia but, in 1950s, the
L'YSNROILY [F@F [ 2NLERNFGAZ2Y Ay idNER R dabsSriive (imévhg dza S
L2t 8@ YSNI OF NNA SNE = { K IFiguie#lfrepdttsstiePasié schetne dDa typical tfpd@ T A f
casting apparatus. A stationary Doctor blade, which is the moving port of the slurry reservoir, can
allow to the slurry to be cast on the moving carrier polymer film, when opened, amdlsa control

the quantity of suspension involved in the process, and the final thickness of the tape. The reservoir,
the carrier support and the slip complete the scheme. There are a lot of parameters to take into
account during the tape casting procetise slurry formulation, its rheological properties, the gap of

the doctor blade and its shape, the speed of the carrier, the reservoir depth, the drying conditions

and so on.

Doctor

Reservoir
Blade \

Carrier

ey —
- —

- Relative Carrier Motion

Figure41 ¢ Diagramof a typical tape castingpparatus
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This process offers a low cesffective application for industrial and laboratory testing technique. Is
one of the best methods to fabricateramic layers large, thin and flat, and can be successfully used
to produce multilayered structuresThe main advantage of tape casting is the possibility to obtain a
homogeneous material, characterized by low density variations, and with controlled pore size
distribution. However, this method is affected by the stability of the slurry, which can infutirec
homogeneity of the green specimen, and by the packing of the particles in the green tapes, which
can determine the mode of sintering and the properties of the final prod(Miskherjee, Maiti, Das
Sharma, Basu, & Maiti, 2001or this reason it is necessary to study and understand all aspect
regarding every constituent dffie slurries.
Because of the principle of the tape casting technique, the most important elevadthe process
are thepowders They can heavily determine the final product propertiBsook et al., 1996)The
criteria for their sedction depend on the properties required for the final material and its
applications. Hence, before starting a new process, it would be necessary a complete and detailed
characterization of the powders. In particular the parameters to be considered are:

1 Chemical purity
Particle size and size distribution
Particle morphology
Degree of segregation or agglomeration
Compositional homogeneity
Sintering activity

Ability to be masgproduced

= =4 A4 A4 A A -

Cost of production

For tape casting technology is required a very goodwktedge of powder preparation, powder
processing and packaging that will give the characteristic of the slurry, green body tape and final
sintering product. The aim of an adequate preparation, processing and packaging is to avoid in
homogeneity and segregat2 Y RdzZNAY 3 &f dzZNNBE P 2 KSy (GKS GARSI ¢
casting have to reached a superficial area between 5 and 4§ (Mistler & Twiname, 20005
possible to proceed to study the packaging of the powders. The surface area is a parameter very
important because provide the best value for the interaction in what is possibleave a good
dispersion, lubrication or binding qualities, because there is a direct relation between the total
powder area and the quantity of organic have been necessary for the process reaction. The selection
of the proper dispersant/solvent combinati, as well as the proper dispersant and dispersant
concentration, are all critical factors for the very high surfacea powders(Mistler & Twiname,

2000) Another general rule that can be useful for the powder choice is the packaging of the
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particles. Two different approaels could be used for the evaluation of the packaging of the
powders: he theoretical one was established by McGeary in 1961. He predicted a maximum
packaging of 74 vol%, for mowsize particleswith ideal sphere shape, and ndan der Waals
interactions between the particles. The arrangemens i@ be octahedral or tetrahedtawith a
coordination number of 12. For coordination number of 10, 8 and 6 theoretical calculation of the
packing densitiesvould be 69.8 vol.%, 60.5 vol.&&d 52.4 vol.% respectively. On the contrary,
experimental calculations indicate a packaging arob8do 65 vol% when the coordination number
is about 8. For liquid suspensions, a very good approximation for the values of packing density is
established around 46 p @22 GAGK LI NGAOE S& 2F | LIWINBEAYLFGS
is a harrow sizdistribution (Brook et al., 1996)
The solvent or mixture of solvents used to formulate tape casting, suspensions must have the
following characteristics:

1 Dissolving the organics components of the slurry: binder, plasticizers alitived.

9 Dispersion of the powder (ceramic or intermetallic).

9 Distribution of all ingredients homogeneously throughout the slip to create a homogeneous

mixture.

1 Giving the desired rheological properties to the suspension like suitable viscosity.

1 Providinga good evaporation rate at moderate temperature.

1 Ensuring consolidation of the tape.
Also other factors could influence the solvent selection as production costs, effects on health and
environmental impact. All organics present in the slip, need to be dissolved as well, for that reason it
is widely used a mixture of solvent. Water is a en@nvironmental friendly solvent, however is
difficult find binders and plasticizers watsoluble, and it also requires longer evaporation times. The
most used solvents for tape casting and their properties are shown in
Table5.
Another relevant parameter is the capability of the solvent to disperse the powders. The ¢hemo
physical properties of the particles and of the liquid medium have to be takeractount but the
most significant is the wettability. The wettability can be affected by capillary forces, because of the
powder in general presents some agglomeration that produces caverns (like capillary tubes) where

air is trapped, and the liguid needsome force to enter in. To provide a satisfactory wetting angle, it

is possible to make use of wetting agents.
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100 0.16 2260 1 264 80 73

65 3.70 1100 0.6 232 33 23
78 2.65 860 1.2 217 24 23
118 0.44 578 2.9 210 18 22
205 <0.01 415 5.8 213 13 35
82 2.08 578 2.4 204 18 22
198 <0.01 800 20 236 37 48
77 4.95 360 0.4 160 6 23
127 1.00 310 0.5 155 5 26
80 4.59 444 0.4 173 18 25
56 7.70 524 0.3 177 21 25
86 4.90 243 0.4 150 3 25
110 1.96 352 0.6 142 2 29
140 0.55 327 0.7 141 2 28
155 0.24 427 0.8 171 18 35

Table5 - List of the most common tape casting solvents and their properties

Surfactants are defined as chemical agents that alter the interaction between particles by
modification of their surfaces properties. The literal meaning is SURFACTiveq AgeNTs. They
include different chemical aids like dispersants, deflocculants, wetting agdiattening agents,
flocculants and many others. In tape casting, dispersant agents are used to control the natural
tendency of the small powder particles to agglomerate into the sl(¥istler & Twiname, 2000)

This phenomenon is connected with the attractive and repulsive forces between the particles and
can be analysed in terms of the sufw) of their potential energies MVan der Waals) and,V
(electrostatic and steric). The Van der Waals forces, are attractive forces generated by the interaction
of atoms with permanent or induced electron/nucleus dipoles on the surface of the partigtesk

et al., 1996) The repulsive forces can be classified as electrostatic and steric ones. The former occurs
when the particles have the same electric charges sign and it is most common in polar solvents like
water-based slurries The latter, are predominant in negmolar organic solvents, where the
electrostatic forces should be smaller. The mechanism of response is related to the adsorption of the

long chained macromolecules by the surface of the particle. The surfactant shewdnolecule

GAGK | LRTIFN 2N A2YAGCRKE RNPKIKRANPALIK 200K O RED | AR ¢
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anionic, cationic, zwitterionic, or neienic agents and are able to reduce surface and interface
tensions of liquid¢Brook & al., 1996)

The aim of adding surfactants is to obtain an electrosteric stabilization of the powder particles. The
menhaden fish oil (MFO) is the most used surfactant for tape casting, due to its effectiveness, low
costs and environmental compatibiét. Another widely used dispersant/deflocculant is phosphate
ester. It is soluble in both water and in several organic solvents. However its main drawback is that it
leaves phosphorus inside the specimens.

Even if it is welknown that binders tend to arlap the surfactants effects, it is necessary to add
them to the slurries in order to obtain a good dispersion and wettability of the particles during the
addition of the binder and also to prevent possible chemical reactions during the dispersion process
Another fundamental component of the slip is thinder, because it is the holder of the powder
particles into the green tape. After the evaporation of the solvent the organic resins form the matrix
of the tape and thepowders are entrapped into the their chains, producing a network and
characterized by the presence of residual porosity, resulted from the drying process. Binders are
responsible for the properties to the green tape such as strength, flexibility, ptgstitrability,
toughness, printability, smoothness and ability to lamination. For all these properties, binder is the
second factor with most influence in this processing route. For that reason, it will be required the
identification of all the parameterto select a tape casting binder including solubility, viscosity, cost,
strength, T, or ability to modify J, firing atmosphere of the powder, ash residue, burnout
temperature, among othergBrook et al., 1996; Mistler & Twiname, 2008)large amount of binders

can be classified in two grouppolyvinyls (vinyl) and polycrylates (acrylic). Both groups have the
same ability to form a film. However, they have different boffiremoval properties in different
atmospheres. In general, there are leolain polymers or precursors (monomers or emuisio
particles) that become longhain polymers during dryinfBrook et al., 1996; Mistler & Twiname,
2000; Mukherjee eal., 2001)

The last organic additive is thmasticizer which can improve the flexibility and/or plasticity of the
greentape, so that it can be bendethe tape without causing damages such as cracking. The
mechanism consists in increasing the woikgb of the binder. The plasticizers generally exhibit
molecula weight around 308100 and boiling temperatures higher than 200°C, with a high
efficiency, norresidues, stable chemphysical properties, low cost and no hazardous impact. On the
other hard, plasticizers have to be able to interact with the binder. They are classified in two types
depending on the mechanism that can provide flexibility and/or plasticity to green tape. The first
2y ST &¢é&L)S L dhatsaltenlthe hdfyrhed éhairddanieénNdarticles allowing them to
AUNBUIUOKD tfladAOATl SNA 2F (GKS a¢eLlS LLéxZ KI @S
the green tape matrixMistler & Twiname, 2000)
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The slurrycould be prepared in several ways (considering the properties desired) but in general two
steps are fundamental:

1 Milling of the powders with seknt and dispersing agent.

1 Mixing the slurry, and the addition of binder and plasticizer
The first step of the slurry preparation pursues three objectives: breaking the agglomeration of the
particles, wetting and dispersing them. The first one is pos$iplgrinding action. The second one
depends on the affinity between the solvent and the particles of the powder(s), and the use or not,
of wetting agents. The third has the function of preserve the particles in suspension with some space
between them by stdc and/or electrostatic effects, or by their combinati¢Brook et al., 1996)-or
this step, it is very common the use of the ballling process. Even the higipecific gravity has to
be well studied to decide the use of a specific grinding media. The shape of the milling media could
0S ALIKSNROIFT>X Oef AedRiNEidhest The chaygR is iin yhé rardeNdf -dmed toa K |- LJ
one-half of the mill volumgMistler & Twiname, 2000)One part of the solvent is added to the jar,
already charged with the milling media, followed by the dispersant agent that needs to be dissolved
and then by the rest of the liquid media. Then the eventual wetting agent is addémiyéal by the
powder. Depending on the materials used, this process can take 4 hours or a maximum of 48 hours,
but typically is 24 hours long. When a satisfying dispersion is reached, the plasticizer is added and
after that, the binder. The final milling dnmixing process is generally conducted for at least 24
hours, in order to obtain a homogeneous and stable slip to be cast. Following this procedure, the
overall result is a tape free of defects and with a thickrthas can be as low as lessthan > Y
When the binder is in a powder form could be necessary adBpersion step to avoid the formation
of large clumps of nodissolved binder. The dissolution of the binder takes between 4 to 12 hours.
Air is entrapped in the slip during the milling and mixprocess, and this can cause some defects in
tape casting, such as pinholes (small pores left by air bubbles), crack foot (cracks generated radial to
the pinholes), and elongate streaks or thin spot. To remove them, it is possible to use a partial
vacuumchamber (with vacuum in the range of 635 and @@nm of Hg for laboratory desiccator)
with low stirring rate. The necessary time for this step will depend on the quantity of slurry and
viscosity.
Rheological properties of the slurry need to be knowndawell performance during cast. The most
suitable rheological behaviour for this process is the pseudoplasticity, in which the homogeneity if
the slurry is maintained, without sufferg sedimentation during the stage in which it lies into the
reservoir. Fothat reason, it is necessary a slurry with high viscosity, and when the casting starts, the
viscosity can diminish to the necessary level to be spread in the polymer suf@iistier &

Twiname, 2000)
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In the present thesis work the tape casting techniqgue was used to produce carbon nanotubes
polymer composites and nanotukzeramic ones. The nileod used has been developed after several
attempts and is schematically reportedfigure42.

For the PMCs after a ptispersion step, in which carbon nanotubé&84 in weight ratio with respect

of SiC powders) were ultrasonicated in ethanol in presence of small amounts of polymer, proper

quantities of polyvinyl butyral were added and the slurry maintained in agitation by a magnetic

stirrer for 24 hours. Afterthall KS af dzZNNE ¢gSNB OFad 2y | Y2@Ay13
CNT<sPVB composite strips were then let in a drying chamber at room temperature for at least 12
hours.
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Figure42 - Tape casting procedure for the production of CI#fW8 composites

For CMCs preparation the same flispersion process was used. The-gdigpersed CNTesthanol
solution was then added to the ceramic powders (silicon carbide, boron amorphous and graphite
flakes) in presence of fish oil as a dispersafiking was carriecut in an alumina jar for 2 hours
using alumina balls as milling medium. Subsequeptiyethylene glycol aplasticizerand the
residual PVB were added to the slurry that was further mixed for at least 16 h, in order to ensure a
homogeneous distributionfoall the components. The resulting slurry (composition reporte@ahle

6) was then cast (advance speed of 100 mm/min).
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After the slow evaporation of the ethanolcourring at room temperature for about 24 hours, a
green layer with a thickness of 2@%0 um and without defects was generally obtained. The sheets
were cut and stacked in order to obtain a final architecture constituted by ten layers; the adhesion
between the layers was ensured using a glue solution made of ethanol, water and polyvinyl alcohol
(PVA by Sigma Aldrich).

The green tape underwent two heat treatments: a firstlalading cycle (perfoned in a furnace Elite
thermal systems limited, Tersid s,rltaly) up to 800°C in argon atmosphere caused the thermal
decomposition of the organic components (binder, plasticizer and PVA from glue solution). During
this thermal process amall quantity of carbonaceous solid residue was formed. Multilayer
specimers were put on graphite supports during this treatment.

Afinal pressureless sinterind.A.V. Cristalox, Italjas been performed in argon atmosphere (99.99

purity, controlled pressure under 550 mbar) at 2200°C for 30 minutes.

Silicon carbide 15.025
Boron amorphous 0.150
Carbon 0.450
Ethanol 22.543

Fish Oil 0.044

PVB 4.300
Polyethylene glycol 2.238
Carbon nanotubes 0.150

Table6 - Slurry composition for CNI&C composites

3.4.1. VISCOSIMETRIC INVESTIGATION OF THE SLURRIES

In order totune the physical properties of the slurries required for an efficient casting process, an
investigation ottheir viscosityhas been conducted.

A viscous material is one in which the strain develops over a period of time and the material does not
go to its original shape after the stress is removed. The development of strain takes time and is not in
phase with the applied stress. Also, the materiadl wvemain deformed when the applied stress is
removed (i.e., the strain will be plastic). A viscoelastic (or anelastic) material can be thought of as a

material whose response is between that of a viscous material and an elastic material. The term
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polymeric materials. Many polymeric materials (solids and molten) are viscodlaskieland, 1996)

While dealing with molten materials, liquids, and dispersions, such as paints or gels, a description of
the resistance to flow under an applied stress is required. If the relationshipeaet the applied

stress () and shear strain raté | is linear, we refer to that material as Newtonian. The slope of the
shear stress versus the steastate shear strain rate curve is defined as the viscosijyof the

material. Water is an example afNewtonian material. The following relationship defines viscosity:

too

The units of are Pas (in the S| system) or Poise (P)-e+— in the cgs system. Sometimes the term

centipoise (cP) is used, 1 cPZF0

Thekinematic viscosityn) isdefined as:

H —J ”

where viscosity'() is in Poise and density)(is in g/cm. The kinematic viscosity unit is in Stokes (St).
In this, St is chts. Sometimes the unit of centiStokes (cSt)is used, 1 cSSt10

For many materials the relationship eten shear stress and shear strain rate is nonlinear. These
materials are noNewtonian. The stress versus steady state shear strain rate relationship in these

materials can be described as:

where the exponentn is not equal to 1.
Non-Newtonianmaterials are classified as shear thinning (or pseudoplastic) or shear thickening (or
dilatant). The relationships between the shear stress and shear strain rate for different types of

materials are shown iRigure43.
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Shear thickening

with yield siress
Bingham plastic
{also shear thinning)
T Shear thinning with
yield stress
[
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_E: Newtonian
v
Shear thinning

Shear strain rate (F)—=

Figure43 - Shear stresshear strain rate relationships for Newtonian
and nonNewtonian material§Askeland, 1996)

Figure44 - Brookfield viscosimeter

For the analysis of the slurries viscosity a Brookfield viscosimeter has beerFigad44). This type
of viscometer measures the force required to maintain the rotation of a disc or a cylinder, with
constant angular velocity, immersed in the fluid to be measured; in this tteesforce (and hence the

choice of the proper impeller, disc or cylinder shaped) is strictly correlated with the fluid viscosity.
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This property of a solution is extrapolated by the instrument on the basis of the torque applied to the
impeller and after he comparison of the registered data with an internal datese: for each value of
regime N; (in rpm) and torquea; (percentage) corresponds a certain value of viscosity (in cP)

(Mitschka, 1982)The torque valueare converted into sheaiti®ss (in Pa) according to the formula:

T Q|

The couples of values/ N;, valid for the impeller used, are put in a bilogarithmic graph; when the
relation between the two parameters is close to the linear behawithe slope of the curve Emply
correspondent to the fluidity index of the liquid

Using the valuek, (n) associated to the viscosity and the type of impeller, it is possible to calculate

the corresponding shear speed as:

If it is not possible to approximate accurately the pdir@; A logN to a straight line, a curve is

obtained, whose derivative point by point identifies the apparent viscogitgetermined as:

z

¢ Qi itgQi i6Cs

and therefore, theshear speed is calculated as:

At this point it is possible to plot the functiop! ; characteristic of the fluid examined.
For bw viscasity fluids the useof adisecshaped impeller is required, and in this case the viscometer is

not able to provide the values of which are subsequently calculated using the formula:

~Q|
r I
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3.5. SPECIMENS CHARACTERIZATION
3.5.1. SCANNING ELECTRON MICROSCOPY AND EDS

Scanning electron microscopy (SEM) permits the observation of heterogeneous organic and inorganic
samples on a nanometric and micrometric scale. The popularity of SEM is mainly due to its versatility
and to the possibility to obtain thredimension like imges. The samples to be studied are irradiated
with a highly focused electron beam. The interaction of electrons and specimen surface could
generate several signals, including secondary electrons, backscattered electrons, characteristic X
rays. These sigigm are obtained from specific emission volumes within the sample and can be
exploited to investigate different samples properties, e.g. topography, composition, crystallography,

etc.

|— J <—— Electron Gun

y Electron Lens
/ (1st Condenser)

l<—— Spray Aperture

4

Magnification Scan
Control [~ |Generator

;{l;é Scan Coils
o,

Final Lens Aperture

Display
Detector [—>{Amp —{ | CRT

Specimen

to
Vacuum
Pumps

Figure45 - A typical Scanning Electron Microscope configuraf®aldstein et al., 2003)

In Figure45 are presented the basic components of a scanning electron microscopy. The system is
divided in four main parts: the electron column, the specimen chamber, the vacuampipg system

and the electronic control of the imaging system. For the electron column, the most conventional

gun is a tungsten wire of 0.25 mm of diameter as electron source, where the tungsten filament is
heated to approximately 2500°C. The electrons aitracted to the anode, with a positive voltage in

a range of 5 to 30 kV that can be controlled by the operator, and it is normally arou2d &49. The
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vacuum system works at fOPa approximately, and provides the conditions for the beam to be
scatterad by gas atoms. The lenses are magnetic and have the function of reduce the diameter of the
electron beam and to focus it on the sample surface, and can be adjusted by the current every time
that the working distance is changed.

The signals of greatest srest for the image elaboration are the secondary (SE) and backscattered
(BSE) electrons because their variations are strictly related with changes in surface topography. The
former have low energy, and by putting an electrically charged grid near toathels, it is possible

to convoy them all toward a sensor, that counts their number. The latter, instead, have very high
energy, and it is not possible to deflect them toward a sensor; thus only the fraction corresponding
to the spatial angle covered fronhé sensor can be revealed. The image formation for the two
signals is different and reported IRigure46 and in Figure47. The secondary electron emission,
confined to a very small volumeear the beam impact area, permits images with very high
resolutions, approximating the size of the focused electron beam. The-tlimensional appearance

of images is due to the large depth of field of the scanning electron microstdpide secondary
electrons give only morphological informatipthackscattered ones give information about the
atomic number of the interacting element; if a morphological effect is present however it is not easy

to separate the two contributions, if the strategies showrrigure47 are not observed.

PRIMARY ELECTRONS

SECONDARY "2
ELECTRONS

Figure46 -Mechanism of image formation in the case of secondary electron revelation;
secondary electrons are sensible only to the morphology of the sa¢hfith, 1995)
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Figure47 - Mechanism of image formation in the case of backscattered electrons revelation;
there is the need of a couple of sensors in order to be able to distinguish between the composition,
where the signal must be summed (a, on the left) and the morphology,
where the signal must be subtracted (b, on the righijth, 1995)

In Scanning Electron Microscopy, characteristrays are also emitted as a consequence of the
electron beam impact. They are generated when the incident electron takes away a core electron
from the atom; the equilibrium is restablished i the transition of an external electron to a core
level: this phenomenon can cause the emission of a photeRaiXemission) or the generation of
Auger electrons. Light elements prefer the latter mechanism, while heavier one the former. The
analysis of tb characteristic xadiation emitted can yield both qualitative identification and
gquantitative elemental information frommegions of a specimen nominallyum and 1 um in depth,
even if these dimensions change with the operating conditions. It mustefardgotten though that

the depth of emission of different signals varies: SE are emitted from the topmost layer of the
sample, while both BSE aneR4y are generated by atoms that can be quite deep inside the sample

(Figure48).

Incident electrons
(electron probe)

10 -100A \ /

SAL AL
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Secondary electrons
Auger electrons

Backscattered
electrons

Continuum

X-rays Characteristic X-rays

Fluorescent
X-rays

Figure48 - Different emission zones for the signals produced after the impact of an electron on a qluiitlte1995)
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The chemical analysis in SEM is performed by measuring the energy and intensity distribution of the
x-rays generated by the electron beam. One of the most commuays detectors are the so called
EnergyDispersive Xay Spectrometer (EDS) and the Wavelength Dispersion Spectroscopy (WDS). In
EDS, the impact of a X photon on the sensor generates an elduttencouple with an energy
proportional to that of the photonIn the second case therdys are separated by diffraction; by
analysing the various diffracted signals it is possible to reconstruct the energy spectrum. The main

characteristics of both the detectors are summarisedatle?.

time required for quantitative analysis minutes hours

Sensibility high (>10 cps nAY) low (<16 cps nAY)
damage to the sample Low medium

focus problems neglectable high

spectral resolution Low optimum

signal to noise ratio Low high

revedable elements Z>10 Z>4

accuracy of quantitative analysis low good

Table7 - EDS and WDS comparison showing their different features

The mathematienodel that allows a quantitative analysis by SEM and EDS/WDS is important to keep

into account some corrections. Three different physical effects can alter a measurement:

- Atomic number (Z correction): different atoms emit different X photons quantitiesnatit by

an electron.
-1 04a2NLIGA2Y 0O O2NNBOGA2YU0OY AT Go2 StSYSyida !
6KSNB KAa. Ad GKS SySNHe 2F (KS - LIK2G2Yy SYA

A, the atom A may ionise itself and absorb ¥ghoton. Therefore the number of resultant X
photons for element B will be lower than the real.

- Fluorescence (F correction): if the atom A absaabphoton emitted by B, it can femit
another photon, that will be characteristic of A; in this case it sa#m that the quantity of
element A is higher than the real case.

The energy dispersiveray spectroscopy is the technique used during the present thesis work in

addition to the scanning electron microscopy. This kind of detector allows micro chemical
characterizations by the collection of theray emitted by the elements of the structure under study,

in general with an atomic number higher than sodium (Z = 11). As claimed before, for lighter
elements Auger electrons emission is preferred, and onlyguiiDS it results difficult to obtain a
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complete quantification of light elements such as boron, carbon, nitrogen and oxygen-rafie ate
RSGSOGSR o6& | aArAftAad2y RAZ2RST FFOGSNI GKS LI &aal3as
generally coold to reduce noise. The analysis of the revealed spectrum can ensure from a qualitative
to a semiquantitative characterization of the specimens. The qualitative identification of the
elements is based on the fact that every element presemt Xray emissin with a specific
wavelength. On the contrary, the quantification of the elements is quite difficult: the calculations are
much more complex, because it is essential not only to integrate the peaks, but also to calculate the
background signal, use corrém for atomic number, fluorescence, adsorption (the so called ZAF
correction) and tare the system with a known standard. The surface must also be extremely flat to
avoid morphology effects on the sigr{&chlin, 2009)

For the microstructural characterization of the materials and of the samples produced during the
experimental work a Scanning Electron Micrgsed-EG ASSING SUPRA 25 was used. The SEM is
equipped with an highesolution EDS probe Oxford 7353 EDS, in addition to the SE and BSE
detectors. The metal matrix composites, the metal powders and the carbon nanotubes have been
analysed without the need ddiny kind of prereatment, whereas the polymer matrix composites
requires a metallization process before the scanning electron microscopy investigation. The samples
were covered by a very thick layer of chromium atoms so to improve the conductibilityeof th
material, avoiding the accumulation of the incident electrons on the surface and allowing the

emission of the secondary electrons.

3.5.2. UWVISIBLE SPECTROSCOPY
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Figure49- An example of double beam biNsible spectromete(Perkampus, Grinter, & Threlfall, 2012)
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The Ultra Violet and visible spectroscopy is a particular spectroscopic technique in which the
absorption of radiations in the range from the UV to the near ifda(from about 185 to 3000 nm
wavelength) is measured. An example ofld¥/spectroscopy apparatus is reported-igure49.

The samples are generally in form ofliguid solution and put in transparent cells. A reflection
phenomenon is observed both at the interface air/cell wall and at the interface liquid solution/ cell
wall. A relevant attenuation of the transmitted ray light is observed because of these reflecti
phenomena and also because of the scattering of large molecules suspended in the solution. The
emerging ray is collected by proper detectors and the absorb#&nsesvaluated using a very simple

relation called Beer law, in whickis directly correlatd with the step lengthb:

Wherecis the concentration and is the absorption coefficient of the material analysed.

The law is a good approximation of the absorbance behaviour however several limitations and
deviations from the linearity have been report€8koog, Holler, & Crouch, 2007)

In my research work the WWMs spectroscopy was used in order to evaluate the dispersion grade of
carbon nanotubes after sonication and magnetic stirring inrspree of PVB (polyvinyl butyral) as a
surfactant. The idea is that big agglomerates of CNTs can increase the scattering effect of the
solutions, while good dispersions exhibit a more intense absorbance around 250 nm (a typical
absorbance peak of the CNTBEcause of their dark colour the CNTs can absorb intensely thesUV
light, so the solution analysed wetargely diluted with ethanol. To avoid the presence of large
bundles the diluted samples were decanted for a week before their analysis.

The instrunent used for the scattering evaluation is ad¥ double beam spectrophotometer Cary
500 (Varian Co., USA) equipped with a Varian-28A integrating sphere and the spectra were

collected between 210 and 800 nm of wavelength.

3.5.3. X RAYs DIFFRACTION

X-Ray diffraction is used in order to analyse the phase composition of crystalline materials; the

method is based on the Bragg Law:
y < Adsin’

where n is an integer, generally X is the wavelength of the incident-Ray radiation, is the
incident angle andi is the distance between identical planes reflecting the radiation, as reported in

Figureb0.
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Figue 51 - X-Rays spectrum generated by the impact of electrons on a anode; it is possible to see
the Bremsstrahlung and the characteristic peaks of the anode maté@ality & Stock, 2001)

Thus, if a X photon incises with angleon several atom planes separated by the distancea
diffraction will take place, because of the constructive interference between the X photons and the
atoms. From the distancedl relative to each family of planes of a material, together with the

intensities of the diffracted beams, it is then possible to know the exact lattice parameters and atoms
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disposition of the crystal cell. All the diffractions of all the lattice planes create arpatie
diffraction signals that is specific for every mate(@&inallman & Bishop, 1999)

Since always < 2d, the wavelength must be rather low, and this is the reason why X radiation is
used.

X-Rays argoroduced as a consequence of the impact of accelerated electrons toward an anode. The
characteristic radiation spectrum emitted is characterized by a continuous radiation, called
Bremsstrahlung, superimposed to peaks typical of the anode mateffigise 51).

In XRay Diffraction it is needed a monochromatic radiation, so that filters are used to eliminate the
not required contributions. The closer the peaks the mdificult the filtering, so that while Kand

K peaks are easily separated, J&nd K ,are very difficult to divide; in the instruments used during
this thesis both the contribution are present in the spectra. In this casgsHKialf the height of K,

and their separation is evident only at high diffraction angles.

One of the diffractometers used during this thesis was of‘tH2 type Figure52), the other of the

‘- type. The principle however is quite the same in the two cases.

Figure52- Diagram of a -H ‘type diffractometer(Cullity & Stock, 2001)

There are different software to analyse the data, such @®iX used in this thesis, that takes the
angles, intensities and potential constituents, and gives an estimation of the promising phases from
the PCPDFWIN database (containing an extremely hightiy of identified and standard patterns),
making a comparison between the experimentala¥ pattern and the reference one, so that it is
possible to identify the phases present in the material under study. Frey Xiffraction can be
realised on a mssive material or on a powder; in the first case, if the material has an oriented

crystallographic structure, this will influence much the measurement, since certain planes could not
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be oriented as to diffract the incident radiation. In the case of powidstead it can be supposed
that, if the powder is sufficiently fine, all possible diffracting planes are diffracting at the same time,

and all possible reflections are reported.

The XRD characterizations were performed using a commercaa diffractomeer Philips PW 1710

/ dzY NI RALFGA2Y Ay | NIy3aS 2F H‘' XBOidedcEyiwhicna | yF
collimator of 0.3 mm is used to obtain a collimated ray of X radiation for the analysis of small samples

or of small phases with an increakerecision and accuracy. For the mickiRD tefts the samples

were analysed by Rigaku D/MAX Rapid microdiffractomeétra fixed 10° angle , while where

rotated of a. angle between30° and 30°. Thanalyses werg@erformed for 30 minutes in order to
maximize the diffraction signals of the samples and minimize the noise level (due to the scattering of

the sample).

3.5.4. MECHANICAL CHARACTERIZATIONS
3.54.1. MICROHARDNESS

The hardness of materials is usually determined by indentation. It consists in quantifying the
resistance of a surface to the penetration of a harder object. Several methods have been developed
and the main ones are Rockwell, Brinell, Vickers and KnoopenRg also nanoindentation
techniques have been spread. Each method differs from the others by a specific geometry and size of
the indenter, has by its specific equation, and presents also specific load conditions.

In Table8a list of these principals hardness tests and their main characteristics is refgétkedland,

1996)

All these tests can be used to give indications about the effect of the specific fabrication technique,
or thermaktreatment, and are often used for quality control and correlation with other progsrtf

the materials.
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Indenter - _
Test : Load Application Equation
geometry and size

Cast and iron

Brinell Ball of 10 mm 3000 Kg _
steel . cL
Oo — —
NonHferrous 00 MO Q
Brinell Ball of 10 mm 500 Kg
alloys
Very hard
Rockwell A Diamond cone 60 Kg
materials

Brass and low

Rockwell B Ball of 1/6 in 100 Kg The instrument is equippet
resistance steel

_ _ with a micrometer able to
Highresistance

Rockwell C Diamond cone 150 Kg | measure the penetration o

stee
the indenter and to

High resistance

Rockwell D Diamond cone 100 Kg I evaluate the hardness of
stee
the material
Rockwell E Ball of 1/8 in 100 Kg Soft materials
Aluminum and
Rockwell F Ball of 1/16 in 60 Kg _
soft materials
Vickers Diamond pyramid 10 Kg Hard materials 00 piﬂi o
0
. 0
Knoop Diamond pyramid 500 g All materials "Ovu 50

Table8 - Indentation techniques and their featureB: (oad applied in kd) diameter indenter in mm¢ diameter of the
imprint in mm,L: length of indentation along its long ax;correction factor related to the shape of the indenter, ideally

0.070279. The factor 1.864dss ( /2=136/2), where 136 is the angle tie pyramid)
In this thesis, Vickers hardness test (ASTME92vasused.Microhardness (HV) of aluminum matrix
composites was measured using a LEICA micro HV indenter with a load of 50 g for a dwelling time of
10 s. At least 20 measurements were performed for each specimen, in order to obtain statistically
representativeresults The test consists in penetrate a surface under investigation by an indenter, in
this case a diamond pyramid with squdrase that forms an angle of 136° with the opposite side
(Figure53). The force applied is known, and by measuring the surface area of the imprint (the
operator measures the imprint diagonal length, then the area of the imprint can be calculated by the
simple geometrical formula shown ifable8) it is possible to obtainhe Vickers hardness. Vickers
hardness test should be independent of the load, exceptdse of mall loads(Dieter & Bacon,

1988)
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136° between
opposite faces|

Figure53- Schematiacepresentation of a typical Vickers indenter

3.5.4.2. ELASTIC MODULUS

The elastic modulus can be estimated from the mechanical tensile tests, however it is easier and also
gives better results to measure the fundamental resonant frequency of a test specimescitipgeit
mechanically with an elastic impulse (ASTM standard Gi2e®E & { G+ yRFNR G4Said YS
,2dzy3Qa Y2Rdz dza>X AKSIFNJ Y2Rdzf dzaZ |yR t2A3a2yQa
GAONI GA2YES HnnmOUd ¢ REDAGSARRNVI] &FS +QI0INT SIR 2412 E LI
the resulting mechanical vibrations of the impulse and isolate the fundamental resonant frequency.
From this frequency values, knowing exactly the geometry of the specimen, it is possible to
determine KS Re@Y Il YAO , 2dzy3Q& VY2Rdzf dzi 0G23SGKSNI gA (K
ratio).

The specimen must be in the form of a rod or a rectangular bar. In this latter case, the equation that
Oy 0SS dzaSR (G2 OIFfOmE IS GKS ,2dzy3Qa Y2RdzA dza

0
— Y

aQ

O T™T @ 85—

W

whereEA & G KS | 2 dzy Jthe méss Bfdbe bai (ghdte width Xmm),Lits length (mm)t
its thickness (mm) andi the fundamental resonant frequency (Hz) of the bar in flextreis a

O2NNBOGAZ2Y FFOG2NI GKFG I O002dzy i F2NJ 0KS FAYAGS
124



Wtp ™M ocdxo -
P 9B oY ™MTNYPd o'p -

" 0 o)
Y p e®dyp ﬂ&ntcrg ﬂfﬂJ(ptg

where>A & GKS t2A8a2yQa NIGAZ2O

If the ratioL/ t is greater than 20T; can be simplified to the following:

., 6
Y op ey

and Ecan be calculated directly.

IfL/tA& aYlftSNI GKIY wnX SAiilR8dbdc@latedRvihdadietiRer NI
process; in this case however alsa tlynamic shear moduluS must be calculated, and must be

used the equation

O
o) p

It is important to place correctly the microphone and to hit in the proper point the specimen, since

the correct vibration mode must be excited.

If Eis to be measured, the specimen must be hit on the centre of a face; if a contact transducer is
used, it must not be placed in an antinode, since in this case the natural vibration can be modified,
but as far as possible from the nodal points. If a+{gontact transducer is used, on the contrary, it

should be placed over an antinode point, close to the test specimen but not so close as to interfere
with the free vibration. In this case the obtained frequency will be the flexural resonant frequency.

If the torsional frequency must be measured, so to be able to ob@irthe transducer must be

located at one quadrant of the specimen, preferably at approximately 0l224m one end and

toward the edge This location is a nodal point of flexural vibration avid minimize the possibility

of detecting a spurious flexural mode. The specimen must be hit on the quadrant diagonally opposite
the transducer, at a specular position.

,2dzy3Qa Y2RdzZ dzA 61 & YSFAdzZNBR 2y LJ NI f S0 ByLIA LISR
using an impulse excitation technique, involving the analysis of the transient composite natural

vibration (GrindoSonic MK5 Instrument).
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3.5.4.3. THREE POINTS FLEXURAL TEST

The bending or flexural strength of the metal matrix composites were measuredirbg point

flexural tests (configuration reported in

Figure54). The samples preparation for this kind of measurements is easy: bars with a cross section
either rectangular or circular with specific dimensions (ASTM standard @it6I & { G Yy Rl NR
method for flexural strength of advanced ceramics at ambient temp&&u®é 0 G KIF 0 RSLISY
length of the span L. The specimen bar is placed between the span according to thedhree
configuration, and then is applied a concentrated load in one point. The sample is in compression at

the surface positioned in the logehrt and is in tension in the rear surface part.

Point of fracture
v /
e

t ~ e

]

Figure54 - Configuration for thregoint bending test

The standard formula for the strength of abeam inthte® A y i Ff SEdzNBE A& | & F2f
C116194, Standardtest method for flexural strength of advanced ceramics at ambient

G§SYLISNE Gdz2NB P 0

000
i cuwQ

whereFis the loadLis the outer support spar the specimen width antl the specimen thickness.

Threepoint bending strength was measured accordingUbll EN 658.3 standard (Sintech 10D
equipment), with a crosshead speed of 0.1 mm/min in stroke control and 20 mm span for MMCs,

while for CMCs the crosshead spin was of 0.2 mm/min and the span of 40 mm.
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3.5.4.4.

TENSILE TEST

The tensile test measures the resistamméea material to a static or slowly applied force. Its plapity

is due to the fact thathe properties obtained could be applied to design different components.

Typically, a tensile test is conducted on metals, alloys, and plasticsilérasts can ab be used for

ceramics, however, the test is not very useful fois kind of materialdecause the sample often

easily fractures while it is being aligned. The strain rates in a tensile test are veryrsrb@fitp 102

sh).

Force T

Movable Grip
crosshead

7
[

T

Diameter|{*f —§—

—;c—‘

Gage
length

/

Grip+—

% |

oS

;

v

Figure55 - A typical tensile test apparatygskeland, 1996)

In Figure55 a typical tensile test apparatus is reported. Tdorectly placedgspecimenare subjected

to a forceF, called the load, and their amount of stretch between the gage marks when the force is

applied is measured by a strain gage or an extensometer. Thus, what is measured is the change in

length of the specimem(}J over a particular original length). Information concerning the strength,

2dzy 304

Y2 Rdzf dza =

I v R Botaided Ardnisich a téngile test. Whei & thidsille

test is conducted, the data recorded includes load or force as a function of change in Ipnigth (

These data are then subsequently converted into stress and strain. The-stir@isscurve is analysed

furi KSNJ 2

GKS SEGNI OG0 LINPLISNIASaA

27

YI GSNRI €

Figure56). The results of a single test apply tosiles and crossections of specimens for a given

o]

az

material if we convert the force to stress and the distance between gage marks to strain. Engineering

stress’ and engineering straiv are defined by the following equations:

&
Ao
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where A, is the original crossectional area of the specimen before the test beginis the original

distance between the gage marks, gmds the change in length after fordes applied.

45,000 — Fandl i
Tensile strengt
40,000 — A
Elastic limit
35,000 — ™~ \
- ) Plastic deformation Breaking
o " Offset yield strength j stzeagth
& 25,000 / oryield strength '
@ 4 :
$ 20,000 . Elastic stretching ;
7 ) '
L2000 == Modulus of elasticity :
10,000 .
Elongation 5
000 to failure .
0 I LR R v < I I | N J
0.002 0.004 ° 0.020 0.060 0.100 0.140

Strain (in./in.)

Figure56 - Example of stresstrain curve for an aluminium alloy specimg@kskeland, 1996)

Mechanical performance of the tape caBWVBCNTs composites was measured by Sintech 10D
58yl Y2YSGSNE FYR 620K YIEAYdZY aGNBy3dGK FyR | 2dzg
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CHAPTER 4: RESULTS AND DISCUSSIONS

4.1. CARBON NANOTUBES DISPERSION

Starting the experimental work on the production and characterization of composite materials
reinforced by carbon nanotubea great importance tabeen devoted toward the comprehension of

the state of the art of the topic. Due to the complexity and to the current rieée on carbon
nanotubes an extreme large number of papers and books has been published sirdieciner of
carbon nanotubes 1991. The very first step of the work has been focused on a deep bibliographic
investigation in order to fully understand the fmem of CNTs. Several approastare used in
innumerable research works conducted albund the world (cf. chapter)2but all of them have in
common a fundamental aspect: the dispersion of tdabon nanotubes (section 2.4or this reason

the first stepof my experimental work had been the deepening of the dispersion problem. We
decided to start from low cost raw materials. Therefore we used for our experiments industrial grade
YIy2GdzoSay GKS bly20&ftu b/ tTnnnd ¢KSdae arouns | NB
and are low cost and low quality CNTs. Wso determined to use a simp#pproach to avoid the

use of expensive and complex processeswe tried to disperse CNTSs directly inside a proper solvent
using only ultrasound sonication. The firattempts made concerned the direct dispersion of
nanotubes in ethanoby sonicating them for several minutes with a probe sonicator. In a first
moment different sonicatioftimes have been experimented in order to determine the proper
duration of the process. For very long sonicatigimes the CNTs could be damagduk sample could

be heated andevaporation of the solvent is observed. Moreover, for more concentrated samples, a
LI NI A Odzf I NJ LIKSYy2YSy2y>s GKFEG 6S Ol futeSoRsorieHo®:f A TA O
the carbon nanotubes tendo form a sort of gewith the ethanol trapped insidein which the
propagation of the ultrasounds becomes impossible. This reaction could be tedneith the
presence of singleanotubes partially extracted from the CNTs bundles that try taggregate with
nanotubes of other bundles, creating a sort of net. This phenomenon is characteristic of
concentrated dispersion of CNTs, in which the bundles results more close eachtt@hen very
diluted solutions. After several dispersion tests we decided to sonicate the carbon nanotubes and the
solvent for 15 minutes, in order to maximize the dispersion effect of the ultrasound probe and

minimize the damaging of the CNTs.
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Figure57- A CNTs dispersion in ethanol after 15 minute of probe sonication (a)
and a magnification of its meniscus (b) where the red arrow indicates the presence of pure ethanol.

Figure58 - Precipitation of the sonicated CNTSs after dilution with pure ethanol
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In literature it is possible to findhat with this approach several researchers affirm to obtain a
reasonable dispersion. Actually at a first sight the content of the beaker, in wiéchlispersion
occurred, appeared black and uniform and generally the dispersion was maintained for several days
(Figure57a). But at the ethanol mengsis it wasnoted few millimeters of pure ethandlFigure57b).

So it had beemlecided to try to dilute with ethanol a small quantity of this sorecaCNTs and after

few minutes it wasobserved that they precipitate@igure58). So they were notompletelywell
dispersed. The partially disaggregated bundles of carbon nanotubes have been used as
reinforcements for the production of polyvinyl butyraatrix composites (cf. section 4.2). After the
tape casting process and after the evaporation of the solvent, the obtained film of composite
appeared macroscopically homogeneous, despite of the not satisfying dispersion of the fillers after
the sonicatia step. In confirmation of this visual impression, small portions of composite were put in
liquid nitrogen and a brittle fracture was caused. After metallization the fracture surfaces were
observed by scanning electron microscopgy.the microscopic levelcarbon nanotubes appeared
uniformly dispersed within the polymer matriand a partial orientation is observed along the
casting direction (the CNTs appeared as white spots on the polymer fracture syfFanae59).
Despite of the presence of few bundles, thengral aspect of the tape castomposites was

unexpectedly uniform and a good dispersion and distribution of the nanotubes is quite evident.

Figure59 - Two different SEM magnification of PXZBITs tape cast composites.

Since the pralispersion step was the same adopted during the study of dispersion, it is clear that
another effect contributed to the effective dispgon of the tubes. The main hypothesis to explain

this dispersion phenomenon were twithe mechanical effect of the sliding under the blade and an
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effect due to polyvinyl butyral, the thermoplastic resin commonly used as matrix in tape casting
processes.

The polyvinylbutyral is the common name forofy[(2-propytl,3-dioxane4,6-diyl)methylene], a

polymer obtained from polyvinyl alcohoby reaction withbutyraldehyde It is characterized by the
presence on its structure of a kdBoxane, a cyckhexane ring with two substituent oxygen atoms in
positions 1 and 3Higure60). In literature, several studies were conducted on different polymers as
dispersant of CNTs (cf. section 2.4). During the present experimental work, the tests conducted to
demonstrate the eféct of the polymer were: an optimization of the contact between PVB and CNTs

and tests on the dispersion of CNTs with different quantities of polymer. All the experiments were
O2yRdzOGSR 2y on Y3 2F bly20etu b/ tnnn AYy on (K3

ﬁ/ ?cHﬁ;
e

sl

Figure60 - Monomer of polyvinyl butyral

The first experiment involved an improvement of the contact between the polymer and the carbon
nanotubes. We tried to increase the magnetic stirring time with respect to the one genesatllyfar

the preparation of the slurries. Experiments were realised by makingvipgly butyral matrix
compositeswith mechanical agitations of 1 to 72 hours, after the 15 minutes of ultrasonication. The
slurries were tape cast, dried and finally were eusimall stripes, put in liquid nitrogen, broken and,

after a metallization step, observed by scanning electron microscopy.
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Figure61 - Fracture surfaces of tape cast RERTs composite after
1 hour of magnetic stirrinGwo SEM magnifications)

Figure62 - Fracture surfaces of tape cast REZRTs composite after
24 hours of magnetic stirring (two SEM magnifications)
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Mag = 10.00 K X D= 6m BT 10 MM Mag= 1.00 KX

Figure63 - Fracture surfaces of tape cast RERTs composite after
72 hours of magnetic stirring (two SEM magnifications)

The results are shown iRigure6l, Figure62 and Figure63 for samples stirred 1 h, 24 h and 72 h
respectively: the samples with longer stirring times result more dispersed and the presence of
bundles and aggregates are appreciably reduced. In particular large bundles are observed after only
1 h of magnetic stiing, with their number dwindling with increasing dispersion time. After one day it

is possible to affirm that the dispersion is complete. Also considering the necessary optimisation of
the process, it was decided to conduct all our experiments with a magserring step of 24 hours.

This kind of test in any case showed that a better contact among the polymer and the nanotubes will
improve the dispersion inside the compaosites, supporting the theory of a polymer effect.

A second test involved the dispersiof CNTs with different amounts of polyvinyl butyral. The study
2T t+. STFSOG 2y /bca RAALISNBAZ2Y ¢l a O2yRdzOG S
thousand milligrams of ethanol by 15 minutes of ultrasound sonication. After that different amounts
of PVB were added and the suspensions were mechanically stirred for 24 hours, on the basis of the
experimental data collected in the previous experiment. We used six different PVB amounts reported
in Table9 from 0 mg of polymer to the amount used in a normal slurry for tape casting. All the
samples were then diluted 40 times with ethanol and put in test tubes for a better observation of
precipitations. Ou purpose was not only to detect a possible PVB effect, but also to identify the

minimum quantity of polymer necessary to obtain it.
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0 mg
30 mg (1:1)
150 mg (1:5)
600 mg (1:20)
2400 mg (1:80)

5010 mg(SLURRY amount)

Table9 - PVB content in weight and CNTs:PVB weight ratio for
the six samples prepared for the polymer effect study

Observing the test tubes with the diluted carbon nanotubes suspensions, of which the pictures are
reported in Figure 64, several observation could beode: first of all, as expected, the sample
prepared in absence of polyvinyl butyral réded not dispersed and the CNTsompletely
precipitated on the bottom of the vial in few hours. The interesting effect correlated with the
presence of PVB is alreadipar in the sample with a very small amount of polymer, equal to a ratio

of 1 to 1 in weight with the CNTs. The suspension appears more homogeneous than the one without
PBV and the supernatant ethanol appears black and not uncoloured as pure ethaniteFésting

thing is that after a quick precipitation of maeagglomerates the supernatant maintain its dark
colour for months. Increasing the PVB content we observed a decreasing amount of precipitated
CNTs on the bottom of the test tube up to the samplepared as a slurry where no visible

agglomerates presence is observed
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0PVB 1:1 1:5

1:20 1:80 SLURRY

Figure64 - Dispersions of CNTs in presence of different amounts of PVB after sonication,
mechanicaktirring and dilution with pure ethanol (1:40 vol)

The effect of the polymer polyvinyl butyral on the dispersion state of the carbon nanotubes has been
demonstrated by these two simple tests but at this point of the dispersion investigation was useful to

try to better understand which kind of effect the polymer could exert on the CNTSs.

Polyvinyl butyral could be responsible for a polymer wrapping effect (extendedly discussed in section

2.4.2.2). This is a not well known interaction between carbon nancua@ed polymers. It is

139



considered a noiftovalent functionalization and involves a nanotubes interfacial properties
modification. The suspension of CNTs in the presence of some polymers leads to the wrapping of
polymer around the CNTs to form supermolecutamplexes Figure65). The polymer wrapping
process is supposed to be achieved through the Van der Waals interactions¢andtgrking
between CNTs and polymer chaicrentaining aromatic rings. But the phenomenon should be also
more general. In our hypothesis the wrap effect should involve the two oxygen atoms in the ring and

their free electrons.

Figure65 - Polymer wrapping model

We tried to create a very simple and easy model to evaluate the minimum quantity of polymer
necessary to create a modayer on the CNTs. Our very basic calculations consider the surface area
2F GKS OFNb2y yly2i0(dzoSa | yR | Iyinyl hullyddlPTReAréSlilts iS & Y 2
GKId G2 ONBFGS | Y2y2fF&8SN 2F LRf&e&YSNI 2y on Y3
required. Due to the statistical aspect of the effective wrapping (the polymer chains need to run into

a tubes and then to stario wrap it, and this is a statistical phenomenon especially in very diluted
solutions) and also considering the difficulty to weight and manipulate so small quantities of
polymer, we decide to work with the 1 to 1 ratio but to try to improve the wrappifigct. The
improvement starts from adding the PVB to the CNTs from the very start of the dispersion process.
So the PVB is added to the nanotubes and ethanol and sonicated. An additional step of 30 minutes of
ultrasounds bath sonication is inserted in oprocedure to improve the contact between the
nanotubes and the polymer chains (and so increase the probability of the beginning of a polymer
wrapping phenomenon), also on the basis of the literature collected. A series of samples was
prepared using the desloped method, with the 15 minute ultrasonication and 30 minutes bath
sonication steps, followed by 24 hours of magnetic stirring, only moving the insertion of the PVB

from the stirring step to the probe sonication one. Other samples were only sonicladeld the 15
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and 30 minutes steps and in presence of the polymer), others were prepared adding the polymer
during the sonication and avoiding the mechanical stirring step 24 hours long.
From the test tubes we denoted immediately a precipitationagfglomerated carbon nanotubes

lower than for the specimen only magnetic stirrddgure66).

1:1 mechanical stirring 1:1 sonicated 1:1sonicated +
mechanical stirring

Figure66 - Test tubes of differently tread CNT4VB samples. The first on the left is a dispersion in which the polymer was

added in the stirring step, the central picture is for a dispersion in which the PVB is added during the sonication step and

the mechanical stirring is eliminated; finatip the right a picture of a dispersion made adding the polymer during the

ultrasonication and a 24 hours stirring also took place

To evaluate the dispersion state of the carbon nanotubes a drop of the three kind of samples and of
pristine CNTs suspensi@put on a SEM sample holder, evaporated and used for scanning electron
microscopic investigation. Obviously some problems occurred due to the small excess of polymer
present but the problem was not so serious to require a sample metallization for 8&lykia. In
Figure67aA & NB L2 NI SR | o0dzy Rt S 2F LINRAGAYS bly20efn
manipulation. InFigure676 A & Ll2aaAoftS (G2 20aSNIBBS bly20eftxn b
The bundles are partially destroyed but a sort of tangled net is still present. Adding PVB after
sonication, during the mchanical stirring process, the nanotubes assume the aspect registered in

Figure67c.
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Pristine CNTs

L.

Mag = 25.00 KX

1to1l
Mechanical
stirred

;

Figure67 - SEM images of pristine CNTs (a), cateid CNTs (b), CNTs sonicated and mechanically stirred with PVB (c)
and CNTs sonicated in presence of PVB (d)

In this case single carbon nanotubes are present and they appeared well separated each other. Some
bundle still hold tight but there are also zones with polyvinyl butyral agglomerates. Observing the
CNTs where the polymer was added before sonicatiéigufe 67d) a very similarsituation is

reported. The problem of this kind of microscopic approach was the concentration of the
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suspensions: despite of ttdilution of the solutions, the number of CNTs present is very high and so
is difficult well understand the dispersion and distribution state. Not significant differences were
denoted for the sample with the additional stirring step after sonication of.PVB

Another approach to evaluate the dispersion state was used, i.evitibe spectrometry. We tried

to evaluate the presence of carbon nanotubes suspended (and so well dispersed) from a scattering
effect on the light from 210 nm to 800 nm of wavelengtheTsamples in the test tubes were let
stand still for two weeks, in order that all the agglomerates should precipitate and not interfere with
the scattering test. A small amount of supernatant is taken and diluted ten times in ethanol. In our
hypothesis tle higher is the scattering effect the higher is the number of suspended (and so well
dispersed) CNTs. The results are reporteHigure68: the scattering effect isapresented by the red

line for the 1:1 ratio in weight PVB:CNTs with the polymer added after sonication, blue line is for the
1:1 ratio in weight PVB:CNTs with the polymer added during sonication. The scattering effect is
correlated with the rising of théase line and the higher is the scattering the higher is the rising. In
this case the two samples are not so different but the second one on the base of our hypothesis
should be characterised by a better dispersion and thus a higher scattering effectlséVtested

two other samples with higher content of PVB and the scattering is actually bigger. But the
interesting thing is that the two samples resulted quite identical, as the effect of dispersion of PVB

reach a maximum after a certain amount.

0,3
= 1 to 1 - Sonication
0,25 ——1to 1_mechanical stirring
1to 20
=1 t0 80
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210 310 410 510 610 710
Wavelength (nm)

Figure68 - U\vis absorbance dfifferent CNTs suspensions
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Another study on the dispersant effect of polyvinyl butyral was made: instead of the PVB two
different compounds: the 1;8ioxolane and 18lioxane Figure69). They have cyclic structures with

two substituent atoms of oxygen, similar to the PVB one. These two compaimdld help us to
understand theeffect on dispersion of the 2 oxgg atoms.Aratio of dioxolane and dioxane of 10 to

1 in weight on respect of CNTs was used. | added them before sonication so to improve the contact
and | used a ratio of 10 to 1 considering the statistical aspect of a monomer linkage on respect of a
polymer one. The result from a macroscopic point of view was not good and is similar to the sample
sonicated without added compounds. The problem in the utilization of these two dispersant is
certainly the absence of an actual polymer, which made the procédmlage on the carbon

nanotubes surfaces more favourable.

O O

O

O

1,3-DIOXOLANE 1,3-DIOXANE

Figure69- 1,3-dioxolane and 1,3 dioxane structures and an example of not dispersed solution

Because of the excellent results obtained using the commercial gradtavalled carbon nanotubes
LINE JARSR 08 bly208ftus 6S RSOARSR (2 dzasS GKS a
different aspect and purity grade. We decided to adopt the dispersion technique with polyvinyl
butyral 98 to Sigma Aldrich multiwallethnotubes with high purity gradd-igure70), with Future

/I ND 2 y QaFigaré71),¢add aldo with nanotubes produced by Arc Deposition at the National
Laboratories of Frascati (Laboratori Nazionali di Frasedt)l.F.N.- Nanotechnology Laboratory

(Rome) (in collaboration with Dr. Federico Micciulll).the three kinds of nanotubes appear less
SyGry3t SR GKSY (GKS b/Tnnnd ¢KS /b¢a 6SNB GNBI G

ultrasonication and in presence of PVB. After 24 hours of magnetic stirring the obtained slurries were
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cast on the supporaind then dried in air at ambient temperature. The tape cast composites were

then broken in liquid nitrogen, in order to avoid a plastic fracture surface, metallized with a very thin

chromium layer and finally observed by Scanning Electron Microscopy.
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wo different magnificatiohs SEM images for Future Carbon MWCNTs

AL T S o

Figure71-T

100nm
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Figure72- Two diferent magnifications SEM images for MWCNTSs by Arc Deposition
at Laboratori Nazionali di FrascatiN.F.N. prepared on a TEM sample holder
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The results are reported ifigure 73, Figure 74 and Figure 75, where several SEM images with

different magnification are shown for each sample.

Aperture Size=30.00 ym  EHT=1000kV  Signal A=InLens
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Figure74 - Four SEM images at different magnifications for cast composites reinforced with Future Carbon MWCNTs

Figure75- Four SEM images at different magnifications for cast composites reinforced with MWCNTSs by Arc Deposition
At LaboratoriNazionali di Frascati.N.F.N.

All the three kinds of samples can be considered very similar to the composites obtained using
carbony' I y2(1dz0 S& bl y20eftun b/ tnnnY GKS yly2GddzoSa I L
fracture surface of the material, they are also partially orientated along the casting direction and we

can observe especially their diameter (with spots and circlas).féw small bundles of not dispersed

CNTs can be still identified. It is very interesting also to observe a diffuse phenomenon in which, in

presence of cracks, the nanotubes are placed to form a bridge between the two edges of the crack.
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