Identification of suitable locations for artificial groundwater recharge in a mining area of India by using remote sensing and GIS techniques

Original
Identification of suitable locations for artificial groundwater recharge in a mining area of India by using remote sensing and GIS techniques / Tiwari, ASHWANI KUMAR; Lavy, Muriel; Amanzio, Gianpiero; DE MAIO, Marina; Singh Prasoon, Kumar. - ELETTRONICO. - (2015), pp. 309-309. ((Intervento presentato al convegno AQUA 2015 - 42nd IAH Congress tenutosi a Roma (ITA) nel September 13-18, 2015.

Availability:
This version is available at: 11583/2624836 since: 2018-05-21T17:49:00Z

Publisher:
società geologica Italiana

Published
DOI:

Terms of use:
openAccess
This article is made available under terms and conditions as specified in the corresponding bibliographic description in the repository

Publisher copyright

(Article begins on next page)
THE INTERNATIONAL ASSOCIATION OF HYDROGEOLOGISTS

HYDROGEOLOGY: BACK TO THE FUTURE!

42nd IAH Congress - ROME
Sapienza University of Rome - 13/18 September 2015

ABSTRACT BOOK
S3.10 - SUSTAINABLE USE OF GROUNDWATER
Mining is one of the major activities causing water pollution and threatening the quality and quantity of surface and groundwater resources in many parts of the world. Mining and related activities also damage the aquifer and decrease the water availability in the area. Groundwater may be considered as one of the most precious and basic needs for human existence and the survival of people providing the luxuries and comforts in addition to fulfilling the basic necessities of life. In India, more than 90% of the rural and nearly 30% of the urban populations depend on groundwater for drinking and domestic requirements. Historically, the overexploitation of groundwater resources is a major issue in Indian country. In fact in the last decades annual water demand has increased for agricultural and industrial activities. The hydrogeological system characterization and the artificial recharging of aquifers might help to solve the problem of the groundwater level decreasing. For this purpose, six important hydrogeological factors such as slope, infiltration, drainage, depth to groundwater, land use and geology have been considered to define the most suitable locations for artificial groundwater recharge in mining area. Different thematic maps were prepared from existing maps and data sets, remote-sensing images, and field investigations for identification of suitable locations for artificial recharge. Thematic layers for these parameters were organized as raster data, classified, weighted and integrated in a GIS environment using of Boolean and Fuzzy logic. The main objective of the present study is identifying artificial recharge site in West Bokaro coalfield of Jharkhand state using remote sensing and GIS applications, in order to make a proper planning and sustainable management of groundwater resources.