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Abstract—Simultaneous wireless information and power trans-
fer is an emerging technique in neurotechnology. This work
presents an efficient transmitter for both power transfer and
downlink data communication to multiple, miniaturised and
inductively-powered chips. We designed, implemented and tested
a radio-frequency transmitter operating at 433.92 MHz of the in-
dustrial, scientific and medical band. A new structure is proposed
to efficiently modulate the carrier, exploiting an amplitude-shift
keying modulation reaching a data rate as high as 20 Mbps
together with a variable modulation index as low as 8%.

Index Terms—Wireless Power Transfer; Inductive Power
Transfer; RF Transmitter; ASK Modulator; SWIPT; Implantable
Medical Device; Neural Implants; Miniaturisation.

I. INTRODUCTION

Neurotechnology is a growing research area for treating
neurological diseases and mental disorders, which affect a
significant fraction of the population. However, most of the Im-
plantable Medical Devices (IMDs) require implantable bulky
electronic units and batteries [1], which limit the miniaturisa-
tion of the implant. Next-generation neural implants might be
composed of a distributed network of miniaturised implants
allowing high-density neural stimulation and/or recordings
over large areas. In this regard, among the challenges [2],
[3], [4], [5], Wireless Power Transfer (WPT) methodologies
are key players to control and supply extremely miniaturised
and free-floating neural implants [6]. In particular, Simul-
taneous Wireless Information and Power Transfer (SWIPT)
systems have been widely investigated. The power required
by such miniaturised implants depend on the application (i.e.
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Fig. 1: (a) 3-coils IPT link in a distributed network of ultra-
miniaturised neural implants. (b) General equivalent scheme
for a 3-coils IPT link. In red, the novel RF SWIPT transmitter
proposed in this paper.

recording, surface stimulation, deep brain stimulation). Fig.
1a depicts the case of multiple miniaturised brain implant (i.e.
sub-mm size), wirelessly powered via 3-coils inductive link
and designed for brain stimulation. In this case, 20-100 µW
are usually required for the operation of the entire chip. Fig.
1b shows a simplified equivalent scheme of the entire path:



Fig. 2: Main blocks of the external RF transmitter: (A) LF Pierce oscillator; (B) PLL; (C) ASK modulator; (D) PA; (E)
Transmitting coil (Tx).

from the common Radio-Frequency (RF) base station front-
end (highlighted in red and scope of this paper) to the single,
individual neural implant back-end.

II. SYSTEM CONCEPT

Several WPT systems have been proposed over the last
years for miniaturised implants, including: magnetic coupling,
electromagnetic radiation, visible or near-infrared radiation
and ultrasonic coupling. Among WPT methods, 3-coils In-
ductive Power Transfer (IPT) emerged as the most appro-
priate method to supply multiple miniaturised chips with a
medium penetration depth (i.e. 1-2 cm) [7]. WPT via IPT to
miniaturised receiving coil (Rx) is mainly limited by low Rx
quality factor Q, low magnetic coupling at high distances and
Specific Absorption Rate (SAR). 3-coils IPT systems showed
the best performance in terms of Power Transfer Efficiency
(PTE), tolerance to misalignment and SAR-constrained Power
Delivered to the Load (PDL) [8]. Also, the efficiency of the
driver is negligible for 3-coils systems. PTE and PDL are two
key parameters in IPT links. High PTE favours the reduction
of heat dissipation within the coils and the tissue exposure to
the magnetic field H. IPT with multiple coils showed PTE
increments even at large operating distance compared to 2-
coils IPT systems [8]. In the case of miniaturised wirelessly
powered IMDs, the large majority of design constrains come
from the implant side and, therefore, the efficiency of the
Tx side may be sacrificed for a more robust and insensitive
base station. Moreover, in distributed network of miniaturised
implants, each powering transmission line (from the common
Tx front-end to the single receiver back-end) has a different
impedance. As a consequence, the Power Amplifier (PA) of
the RF SWIPT system needs to be a trade-off between power,
gain, linearity and robustness.

Data transfer is another key element in the design of
RF SWIPT transmitters [9] for several distributed and ex-
tremely miniaturised implants requiring large data transmis-

sion (e.g. up to a few tens of Mbps) [10]. Data communication
needs to be robust enough against interference to keep an
optimal bandwidth. Several modulation techniques for RF
data transmission have been proposed over the last years.
Among the other, Amplitude-Shift Keying (ASK), On-Off
Keying (OOK), Frequency-Shift Keying (FSK), Phase-Shift
Keying (PSK) and Pulse Position Modulation (PPM). ASK
modulation is usually used for its circuital simplicity, low
area and power consumption (considerations also valid for
the implant side’s demodulation block). The key parameter
in ASK modulation is the Modulation Index (MI), which
considers the amplitude difference between ”high” and ”low”
logical states [11]. In particular, no modulation occurs for
MI = 0 and OOK modulation is performed for MI = 1. In
the case of miniaturised implant, the energy storing elements
are extremely minimised, being the SWIPT signal the only
source of energy. As a consequence, if the signal is turned off,
the chip is no more supplied. Therefore, a sophisticated OOK
communication protocol needs to be adopted, controlling the
maximum number of subsequent ”low” logical transmitted bits
to maintain the transistor in their normal working condition.
Both FSK [12] and PSK modulation [13] are less susceptible
to noise with respect to ASK, at the cost of more complex
circuital systems and a low achievable data rate [14]. They
exhibit a larger frequency bandwidth, which is critical with
high-Q coils [9]. Moreover, in 3-coils IPT systems, the high-
Q resonator inhibits frequency and phase variations of the
transferred signal [15]. PPM presents a good synchronisation
and simplify the clock recovering at the implant side. An
exciting implementation is the Pulse-Width Modulated-ASK
(PWM-ASK) [6], which shows improvement in Bit Error Rate
(BER) and signal to noise ratio. On the contrary, both PPM
and PWM-ASK suffer from a low data rate. The optimal
modulation technique is a trade-off between carrier frequency,
data rate, sensitivity, circuital complexity, distance, area and
power consumption for both the transmitting and receiving



Fig. 3: Measurement of 13.56 MHz Pierce oscillator.

side [9]. In general, data rate may be increased by increasing
the carrier frequency f0. However, the maximum f0 is limited
to a few hundreds of MHz due to dielectric power losses in
biological tissues, exponentially increasing with the frequency.
Moreover, SAR is proportional to f0, hence, decreasing f0
is beneficial to increase the transmitted power and, finally, to
maximise the PDL. At the same time, a low f0 implies a large
matching capacitor at the receiver side, which increases the
bulkiness of the implant. Therefore, f0 is selected as a trade-
off between size constrains (which becomes significant at low
frequencies) and PTE (which decreases with the frequency).
As a rule of thumb, the optimal f0 must be higher than 250
MHz to enable Rx miniaturisation, and lower than 2.5 GHz to
reduce tissue losses and to have sufficient PTE [16]. Moving
from cm to mm-sizes, the optimal f0 consequently increases
from a few MHz to hundreds of MHz. We selected 433.92
MHz of the Industrial, Scientific and Medical (ISM) radio
band as optimal f0 for the IPT system, which is a good trade-
off between miniaturisation (i.e. under mm-range) and good
PTE and SAR-constrained PDL [17]. Here, we propose a novel
RF transmitter exploiting ASK modulation with a high data
rate together with an ultra-low MI.

III. SYSTEM DESIGN AND ARCHITECTURE

Fig. 2 shows the RF transmitter architecture. It is composed
by a quartz, a Low Frequency (LF) Pierce oscillator, a Phase-
Locked Loop (PLL), an ASK modulator, a class-AB PA and
a transmitting coil (Tx).

A. Low Frequency Pierce Oscillator

The first electronic block is the reference oscillator in Pierce
configuration (Fig. 2-A). In general, crystal-based Pierce con-
figuration is used with quartz oscillating in the range 9.735 ÷
14.0625 MHz, being advantageous in terms of cost, size and
power consumption. Fig. 2-A also shows the lumped model
of the quartz crystal described with the motional resistance
Rm, the motional capacitance Cm, the motional inductance
Lm and the package capacitance C0. The resonating frequency
fref of the quartz crystal is 13.56 MHz, as in Fig. 3; and the
lumped elements are determined accordingly (i.e. Rm = 60 Ω,
Cm = 0.012003 pF , Lm = 11.477 mH and C0 = 2.949 pF ).
The Pierce oscillator’s parameters showed in Fig. 2-A (e.g.
Rf , C1, C2, C3, LRFC1) have been sized following the
design procedure described in [18]. In particular, the feedback
resistance Rf is inversely proportional to the frequency and

(a)

(b)

Fig. 4: Simulations of (a) PLL RFi: the calibration time before
reaching the stable RFi depends on the B-divider value (i.e.
16); and (b) Phase noise behaviour highlighting the contributes
of the “VCO” - voltage controlled oscillator; “Ref” – internal
reference oscillator (i.e. 550 MHz); “Loop Filter” and ”Chip” -
noise of the loop filter, dividers and phase detector components
modulating the VCO respectively.

it has been chosen equal to 1 MΩ, thus preventing physically
damages of the crystal [19]. Assuming a lossless oscillator,
fref is given as in (1):

fref = fs · (1 + ρc) =
1

2π
√
Lm Cm

·
(

1 +
Cm

2CL

)
(1)

where fs is the series resonant frequency of the crystal, ρc is
the pulling factor and CL is the load capacitance (i.e. 20 pF ,
[20]). Hence, CL is described as in (2):

CL =
C1 C2

C1 + C2
+ PCBstrays (2)

where PCBstrays is the stray capacitance of the printed circuit
board (i.e. 3 pF ). In general, the transistor Q1 (i.e. a BJT
in npn configuration) have a small parasitic capacitances and
they have been neglected in (2). Therefore, solving (2) and
supposing equal capacitance values, C1 = C2 = 27 pF [20].
Last, LRFC1 represents the inductor choke, used to provide a
constant current from the power supply VDD provided from an
external battery (i.e. LRFC1 = 4.7 mH for a VDD = 3.6 V ).



Fig. 5: Simulation of our new ASK modulation approach. Red
and yellow sine waves are RFi and RFo respectively. The
zoom highlights the ASK with a MI of 8%.

B. Phased-Locked Loop

PLL is used in a wide variety of high-frequency applica-
tions, mainly in radio communication at high performances
and in transceivers, providing a precise and stable output
frequency RFi starting with an input reference frequency fref
[21]. We selected an integer-N PLL with N = 32, calculated
as the ratio between RFi (i.e. 433.92 MHz) and fref (i.e.
13.56 MHz). The choice of the integer-N PLL (LTC6948-1
by Analog Devices) is a trade-off between several parameters
(e.g. reference frequency, operating frequency range, phase
noise and frequency spur limitations), as in [22]. As a rule
of thumb, the PLL input impedance needs to be matched to
minimize reflections. Therefore, the input parallel capacitance
should be small enough to avoid input noise that can arise in
the loop. As a result, PLL locks the RFi of 433.92 MHz after
45 µs (Fig. 4a). The PLL phase noise is simulated around to
-158 dBc/Hz at RFi, as in Fig. 4b.

C. ASK Modulator

ASK modulation minimises bulkiness and power dissipation
both in the transmitting and receiving side. One of the most
important parameter in ASK modulation is the MI, defined as
in (3):

MI =
Vmax − Vmin

Vmax + Vmin
(3)

where Vmax and Vmin are respectively the peak amplitude of
the voltages for the logical ”high” and ”low” states. Indirectly,
MI influences the BER and, therefore, its reliability. On the
one side, high MI means a big difference between the two
voltages Vmax−Vmin and, therefore, low BER, since detection
between logical ”high” and ”low” states is simplified. On
the other side, high MI means high power consumption on
the demodulation side, which is the most critical part of the
whole system design. As a consequence, even if a low MI
ASK transmitter is very challenging, it results to be the best
candidate for this application. Our approach is based on a

Fig. 6: Measurement of Tx return loss S11 (in dB).

switch and a symmetrical T-pad voltage attenuator, as shown
in Fig. 2-C. More in detail, the circuit works as in (4):

RFo =

{
RFi if SW = 1

RFi · R2‖R3

R1+R2‖R3
= RFi · (1−MI) if SW = 2

(4)
where RFo and RFi are respectively the signals before and
after the modulation block, R1, R2 and R3 are the three
resistances of the T-pad attenuator. In particular, R2 may
be modified to obtain a system with a variable MI (i.e. for
MI = 0.08, R1 = R3 = 10 Ω, R2 = 470 Ω, as in
Fig. 5). The switch is characterized by an internal driver
designed for wide-band applications (M3SW-2-50DRA+ by
Mini-Circuits’). Accordingly with a data rate as high as 20
Mbps, the switching times need to be smaller than 50 ns (i.e.
our switch has rising time trise = 3.3 ns and falling time
tfall = 4.6 ns).

D. Power Amplifier

The PA is necessary to enforce the robustness of the
RF SWIPT, also facing issues related to interference, power
consumption and gain. The class-E PA is generally selected for
power signals due to several advantages: simple design, high
power transmission, low power consumption and the highest
efficiency [26]. On the other side, it is susceptible on the
effects of adjusting load-network components: a slight network
variation causes a significant variation in the powering signal.
This condition finally leads to a sensitive Tx system which
may cause losses in robustness. In particular, we used a class-
AB PA (RF5110G by Qorvo) characterised for RF applications
in the 150-960 MHz frequency range and internally matched
at 50 Ω. At 433.92 MHz, 32 dBm can be transmitted, with a
very high PA gain of 41 dB at the cost of reduced efficiency
of 38%.

E. Transmitting coil Tx

In the case of 3-coils IPT systems for multiple miniaturised
implants, the resonator diameter dRes is selected from the area
of coverage, which is always application-constrained. Then,



TABLE I: STATE-OF-THE-ART COMPARISON OF RF SWIPT TRANSMITTER ON IPT LINK.

Year, Ref
Carrier

Frequency (MHz)

Modulation

Technique

(Downlink)

Data Rate

(Mbps)

Output Power

(dBm)

Efficiency

(%)

Voltage

source (V)

FOM

(Mbps2/ MHz)1/3

2020, [6] 915 PWM-ASK 1 8 NA 0.6 ÷ 1 0.11

1997, [23] 10 ASK 0.12 NA 99* 5 0.12

2013, [12] 915 FSK 1.5 0 18 1.2 0.14

2004, [11] 0.7 ASK 0.06 17 36 5 0.18

2018, [24] 10 ASK 1 13.8 42 2.4 0.46

2008, [25] 433 OOK 10 -12.7 4.5 1 0.62

This work 433 ASK 20 32 38* 5 0.97

* PA only

the optimal Tx diameter dTx that will maximise the magnetic
coupling with the resonator is calculated as [27]:

dTx =

√
dRes

2 + 4 · d122 (5)

where d12 is the Tx-resonator distance. In particular, dTx '
40 mm for a dRes = 10 mm and a d12 = 20 mm, reasonable
values for thousands of sub-mm neural implants. Operating
at 433.92 MHz, the number of Tx turns is mainly limited by
the Self Resonance Frequency (SRF). A single turn Tx coil is
selected to limit the SRF degradation. As a result, the return
loss S11 measurement of our squared Tx coil is shown in Fig.
6.

IV. RESULTS AND DISCUSSION

Fig. 7 shows the testbench with the final result of the study.
The measured output of the PA highlights the ASK modu-
lation performed with a MI of 8%. 14.8 and 14.4 dBm are
respectively measured for the ”high” and ”low” states of the
SWIPT system for an RFi of -30 dBm. The transition times
present some glitches due to the high rising and falling times
of the digital waveform generator (which are comparable with
the switching times of our ASK modulator). Table I compares
the RF transmitter with the state-of-the-art, highlighting some
relevant parameters in SWIPT systems. The relation between
data rate and carrier frequency is fundamental in evaluating
the performance of SWIPT systems. In particular, we propose
a new Figure of Merit (FoM), measured in (Mbps2/MHz)1/3

and defined as:

FOM = 3

√
DR2

f0
(6)

where DR is the data rate (in Mbps) and f0 is the carrier
frequency (in MHz). As a rule of thumb, DR may be increased
by increasing f0 while obtaining a high FoM is increasingly
challenging as f0 increases. Therefore in (6), DR2 is used
instead of DR. The cubic root further highlights significant
changes in FoM values between the different RF transmitters
of Table I. On the one side, OOK architectures present high
FoM due to simple modulation and demodulation scheme.
On the other side, in miniaturised chips, OOK modulation is

(a)

(b)

Fig. 7: Testbench (a) and measurements (b) of our RF ASK
transmitter. The system efficiently modulate a square wave
with a duty cycle of 50% at 20 Mbps.

critical in providing a stable supply at the implant side. As
expected, FSK transmitters show low values of FoM since
they cannot provide high DR. Finally, basing on the new
FoM, our SWIPT transmitter shows better performance with
respect to similar work previously published. Then, most of
the SWIPT systems use a class-E PA, which usually ensures
efficiencies higher than 97%. Moreover, the RF modulation



is usually performed operating directly on the class-E PA
circuitry. As an example, Navaii and collaborators proposed a
Darlington emitter-follower, which changes the supply voltage
of a class-E PA, which is connected to the transistor’s drain,
performing the amplitude modulation, guarantying an optimal
PTE [24]. However, this approach results to be very sensitive
to the inductive parameters of the transmission (e.g. Tx and
Rx inductances, matching networks, penetration depth), being
critical in SWIPT systems with very high data rate. Instead,
we decided to use a class-AB PA, leading with a higher output
power (the highest of Table I), an improved robustness against
impedance variations at the cost of a reduced efficiency.
Moreover, differently from [24], we perform the RF ASK
modulation before the amplification stage (as in Fig. 2). As a
result, we obtain a data rate of 20 Mbps, which is the highest
with respect to other similar SWIPT systems.

V. CONCLUSIONS

Over the last years, wireless power transfer has shown
tremendous advantages for next-generation implantable neural
systems. Miniaturisation and large scale distribution are crucial
elements for the future of precise medicine and therapy. In par-
ticular, wireless power transfer via inductive links has shown
promising results in efficiency and robustness. In this paper, a
novel RF structure is designed and measured for simultaneous
wireless power transfer and downlink data communication.
The strengths and weaknesses of the present state-of-the-art
have been analysed. The results highlight the feasibility to
transmit a carrier signal at 433.92 MHz, combining power
transfer with a novel ASK modulation structure. Each block
of the whole chain has been simulated, implemented and tested
starting from some off-the-shelf components. This study shows
a RF transmitter, amplitude modulated with a data rate as high
as 20 Mbps and a variable modulation index as low as 8%.
Future work will include PCB fabrication of the whole system,
including the printed transmitting coil. The final transmitter
will be used to characterise and test the 3-coils inductive link
itself with miniaturised receivers. At the very end, high data
rate and low modulation index might enable the implantation
of thousands of freestanding and miniaturised neural implants.
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