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Abstract—The dielectric properties of biological tissues 
dictate the interaction of electromagnetic waves with the human 
body and are therefore essential for the design and optimisation 
of electromagnetic-based medical technologies. Several methods 
are available to obtain these properties; the open-ended coaxial 
probe method is the commonly employed. Although such 
measurements have been performed for more than two decades, 
there is no clear consensus within the community regarding the 
accompanying metadata. In recent years, best-practice 
guidelines for conducting these measurements have been 
proposed, yet their adoption remains limited. In this review, we 
revisit the existing guidelines for measuring dielectric properties 
of biological tissues, including recommended practices and 
metadata requirements. Furthermore, we propose and provide 
a practical, implementable table aligned with the proposed best 
practices, with the aim of promoting standardisation and 
enhancing comparability across studies.   

Index Terms—dielectric properties, biological tissues, 
standardisation, guidelines. 

I.  INTRODUCTION 
The dielectric properties of biological tissues, namely, 

relative permittivity and conductivity, determine the 
interaction of the electromagnetic (EM) field with the human 
body [1]. The study of these properties is essential for the 
design and use of EM medical technologies such as 
microwave imaging, microwave ablation, and microwave 
hyperthermia [2] – [4]. These diagnostic and therapeutic 
modalities have gained significant attention in recent years 
due to their non-invasive and non-ionising nature [5]. 

Since these technologies exploit the dispersive dielectric 
nature of biological tissues and the contrast between healthy 
and diseased tissue, accurate characterisation of tissue 
dielectric properties is critical for the continued advancement 
of EM medical technologies. In this respect, one of the 
pioneering studies was performed by Gabriel et al. [6]. The 
authors measured the dielectric properties of several 
biological tissues from 10 Hz to 20 GHz using three different 
acquisition equipment and open-ended coaxial probes 
(OECPs) [6]. The tissues properties data collected from this 
study and existing literature sources [1] were combined to 
form a comprehensive dataset spanning 10 Hz – 100 GHz. 

The four-pole Cole-Cole model was then used to model the 
frequency dependence of the dielectric properties in the band 
of 10 Hz – 100 GHz [7]. This model is considered a 
benchmark database for the dielectric properties of biological 
tissues, useful for studying the interaction of EM field with 
the human body. Although the model provides the best 
estimate based on the experimental data, for lower 
frequencies the literature values are scarce and have larger 
than average uncertainties [7].  

With the advancement of EM-based medical technologies 
and the efforts to improve the precision of treatment and 
diagnosis, the demand for an extended catalogue of dielectric 
properties of various healthy and diseased tissues has 
substantially grown. To meet this need, several studies have 
been conducted to characterise biological tissues [8] – [11], 
mainly using the OECP. While alternative methods such as 
the transmission line and waveguide, impedance-based, and 
resonant cavity techniques exist, they are less frequently 
employed in practice. In the absence of common reporting 
standards, the reporting of experimental metadata and 
measurement protocols is often incomplete, hindering the 
reproduction, and reusability of the data [12]. Consequently, 
Porter et al. [12] proposed a minimum information 
framework called MINDER regarding the metadata that 
should be reported along with the measured dielectric data. 
Additionally, Farrugia et al. [13] presented practical 
guidelines for the measurement of dielectric properties of 
biological tissues using an OECP setup, reinforcing the 
importance of comprehensive metadata reporting. 
Collectively, these two studies highlight the importance of 
best practices to ensure efficient and useful set of 
measurements which have been adopted in later studies.  

This work revisits the guidelines in the literature to 
measure the dielectric properties of biological tissues, using 
the open-ended coaxial probe method. It further emphasises 
the need to report metadata aligning with FAIR (findability, 
accessibility, interoperability, and reusability) [14] principles 
of data management to ensure the reproducibility and 
reusability of data. Finally, with the goal of promoting 
community adoption of the current best-practice guidelines a 
practical and implementable laboratory data reporting form 



was developed based on best-practice guidelines suggested 
by the MINDER framework [12] and Farrugia et al. [13] to 
be used during dielectric measurements for reporting the 
metadata.  

II. OPEN-ENDED COAXIAL PROBE 
The OECP consists of a terminated section of transmission 

line, which guides EM waves from the source along the 
coaxial line toward the termination [5]. When there is a 
mismatch in the EM properties of the line, due to the interface 
between the line itself and the material under test (MUT), part 
of the wave is reflected towards the source [15]. Greater 
contrast in their EM properties leads to stronger reflections. 
The corresponding measurement set-up, together with a 
cross-section of a typical OECP, is shown in Fig. 1a. For 
liquids, the probe is immersed in the sample, whereas for 
solids, powders, or biological tissues, the probe touches the 
surface of the material. In this configuration, a Vector 
Network Analyser (VNA) is used to measure the reflection 
coefficient over a frequency range, and the collected data is 
then converted into complex permittivity values via modal 
expansion, quasi static approaches, or lumped-circuit models 
[16], [17]. There are several commercially available OECPs 
for material characterisation, some including in-built 
dedicated software to calculate the complex permittivity from 
measured reflection coefficients, while others depend on 
external software. Commonly, information of the algorithms 
used to derive the complex permittivity is limited or 
unavailable. Nevertheless, open-access algorithms have been 
developed [18] that can be used with different VNAs and 
commercial probes. 

The open-ended coaxial probe is ideal for the 
characterisation of liquids, but it has also demonstrated 
adequate results in the characterisation of semi-solid 
materials, such as biological tissues, becoming the most 
commonly used technique in this field [5] – [11], [15], [18] – 
[22]. Some of the reasons include its practical and operational 
simplicity, as it allows for direct, and rapid measurements 
without complex experimental setups; the sample preparation 
is not difficult and non-destructive; it can be used in a broad 
frequency range for both ex vivo [8] – [11], [21], [22] and in 
vivo samples [20]. Moreover, as illustrated in Fig. 1b, the 
direct interaction between the probe tip and the MUT's EM 
field improves measurement reliability by reducing the 
impact of external EM interference. 

 

Fig. 1. Open-ended coaxial probe technique: (a) Measurement set-up; (b) 
cross-sections of the coaxial probe.   

Although the advantages of the OECP, achieving accurate 
and repeatable measurements in biological tissues is complex 
[13]. The variability in dielectric data arises mainly from 
tissue heterogeneity, experimental confounders, and 
calibration standards, as well as random factors that could 
introduce errors during and post-measurement stages. 
Therefore, it is important to establish best-practice guidelines 
for the dielectric characterisation of biological tissues to 
provide consistent, accurate, and reproducible results. This 
includes, among others, reporting hardware setup, 
measurement configurations, and tissue preparation methods. 
The following section outlines the measurement process with 
the OECP, emphasising best practices to improve accuracy 
and consistency. 

III. MEASUREMENT PROCEDURE AND CONDITIONS 
The measurement process involves multiple steps, each of 

which could introduce potential systematic, procedural, and 
post-measurement errors that compromise data accuracy and 
reliability when best-practice guidelines are not followed. 
Each of these factors are discussed below: 

A. System/equipment set-up 
The measurement protocol starts with the system 

mechanical set-up, ensuring it remains stable and free of 
vibrations before any calibration or measurement. 
Environmental factors such as temperature, pressure, and 
humidity can influence measurement outcomes and need to 
be documented along with the data [5], [12], [13]. For 
instance, temperature significantly impacts the permittivity of 
water in biological tissues, while pressure alters tissue density 
and water content, compromising measurement accuracy. 
Moreover, secure connections between the VNA and the 
OECP are also required. Furthermore, it is important to 
respect the manufacturer's recommended warm-up duration 
for the VNA before any measurement stage [23], [24]. 
Additionally, VNA settings such as frequency range, 
frequency sweep format, number of points, averaging, 
intermediate frequency (IF) bandwidth, and output power are 
fixed according to the measurement purpose. 

B. Calibration 
After setting up the system, a calibration stage is required 

before measuring the MUT. The probe must be properly 
calibrated to compensate for system related errors. Moreover, 
calibration directly affects the accuracy of the measured 
reflection coefficient; any error introduced during calibration 
propagates to the complex permittivity values. Calibration of 
one-port system such as the OECP, involves measuring three 
well known standards: open-circuit, short-circuit, and load. 
The open-circuit typically involves leaving the probe aperture 
open, while the short circuit can involve metal plates, 
specialised jigs, or soft materials covered in metal foil 
pressed to the probe tip. The load standard is commonly a 
liquid such as ethanol, deionised water, or NaCl solutions [5], 
[13]. Differences in calibration protocols, such as the choice 



of reference standards and procedures, are the major source 
of variability between studies. As a result, comparing datasets 
directly is not straightforward because discrepancies may 
arise from sample or calibration biases. Good measurements 
of the standards compensate for systematic errors of the 
system, but not for random sources of errors or noise. When 
calibration is completed, the time should be recorded to 
evaluate possible drift errors and decide on whether re-
calibration is needed. Additionally, any perturbation, or 
alteration of the set-up should be avoided after this point to 
minimise post-measurement errors. 

C. Measurement validation 
Following calibration, the next step corresponds to its 

validation. At that stage, other material(s) different from the 
load standard and MUT, with well-known dielectric 
properties, can be used as validation material. Variances in 
relative permittivity and conductivity up to 5% are acceptable 
at few Gigahertz. This validation process should be routinely 
conducted during tissue measurements to ensure accuracy 
over all measurements. Moreover, if the variance is higher 
than 5%, a new calibration should be performed [13]. 

D. MUT measurements 
Once the measurement system is calibrated, the tissue 

sample, already prepared with adequate size, thickness, and 
preserved hydration, should be placed in a holder, and the 
probe should guarantee good contact with the tissues, 
adequate pressure [19], [22], and stability. Adequate size and 
thickness ensure adequate cover of the probe sensing area to 
prevent edge effects and fringing fields [25]. For both 
homogeneous and heterogeneous samples, multiple 
independent measurements should be taken at different points 
distributed in the sample volume, and the results should be 
averaged. For reliability, at least three independent 
measurements should be performed at each location [13], 
with the probe carefully cleaned between trials using water 
followed by alcohol for disinfection. In addition to 
measurements, the sample temperature and environmental 
variables should also be reported [12], [13]. 

E. Data post-processing 
The following steps after measurements include data post-

processing. For broad bandwidth measurements, Kramers-
Kronig (KK) relations can be used to detect experimental 
outliers [13]. Moreover, uncertainty analysis is also 
recommended, and the method for calculating uncertainty 
should be documented with the results. Further details and 
guidelines for correct uncertainty analysis are provided in 
[26], [27]. Multiple independent measurements of the same 
tissue help quantify measurement repeatability, while 
systematic uncertainty components must be evaluated 
separately through calibration analysis and methods 
described in [26], [27]. 

F. Data analysis 
Final measurement protocol steps involve analysing data. 

Typically, dielectric values are fitted to models like Debye or 
Cole-Cole to obtain closed-form expressions. It is important 
to report the number of poles, fitting errors, and parameters 
of the models. This guarantees data can be re-used and 
integrated into simulations if needed [13]. Data analysis also 
includes comparing these dielectric values with existing 
literature and performing statistical analysis. 

Each step in the measurement procedure described above 
faces unique confounders, introducing measurement errors. 
A detailed analysis of these confounders and metadata that 
may be collected at each stage is discussed in the following 
sections. 

IV. CONFOUNDING FACTORS 
Confounders are defined here as factors that affect the 

measured dielectric properties independently of the intended 
cause, namely, the intrinsic tissue properties. They are likely 
the source of inconsistency in the dielectric characterisation 
of biological tissues [12], [5]. If not accounted for, they can 
systematically bias measurements, hinder reproducibility, 
and compromise the comparability of data across studies 
[12].  

A multitude of factors have been identified that can be 
broadly categorised into three groups: 
• Equipment- or system-related, such as frequency used, 

calibration procedure, calibration drift over time, 
validation procedure, choice of reference liquids, 
disconnection or movement of cables. Even subtle cable 
displacements or imperfect connections can affect the 
reflection coefficient, highlighting the need for 
mechanically stable probe–cable–VNA configurations 
and sufficient instrument warm-up periods to ensure 
reliable calibration and measurements [28], [10]. 

• Tissue- or clinical-related, including tissue source, 
sample size, sample handling procedures, probe–tissue 
contact and pressure [28], hydration state, blood flow, 
time since excision, anaesthesia or drug effects, tissue 
heterogeneity, histological analysis [7], [10]. 

• Modelling- or analysis-related, arising from the choice 
of dielectric model, the number of poles used, and the 
accuracy of the employed fitting algorithm [28], [11]. 

Several confounders have been thoroughly investigated 
and can be mitigated through good measurement practice. For 
instance, equipment-related issues such as calibration drift 
can be reduced by employing a standard three-step 
calibration procedure when the accuracy is noted to be 
decreasing. At the same time, the selection of probe type is 
another design decision that can introduce variability, since 
sensing depth, frequency range, and manufacturer 
specifications limit which biological samples can be reliably 
assessed. Cable movement artefacts can be minimised using 
fixed probe setups, such as using an elbow connector with the 
probe directly connected to the VNA.  

Tissue temperature, a critical variable, can be stabilised 
with controlled measurement environments by using a 



temperature-controlled container, and hydration loss can be 
slowed through appropriate sample handling protocols, such 
as by minimising the time between excision and 
measurement for ex vivo measurements [5]. Room 
temperature, humidity, and pressure can also influence both 
instrument performance and tissue dielectric properties and 
should be monitored or controlled whenever possible [13]. 

Despite advances in methodology, certain confounding 
factors remain difficult to account for. Probe–tissue interface 
effects, arising from air gaps, surface irregularities, 
inconsistent contact pressure, or the presence of biological 
fluids such as blood within the sensing volume, continue to 
compromise measurement accuracy. Such effects are best 
addressed through careful visual inspection of the probe, 
regular cleaning to prevent contamination, and controlled 
probe–tissue contact procedures. Other factors remain open 
challenges for which no consensus solution exists, notably 
the characterisation of highly heterogeneous tissues. In such 
cases, the measurement obtained with an OECP reflects an 
averaged response across the sensing volume, meaning that a 
measurement at a single site may not be representative of the 
entire tissue sample [13]. Other unresolved issues include the 
choice of calibration reference materials, the impact of in vivo 
versus ex vivo conditions, inter-species variability, and 
variability introduced by histological processing [29]. 

While many confounders can be reduced through 
established good practices, others persist as obstacles to 
reproducibility and standardisation.  

V. REPORTING: METADATA, EXISTING STANDARDISED 
GUIDELINES AND RECOMMENDATIONS 

Confounding factors may be mitigated through the 
reporting of metadata, that is, contextual information 
accompanying the measured data which captures their 
influence. At present, no community-wide consensus exists 
on the specific types of metadata to be collected, yet their 
explicit documentation remains essential to ensure that 
reported dielectric properties are reproducible, reusable, and 
comparable across studies. According to the MINDER 
framework [12] and the best-practice guidelines proposed by 
Farrugia et al. [13], the metadata that should be reported can 
be categorised into the following domains:  
• Instrumentation and Measurement Setup – 

specifications of the hardware, measurement type, and 
software employed. 

• Acquisition Parameters – frequency ranges, number of 
frequency points, scale, and power settings. 

• Calibration and Validation – reference materials and 
loads, including their temperature, and the timing of 
calibration and validation procedures. 

• Sample Information – origin, dimensions, collection 
method, preservation and preparation protocols, and time 
of excision. 

• Measurement Conditions – environmental factors such 
as room temperature. 

• Data Acquisition and Replication – number of 
measurement points, repetitions per point, number of 
samples, and number of subjects. 

• Data Processing and Analysis – filtering methods, 
fitted models, and calculations of accuracy and 
uncertainty. 

According to FAIR principles, all data and important 
metadata should be published for re-use of others. Following 
this, Farrugia et al. proposed an open-access repository [30] 
for the dielectric and thermal properties of biological tissues. 
The aim of this repository is to compile dielectric and thermal 
data together with the associated metadata, overcoming 
limitations of existing databases, such as those of IT’IS [31] 
and Gabriel et al. [1], which either did not include metadata 
or reported it only in a limited form [31, 1]. 

Despite some recent studies reporting the minimum 
information specified by the MINDER framework, several do 
not make the data accessible, hindering the reusability of this 
important data [8], [9]. 

In response to these challenges, we have designed a 
practical and implementable table for use during 
measurement of dielectric properties of biological tissues, 
which is available for download in the resources page of [30]. 
The table was developed in accordance with best-practice 
guidelines suggested by the MINDER framework and 
Farrugia et al. [13]. Thus, the required metadata will be ready 
to be then published in the open-access repository presented 
by Farrugia et al. Our goal is to promote community adoption 
of the current best-practice guidelines and to encourage 
standardisation and comparability across studies building 
upon the guidelines that we consider to comprehensively 
address the requirements for accurate dielectric 
measurements. Recognising that the volume of information 
to be recorded may pose practical challenges, particularly in 
time-constrained scenarios such as ex vivo measurements 
immediately following tissue excision, we have highlighted 
the data that should be captured during the procedure itself, 
with the remainder being completed retrospectively.  

VI. CONCLUSION 
The dielectric characterisation of biological tissues plays a 

vital role in the design of non-invasive EM-based medical 
technologies. Due to multiple confounding factors affecting 
the accuracy of the dielectric measurements, the best practical 
guidelines presented in the literature should be followed to 
ensure the accuracy and reusability of the data. In this study, 
several sources of errors during the overall measurement 
procedure were identified which can reduce data accuracy. 
The study further highlighted the best measurement 
guidelines for the OECP technique. Adopting these practices 
will promote greater transparency, comparability, and 
reproducibility in dielectric tissue characterisation, while also 
supporting the development of comprehensive tissue 
repository. 

 
 
 



ACKNOWLEDGMENT  

This work was developed in the context of project 
3BAtwin (European Union, GA 101159623), the Agritech 
National Research Center, funded by the European Union 
Next-Generation EU (Piano Nazionale di Ripresa e 
Resilienza (PNRR) – MISSIONE 4 COMPONENTE 2, 
INVESTIMENTO 1.4 – D.D. 1032 17/06/2022, 
CN00000022), and the research project “MedWaveImage - 
Microwave imaging technology transfer to innovate the 
medical sector”, (Interreg Central Europe, CE0200670). 

REFERENCES 
 

[1] C. Gabriel, S. Gabriel, and E. Corthout, ‘The dielectric properties of 
biological tissues: I. Literature survey’, Phys. Med. Biol., vol. 41, no. 
11, p. 2231, Nov. 1996. 

[2] B. Amin, A. Shahzad, M. O’Halloran, B. Mcdermott, and A. Elahi, 
‘Experimental Validation of Microwave Imaging Prototype and 
DBIM-IMATCS Algorithm for Bone Health Monitoring’, IEEE 
Access, vol. 10, pp. 42589–42600, 2022. 

[3] M. V. L. Bhavani, D. Chaturvedi, T. Lanka, T. A. Raju, G. Rana, and 
A. Kumar, ‘A Noninvasive Microwave Imaging System for Breast 
Tumor Detection Using a High-Gain Vival-di Antenna Array Sensor’, 
IEEE Sensors Journal, vol. 25, no. 17, pp. 32631–32640, Sep. 2025. 

[4] C. Origlia, D. O. Rodriguez-Duarte, J. A. Tobon Vasquez, J.-C. 
Bolomey, and F. Vipiana, “Review of microwave near-field sensing 
and imaging devices in medical applications,” Sensors, vol. 24, no. 14, 
p. 4515, 2024. 

[5] A. La Gioia et al., ‘Open-Ended Coaxial Probe Technique for 
Dielectric Measurement of Biological Tissues: Challenges and 
Common Practices’, Diagnostics, vol. 8, no. 2, p. 40, Jun. 2018. 

[6] S. Gabriel, R. W. Lau, and C. Gabriel, ‘The dielectric properties of 
biological tissues: II. Measurements in the frequency range 10 Hz to 
20 GHz’, Phys. Med. Biol., vol. 41, no. 11, p. 2251, Nov. 1996. 

[7] S. Gabriel, R. W. Lau, and C. Gabriel, ‘The dielectric properties of 
biological tissues: III. Parametric models for the dielectric spectrum of 
tissues’, Phys. Med. Biol., vol. 41, no. 11, p. 2271, Nov. 1996. 

[8] A. Bottiglieri et al., ‘Dielectric Characterization of Ex Vivo Ovine and 
Human Adrenal Glands for Microwave Thermal Ablation 
Applications’, IEEE Journal of Electromagnetics, RF and Microwaves 
in Medicine and Biology, vol. 5, no. 3, pp. 254–261, Sep. 2021. 

[9] K. Vidjak, L. Farina, G. Ruvio, M. O’Halloran, and M. Cavagnaro, 
‘Dielectric Properties of Healthy Ex Vivo Ovine Lung Tissue at 
Microwave Frequencies’, IEEE Transactions on Dielectrics and 
Electrical Insulation, vol. 30, no. 3, pp. 1162–1169, Jun. 2023. 

[10] M. Lazebnik et al., ‘A large-scale study of the ultrawideband 
microwave dielectric properties of normal, benign and malignant breast 
tissues obtained from cancer surgeries’, Phys. Med. Biol., vol. 52, no. 
20, p. 6093, Oct. 2007. 

[11] A. Peyman et al., ‘Variation in dielectric properties due to pathological 
changes in human liver’, Bioelectromagnetics, vol. 36, no. 8, pp. 603–
612, 2015. 

[12] E. Porter et al., ‘Minimum information for dielectric measurements of 
biological tissues (MINDER): A framework for repeatable and 
reusable data’, International Journal of RF and Microwave Computer-
Aided Engineering, vol. 28, no. 3, p. e21201, 2018. 

[13] L. Farrugia et al., ‘The Complex Permittivity of Biological Tissues: A 
Practical Measurement Guideline’, IEEE Access, vol. 12, pp. 10296–
10314, 2024. 

[14] M. D. Wilkinson et al., ‘The FAIR Guiding Principles for scientific 
data management and stewardship’, Sci Data, vol. 3, no. 1, p. 160018, 
Mar. 2016. 

[15] M. A. Stuchly and S. S. Stuchly, “Coaxial line reflection methods for 
measuring dielectric properties of biological substances at radio and 

microwave frequencies—A review,” IEEE Transactions on 
Instrumentation and Measurement, vol. 29, no. 3, pp. 176–183, Sept. 
1980. 

[16] D. K. Misra, “A Quasi-Static Analysis of Open-Ended Coaxial Lines 
(Short Paper),” IEEE Trans. Microwave Theory Techn., vol. 35, no. 
10, pp. 925-928, Oct. 1987, doi: 10.1109/TMTT.1987.1133782 

[17] A. Šarolić and A. Matković, ‘Dielectric Permittivity Measurement 
Using Open-Ended Coaxial Probe—Modeling and Simulation Based 
on the Simple Capacitive-Load Model’, Sensors, vol. 22, no. 16, p. 
6024, Jan. 2022.   

[18] G. Ruvio, M. Vaselli, V. Lopresto, R. Pinto, L. Farina, and M. 
Cavagnaro, ‘Comparison of different methods for dielectric properties 
measurements in liquid sample media’, International Journal of RF 
and Microwave Computer-Aided Engineering, vol. 28, no. 3, p. 
e21215, 2018. 

[19] G. Maenhout, T. Markovic, I. Ocket, and B. Nauwelaers, ‘Effect of 
Open-Ended Coaxial Probe-to-Tissue Contact Pressure on Dielectric 
Measurements’, Sensors, vol. 20, no. 7, p. 2060, Jan. 2020. 

[20] E. C. Burdette, F. L. Cain, and J. Seals, ‘In Vivo Probe Measurement 
Technique for Determining Dielectric Properties at VHF through 
Microwave Frequencies’, IEEE Transactions on Microwave Theory 
and Techniques, vol. 28, no. 4, pp. 414–427, Apr. 1980. 

[21] D. O. Rodriguez-Duarte, J. A. Tobon Vasquez, R. Scapaticci, G. 
Turvani, M. Cavagnaro, M. R. Casu, L. Crocco, and F. Vipiana, 
“Experimental validation of a microwave system for brain stroke 3-D 
imaging,” Diagnostics, vol. 11, no. 7, p. 1232, 2021 

[22] A. C. Pelicano, N. A. M. Araújo, D. M. Godinho, and R. C. Conceição, 
‘The Effect of Pressure of the Open-ended Coaxial Probe on the 
Measurement of Ex Vivo Biological Tissues Dielectric Properties’, in 
2024 18th European Conference on Antennas and Propagation 
(EuCAP), Mar. 2024, pp. 1–5. 

[23] ZNL / ZNLE User Manual,” Rohde & Schwarz, [Online]. Available: 
https://www.batterfly.com/PDF/rohde-schwarz/znl-
znle/ZNL_ZNLE_usermanual_EN.pdf . [Accessed: Oct. 13, 2025]. 

[24] P93xxB Streamline Series Vector Network Analyzer (VNA), 
Technical Overview,” Keysight Technologies, [Online]. Available: 
https://www.keysight.com/us/en/assets/3121-1262/technical-
overviews/P93xxB-Streamline-Series-Vector-Network-Analyzer-
VNA.pdf 

[25] M. Cavagnaro and G. Ruvio, “Numerical sensitivity analysis for 
dielectric characterization of biological samples by open-ended probe 
technique,” Sensors, vol. 20, no. 13, p. 3756, 2020. 

[26] Jcgm, J. C. G. M. (2008). Evaluation of measurement data—Guide to 
the expression of uncertainty in measurement. Int. Organ. Stand. 
Geneva ISBN, 50, 134. 

[27] Taylor, B. N., & Kuyatt, C. E. (1994). Guidelines for evaluating and 
expressing the uncertainty of NIST measurement results (Vol. 1297). 
Gaithersburg, MD, USA: US Department of Commerce, Technology 
Administration, National Institute of Standards and Technology. 

[28] A. Sabouni, C. Hahn, S. Noghanian, E. Sauter, and T. Weiland, ‘Study 
of the Effects of Changing Physiological Conditions on Dielectric 
Properties of Breast Tissues’, International Scholarly Research 
Notices, vol. 2013, no. 1, p. 894153, 2013. 

[29] E. Porter, S. Mandija, R. C. Conceição, M. Cavagnaro, P. Prakash, and 
S. Curto, ‘Progress and Challenges towards a Standard Approach for 
Dielectric Measurement and Reporting of Biological Tissues’, in 2024 
IEEE MTT-S International Microwave Biomedical Conference 
(IMBioC), Jun. 2024, pp. 99–101. 

[30] MyWAVE COST Action: Open-Access Repository of Dielectric and 
Thermal Properties of Biological Tissues. Accessed: Dec. 15, 2025. 
[Online]. Available: https://www.um.edu.mt/projects/mywave/data-
repository/. 

[31] Baumgartner C, Hasgall PA, Di Gennaro F, Neufeld E, Lloyd B, 
Gosselin MC, Payne D, Klingenböck A, Kuster N, “IT’IS Database for 
thermal and electromagnetic parameters of biological tissues,” Version 
5.0, August 21, 2025.  


